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All vehicles must be new and of the manufacturer's current models in production at the time of
delivery. All standard or optional equipment to be included shall be as advertised by the
manufacturer (OEM) and factory installed and shall not consist of substitute or after market
equipment. Special Edition Pricing Packages which may limit available options are not
acceptable. Optional equipment not available from the factory may be dealer installed.

The dealer’s vehicle order confirmation sheet listing all the standard options provided with
the vehicle in accordance with the State of Michigan Specification shall be provided at each
of these steps in the process:

M With dealers bid submittal to the State of Michigan

M With original quote from the dealer to the customer

M Upon delivery of the vehicle from the dealer to the customer

M Customer shall use as a check list when accepting the vehicle to verify all ordered
options are included on the vehicle



STATE OF MICHIGAN

DEPARTMENT OF MANAGEMENT AND BUDGET

PURCHASING OPERATIONS

DESCRIPTION

MICH. SPEC. NO.

Diesel Vehicles are indicated with a “D” at the end of the specification number.
Alternative Fuel vehicles are indicated with a “A” at the end of the specification number.

PASSENGER VEHICLES

Small, 4-Door Sedan, Auto. Trans.

Large-Size, 4-Door Sedan, Auto. Trans., F.W.D.

Alt Fuel - 4-Door Sedan, Auto. Trans.

Mid-Size, 4-Door Sedan, Auto. Trans., F.W.D.

Large, Administrator Series, 4 -Door Sedan, Auto. Trans.

STATION WAGONS

5-Passenger, Auto. Trans., 4 door

Multi Functional Utility Vehicle,

5 Passenger, 4-Door, Auto. Trans., 4 door
Alt Fuel - 5 Passenger, Auto. Trans., 4 door
6-7 Passenger, 4-Door, Auto. Trans.

TRUCKS, LIGHT DUTY

Pick-Up, 7 Ft. Box, Standard Cab, Payload — 1,000 Ibs., min.
Pick-Up, 6 Ft. Box, Extended Cab, Payload - 1,260 Ibs., min.
Pick-Up, 6 Ft. Box, Payload - 1,600 Ibs., min., “Work Truck”
Pick-Up, 8 Ft. Box, Standard Cab, Payload - 1,600 Ibs., min.

Alt Fuel -Pick-Up, 8 Ft. Box, Standard Cab, Payload - 1,600 Ibs., min.

Pick-Up, 8 Ft. Box, Extended Cab, Payload - 1,400 Ibs., min

Alt Fuel - Pick-Up, 8 Ft. Box, Extended Cab, Payload - 1,400 Ibs., min.

Pick-Up, 6 Ft. Box, Extended Cab, Payload — 1,400 Ibs., min

Alt Fuel - Pick-Up, 6 Ft. Box, Extended Cab, Payload — 1,400 Ibs., min
-3-

3905-0002

3905-0003

3905-0003A

3905-0004

3905-0005

3905-0017

3905-0018

3905-0018A

3905-0019

3958-0020

3958-0023

3958-0025

3958-0026

3958-0026A

3958-0027

3958-0027A

3958-0028

3958-0028A



STATE OF MICHIGAN
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DESCRIPTION MICH. SPEC. NO.
Pick-Up, 8 Ft. Box, Standard Cab, Payload - 3,240 Ibs., min. 3958-0029
Diesel - Pick-Up, 8 Ft. Box, Standard Cab, Payload - 3,240 Ibs., min. 3958-0029D
Pick-Up, 8 Ft. Box, Extended Cab, Payload - 3,000 Ibs., min 3958-0030

Alt Fuel - Pick-Up, 8 Ft. Box, Extended Cab, Payload — 1,400 Ibs., min. ~ 3958-0030A
Diesel - Pick-Up, 8 Ft. Box, Extended Cab, Payload — 1,400 Ibs., min. 3958-0030D
Pick-Up, 6 Ft. Box, Extended Cab, Payload - 3,000 Ibs., min 3958-0031

Diesel - Pick-Up, 6 Ft. Box, Extended Cab, Payload - 3,000 Ibs., min 3958-0031D

VANS, PASSENGER AND UTILITY

Panel Van, Payload - 1,700 Ibs., min. 3958-0032
Utility Vehicle, 4 Door, 5-6 Passenger, Payload 1,500 Ibs., min. 3905-0034
Sport Van, 8 Passenger, Payload - 1,600 Ibs., min. 3905-0035
Utility Vehicle, Large, 6-Passenger, Payload - 1,940 Ibs., min. 3905-0036
Sport-Van, 12-Passenger, Payload - 2,649 Ibs., min. 3905-0037
Panel Van, Payload - 3,100 Ibs., min. 3958-0039
Van, 15-Passenger 3905-0040
Van, 7 Passenger, Compact, Front Wheel Drive 3905-0042
Alt Fuel -Van, 7 Passenger, Compact, Front Wheel Drive 3905-0042A
Van, Cargo, Compact, Front Wheel Drive 3958-0044
Van, 7 Passenger, Compact, Long Wheel Base, Front Wheel Drive 3905-0045

Alt Fuel -Van, 7 Passenger, Compact, Extended Body, Front Wheel Drive 3905-0045A

TRUCKS, LIGHT DUTY

Pick-Up, 6 Ft. Box, Crew Cab, 4 Dr., Payload — 3,800 Ibs., min. 3958-0046

Diesel - Pick-Up, 6 Ft. Box, Crew Cab, 4 Dr., Payload — 3,800 Ibs., min.  3958-0046D
—4-



STATE OF MICHIGAN

DEPARTMENT OF MANAGEMENT AND BUDGET

PURCHASING OPERATIONS

DESCRIPTION MICH. SPEC. NO.

Pick-Up, 8 Ft. Box, Std. Cab, Dual Rear, Payload - 5,000 Ibs., min.

Diesel - Pick-Up, 8 Ft. Box, Std. Cab, Dual Rear, Payload - 5,000 Ibs., min.

Pick-Up, 8 Ft. Box, Std. Cab, Single Rear, Payload - 4,200 Ibs., min.
Diesel - Pick-Up, 8 Ft. Box, Std. Cab, Single Rear, Payld - 4,200 Ibs.
Pick-Up, 8 Ft. Box, Crew Cab, 4 Dr., Payload — 3,800 Ibs. min.

Diesel - Pick-Up, 8 Ft. Box, Crew Cab, 4 Dr., Payload — 3,800 Ibs. min.
Pick-Up, 8 Ft. Box, Extended Cab, 4 Dr., Dual Rear

Diesel - Pick-Up, 8 Ft. Box, Extended Cab, 4 Dr., Dual Rear

Pick-Up, 8 Ft. Box, Extended Cab, 4 Dr., Single Rear

Diesel - Pick-Up, 8 Ft. Box, Extended Cab, 4 Dr., Single Rear

VANS, COMMERCIAL

Van, Commercial, 10-Passenger, Raised Roof, Payload - 3,200 Ibs., min.

Van, Commercial, Cargo, Raised Roof, Payload - 4,800 Ibs., min.

TRUCKS AND BODIES, MEDIUM DUTY

Cab and Chassis, approx. 137" W.B., G.V.W.R. 10,000 Ibs., Gas
Cab and Chassis, approx. 128" W.B., G.V.W.R. 12,500 Ibs., Diesel
Dump Body and Hoist, 2 cu. yd.

Stake Body, 9 Ft.

Stake Body and Hydraulic Hoist, 9 Ft.

Cab and Chassis, approx. 152" W.B., Payload 5,500 Ibs., min., Gas

3958-0047

3958-0047D

3958-0048

3958-0048D

3958-0049

3958-0049D

3958-0050

3958-0050D

3958-0051

3958-0051D

3905-0057

3905-0058

3958-0072

3958-0073

3958-0074

3958-0075

3958-0076

3958-0077

Diesel - Cab and Chassis, approx. 152" W.B., Payload 5,500 Ibs., min., Gas 3958-0077D

Cab and Chassis, approx. 152" W.B., Payload 6,675 Ibs., min. Diesel

Stake Body, 12 Ft.

3958-0078

3958-0079



STATE OF MICHIGAN

DEPARTMENT OF MANAGEMENT AND BUDGET

PURCHASING OPERATIONS

DESCRIPTION

MICH. SPEC. NO.

Stake Body and Hydraulic Hoist, 12 Ft.

TRUCKS, LIGHT DUTY, 4X4

Utility Vehicle, 4 Door, Payload 900 Ibs., min.

Alt Fuel - Utility Vehicle, 4 Door, 2 Wheel Drive, Payload — 900 Ibs., min.

Pick-Up, 7 Ft. Box, Standard Cab, Payload 1,000 Ibs., min.

Utility Vehicle, 4 Door, 6 Passenger, Payload 1,480 Ibs., min.
Pick-Up, 8 Ft. Box, Extended Cab, Payload - 1,300 Ibs., min.

Alt Fuel - Pick-Up, 8 Ft. Box, Extended Cab, Payload - 1,300 Ibs., min.
Pick-Up, 6 Ft. Box, Extended Cab, Payload - 1,300 Ibs., min.

Alt Fuel -Pick-Up, 6 Ft. Box, Extended Cab, Payload - 1,300 Ibs., min.
Pick-Up, 8 Ft. Box, Extended Cab, Payload - 2,500 Ibs., min.

Diesel - Pick-Up, 8 Ft. Box, Extended Cab, Payload - 2,500 Ibs., min.
Pick-Up, 6 Ft. Box, Extended Cab, Payload - 2,500 Ibs., min.

Diesel - Pick-Up, 6 Ft. Box, Extended Cab, Payload - 2,500 Ibs., min.
Pick-Up, 6 Ft. Box, Standard Cab, Payload - 1,300 Ibs., min.

Alt Fuel - Pick-Up, 6 Ft. Box, Standard Cab, Payload - 1,300 Ibs., min.
Pick-Up, 8 Ft. Box, Standard Cab, Payload - 1,300 Ibs., min.

Alt Fuel - Pick-Up, 8 Ft. Box, Standard Cab, Payload - 1,300 Ibs., min.
Pick-Up, 8 Ft. Box, Standard Cab, Payload — 2,800 Ibs., min.

Diesel - Pick-Up, 8 Ft. Box, Standard Cab, Payload - 2,800 Ibs., min.
Cab and Chassis, 10,000 Lb. G.V.W.R., Rear Duals

Diesel - Cab and Chassis, 10,000 Lb. G.V.W.R., Rear Duals

Utility Vehicle, Large, 6 Passenger, Payload - 1,500 Ibs., min.
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3958-0080

3958-0083

3958-0083A

3958-0084

3958-0085

3958-0086

3958-0086A

3958-0087

3958-0087A

3958-0088

3958-0088D

3958-0089

3958-0089D

3958-0090

3958-0090A

3958-0091

3958-0091A

3958-0092

3958-0092D

3958-0093

3958-0093D

3905-0094
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DESCRIPTION MICH. SPEC. NO.

Alt Fuel - Utility Vehicle, Large, 6 Passenger, Payload - 1,500 Ibs., min. ~ 3905-0094A

TRUCKS, MEDIUM DUTY, 4X4

Cab and Chassis, Body and Payload - approx. 13,000 Ibs., min. 3958-0096
25,950 Ibs. Min. G.V.W.R., Diesel engine

Cab and Chassis, approx. 137" W.B., G.V.W.R. 12,500 Ibs., Diesel 3958-0098
Payload 5,800 Ibs., min.

Cab and Chassis, approx. 161" W.B., G.V.W.R. 12,500 Ibs., Diesel 3958-0099
Payload 5,930 Ibs., min.

TRUCK, CUT-AWAY AND VAN BODY

Truck, Cut-Away, 8,900 Ibs. G.V.W.R. 3958-0100
Truck, Cut-Away, 10,000 Ibs. G.V.W.R 3958-0101
Van Body, Cut-Away Aluminum 3958-0102
Van Body, Cut-Away, Fiberglass Reinforced Plastic (F.R.P.) 3958-0103
Van, Full Body, Aluminum 3958-0104
Van, Full Body, Fiberglass Reinforced Plastic F.R.P. 3958-0105
Truck, Cut-Away, 11,000 Ibs. G.V.W.R 3958-0108
Truck, Cut-Away, 14,000 Ibs. G.V.W.R 3958-0109

TRUCKS AND BODIES, HEAVY DUTY

Cab and Chassis, approx. 128" W.B., G.V.W.R 14,500 Ibs., Gas 3958-0110
Cab and Chassis, approx. 128" W.B., G.V.W.R 15,000 Ibs., Diesel 3958-0111
Cab and Chassis, approx. 140" W.B., G.V.W.R 14,000 Ibs. Gas, (4 x 4) 3958-0112
Cab and Chassis, approx 140" W.B., G.V.W.R 14,500 Ibs., Diesel, (4 x 4) 3958-0113
Cab and Chassis, approx. 152" W.B., G.V.W.R 15,000 Ibs., Gas 3958-0114
Cab and Chassis, approx. 152" W.B., G.V.W.R 15,000 Ibs., Diesel 3958-0115

Cab and Chassis, approx 152" W.B., G.V.W.R 15,000 Ibs., Gas, (4 x 4) 3958-0116
-7-
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DESCRIPTION MICH. SPEC. NO.

Cab and Chassis, approx 152" W.B., G.V.W.R 15,000 Ibs., Diesel, (4 x 4)
Cab and Chassis, approx. 152" W.B., G.V.W.R 21,000 Ibs.. Low Pro

Cab and Chassis, approx. 152" W.B., G.V.W.R 21,000 Ibs.

Cab and Chassis, approx. 152" W.B., G.V.W.R 23,500 Ibs., Diesel

Stake Body, 12 Ft.

Stake Body and Hydraulic Hoist, 12 Ft.

Dump Body and Hydraulic Hoist, 5-6 Yd.

Cab and Chassis, approx. 169" W.B., G.V.W.R 33,000 Ibs. Diesel, 170 HP
Stake Body, 14 Ft.

TRUCKS AND BODIES, HEAVY DUTY

Cab and Chassis, approx. 217" W.B., G.V.W.R 27,000 Ibs. Diesel, 210 HP
Van Body, 20 Ft., Aluminum
Van Body, 20 Ft., Fiberglass Reinforced Plastic, F.R.P.

Cab and Chassis, approx. 112" W.B., G.V.W.R 44,000 Ibs., Diesel
Single Axle

Dump Body and Hydraulic Hoist, 6.5 cu. yd.

Cab and Chassis, approx. 211" W.B., G.V.W.R 64,000 Ibs., Diesel
Tandem Axle

Cab and Chassis, approx. 177" W.B., G.V.W.R 52,000 Ibs., Diesel
Tandem Axle

Dump Body and Hydraulic Hoist, 10-12 cu. yd.
TRACTORS

70,000 Ibs. G.C.W.R., Diesel Engine

3958-0117

3958-0134

3958-0135

3958-0136

3958-0137

3958-0141

3958-0158

3958-0160

3958-0161

3958-0164

3958-0165

3958-0167

3958-0170

3958-0171

3958-0172

3958-0173

3958-0174

3958-0178
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DESCRIPTION MICH. SPEC. NO.
TAIL GATES
Hydraulic Power Tail Gate, 2,000 Ibs. Capacity, 3958-0215

15,000 G.V.W.R., Conventional Type

Hydraulic Power Tail Gate, 3,000 Ibs. Capacity, 3958-0216
20,000 G.V.W.R., Conventional Type

Hydraulic Power Tail Gate, 4,000 Ibs. Capacity, 3958-0217
20,000 G.V.W.R., Conventional Type

Hydraulic Power Tail Gate, Various Capacities, 3958-0218
15,000 G.V.W.R., Stow Away Type

Hydraulic Tailgate, approx. 1,000 Lb. Capacity, 3958-0219
10,000 G.V.W.R. or less, (Step Van, Parcel Vans or Pick-Ups)

Hydraulic Tailgate, approx. 1,500 Lb. Capacity, 3958-0220
(10,000 G.V.W.R. and smaller, stake body)
Fold-Up Type Or Tuck-Away Type

Hydraulic Tailgate, 1,250 to 4,000 Ib. Capacities, 3958-0221
Rail Type
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PASSENGER VEHICLE EQUIPMENT

The items listed below are to be supplied on all vehicles, even though they may be optional with
the manufacturer. They have also been included in the individual specifications and are to be
furnished on all vehicles:

See individual specifications for MDOT specific options.

Air Bag, Dual
Air Bags, Side (Standard on Ford vehicles only, not required for GM and Chrysler)

Air Conditioning.

Anti-freeze protection-to -30°F.

Battery-Maximum CCA available.

Brakes-Anti Locking System (ABS)

Color-Manufacturers Standard Color to be selected.

Defroster-Electric, rear window.

Floor Mats-Mfg. Stnd. , front and rear, color coordinated.

Glass-Tinted, all around.

Keys-(2) sets with code numbers; shall be with vehicle at time of delivery.
Lights, Daytime Running (If available from manufacturer as standard equipment)
Mirror-Right-hand, outside (factory installed).

Moldings-Body side; if not independently available, but available only as a portion of a
package, they may be dealer installed using "original equipment” as available from the
manufacturer.

Pre-delivery inspection and servicing.

Radio-AM/FM mfg. standard, factory installed.

Rear Axle Ratio for maximum mileage in highway driving.

Seats; Front, Split Bench or Bucket Type

Speed Control, factory installed

Steering-Power, Tilt Wheel.

Tires, Radial, Manufacturers Standard

Upholstery, Seats - Cloth or Cloth and Vinyl.

Wipers, Windshield - dual, intermittent, electric with automatic type washers.

ALL VEHICLES MUST BE EQUIPPED IN COMPLIANCE WITH ALL APPLICABLE
FEDERAL MOTOR VEHICLE SAFETY STANDARDS AND REGULATIONS.
Note: No dealer advertising decals are to be on vehicle.
- Delete: On GM vehicles, OnStar and XM radio are deleted.
A




STATE OF MICHIGAN
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PURCHASING OPERATIONS

TRUCK EQUIPMENT

The items listed below are to be supplied on all trucks, even though they may be optional with
the manufacturer. They have also been included in the individual specifications and are to be
furnished on all vehicles:

See individual specifications for MDOT specific options.

12 Volt auxiliary outlet

Air Conditioning - All trucks

Anti-freeze protection, to -30°F.

Arm Rest-Driver's side.

Color-Manufacturers Standard to be selected.

Coolant System-Maximum Size Available, including the Heaviest Duty Radiator
Dome Light.

Electric wiring-All wiring passing through holes in metal or non-metal wearing surfaces,
which could cause wear of the insulation, shall be adequately protected by rubber or
plastic grommets, and/or non-metallic conduit. Ends of all wires shall be adequately
anchored to prevent loosening.

Frame length-on all body installations without hoists the cab to end of frame length shall
be the same length as the body being mounted, plus the length of any setback.

Fuel Tanks, Diesel, with sending unit and magnetic drain plug, on all trucks over 21,000
G.V.W.R,, painted Black and labeled “Diesel Fuel Only”.

Hub caps on all pickups and vans up to and including 10,000 G.V.W.R. If not available
from dealer cap nuts shall be furnished.

Keys-(2) sets with code numbers; shall be with vehicle at time of delivery. (Three sets for
MDOT)

Mirrors-All trucks are to be equipped with R.H. and L.H. outside rear-view mirrors to
comply with Michigan laws; all trucks up to and including 15,000 G.V.W.R. shall be
equipped with inside rear-view mirror. In all cases, outside R.H. & L.H. rear view
mirrors shall provide full vision past all body installations. Mirrors shall be of stainless
steel or high impact plastic construction unless denoted otherwise in individual truck
specifications. All West Coast Type or Below Eye Level Camper Style Mirrors shall
have stainless steel or high impact plastic heads, brackets, and hardware.

B



STATE OF MICHIGAN
DEPARTMENT OF MANAGEMENT AND BUDGET
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TRUCK EQUIPMENT (Continued)

Mud flaps, Anti-Sail Type, when required, are to be plain, rubber 1/4" thick, without
advertising on either side.

Painting-preclean and metal prep, any bare metal surfaces prior to applying a compatible
red oxide or zinc chromate primer. When painting over a manufacturer's standard paint,
metal prepping and primer may be omitted, provided an acceptable bond can be achieved.

Equipment mounting- when mounting equipment on truck cab and chassis, all holes shall
be drilled or punched. There shall be no flame cutting or welding on the frame side rails.

Paint codes-factory paint codes shall be furnished with all vehicles; for all after market
painting both the brand and paint code shall be furnished.

Pre-delivery inspection and servicing.

Radio - AM/FM Manufacturers Standard, Factory Installed

Seat Belts with Shoulder Harness (3-Point Restraint System for Driver & Passenger)
Seats-Split Bench type, unless otherwise specified

Shock absorbers-(Heaviest Duty Available), front all trucks. Rear, up to and including
15,000 G.V.W.R.

Spare tire, or Rim, not to be furnished unless specified. If specified, tires to be of same
mfg., tread design to be same as front tires.

Speed Control, Factory Installed

Steering-Power, Tilt Wheel

Sun visors-dual.

Jack-Furnish on trucks up to and including 12,000 G.V.W.R.

Windshield wipers-dual, intermittent speed electric, with automatic type washers.

All items removed for installation of optional equipment shall be returned to the State of
Michigan.
TO BE EQUIPPED IN COMPLIANCE WITH ALL APPLICABLE FEDERAL MOTOR

VEHICLE SAFETY STANDARDS AND REGULATIONS. ALL VEHICLES MUST BE

EQUIPPED TO COMPLY WITH ALL REQUIREMENTS OF THE MICHIGAN

MOTOR VEHICLE CODE.

Delete: On GM vehicles, OnStar and XM radio are deleted.
B-1



STATE OF MICHIGAN
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PRE-DELIVERY SERVICE

The term "Pre-Delivery Service and Inspection™ as used in State of Michigan Specifications
includes the following:

1. General appearance of body both interior and exterior for completeness and quality of
workmanship.

2. Lubrication and fluid levels and correcting any leaks:

Radiator

Windshield Washer
Battery

Power steering pump
Brake master cylinder
Engine oil

Transmission fluid level.

@rPo0oTw

3. Mechanical operation of vehicle:

Steering gear and linkage

Suspension assembly, front and rear

Proper tire pressure to normal rated road requirements
Hood latch

Head lights, aim and adjust

Front wheel toe in and torque wheel nuts

Seat and shoulder belts operative

All locks and latches to be operative

Windshield wiper and washer to be operative

Proper adjustment to all drive belts

—mS@ e o0 o

4, A check of all electrical operations to include: headlights, side marker lights,
temperature, alternator, oil pressure lights, parking lights, stop and tail lights, directional
signals, emergency flasher and parking brake lights.

5. Miscellaneous items to be furnished:
a. Manufacturers Window Sticker shall not be removed from vehicle
b. Odometer Certification, and Vehicle Curb Weight at time of delivery
C. Manufacturers or Dealers Pre-Delivery Check Sheet
d. Vehicle shall have a Minimum of (4) Gallons of Fuel in tank when delivered
e. Warranty Plate and Operators Manual(s) shall be delivered with vehicle at

no cost to the State of Michigan.
C



STATE OF MICHIGAN
DEPARTMENT OF MANAGEMENT AND BUDGET
PURCHASING OPERATIONS

PRE-DELIVERY SERVICE (Continued)

6. Deliveries shall be between the hours of 8 AM and 3 PM. No Weekend or Holiday
Deliveries will be accepted. Forty-eight (48) hour notice required prior to delivery.

It is intended that vehicles delivered in accordance with the Michigan specifications will be
complete, including mechanical details, general workmanship and appearance, and shall be
delivered complete with all warranty service books and identification plate.

Failure to adhere to specifications may be reason to delay payment.




STATE OF MICHIGAN
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RECEIVING PROCEDURE

It is important that all State agencies and departments carefully inspect all vehicles prior to
signing the Freight Bill. If any vehicle is received in a damaged condition of component parts or
accessories are missing, a notation of the discrepancy(ies) is to be made on the Freight Bill and
then be signed by the driver who delivered the vehicles. A Complaint to Vendor Form should be
initiated and sent to the vendor at once noting discrepancies. Failure to note obvious deficiencies
at time of delivery on the Freight Bill may place the burden of repair on the receiving agency.

It is recommended that the following items be checked prior to signing the Freight Bill:

1.

Visually inspect exterior of vehicle for paint, body, tire, tail light, antenna, outside rear
view mirror and molding damage.

Visually inspect under hood for the following items:

a. Air cleaner

b. Battery and caps

c. Radiator cap

d. Windshield washer container.

Check for cracked or broken windows.
Check trunk compartment for the following:

Spare tire and wheel
Jack

Wheel wrench

Four hub caps
Trunk mat.

P00 o

Check interior of vehicle for the following items:

Owner's manual and warranty material
Cigarette lighter

Two sets of keys (Three sets for MDOT)
Make sure all seat belts are installed

Sun visors

Upholstery damage or excessive soil.

o0 o

It is the responsibility of the agency to check for any other items that could possibly have been
missing in accordance with the purchase order and the specification data.



Mich. Spec. #3958-0109
August 2007

TRUCK: CUT-AWAY VAN AND BODY DUAL REAR WHEEL
(G.V.W.R. 14,000 Ibs., min.)*

MODEL-2008 CURRENT NEW

CHEV/GMC FORD
C4Vv042 E-450 Cut-Away
Wheel base (inches) 184 158 for
(14" & 15' body)
Engine: Gasoline 8.1L 6.8L
Type & No. of Cylinders V-8 V-10
Net H.P.-S.A.E. 325 305

Transmission: Automatic

Axle, Min. Cap.-1bs.

Front 7,000 5,000

Rear 11,000 9,500
Springs, Min. Cap. At Ground

Front-lbs. Each 3,500 2,500

Rear-Ibs. Each 5,500 4,750

Tires, Truck, Tubeless, Radial, to meet G.VV.W.R. Rear duals, Mud and Snow or All Season.

*See Mich. SPEC. # 3958-0102 or 3958-0103 for body

TO BE STANDARD FACTORY EQUIPPED AS FOLLOWS:

The items listed below are to be supplied on all trucks, even though they may be optional with
the manufacturer. Therefore, these specifications are to be furnished on all vehicles:

&
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12 Volt auxiliary outlet

Air Conditioning - All trucks

Anti-freeze protection, to -30°F.

Arm Rest-Driver's side.

Color-Manufacturers Standard to be selected.

Coolant System-Maximum Size Available, including the Heaviest Duty Radiator
Dome Light.

Electric wiring-All wiring passing through holes in metal or non-metal wearing
surfaces, which could cause wear of the insulation, shall be adequately protected by
rubber or plastic grommets, and/or non-metallic conduit. Ends of all wires shall be
adequately anchored to prevent loosening.

Frame length-on all body installations without hoists the cab to end of frame length shall
be the same length as the body being mounted, plus the length of any setback.

~776-



Fuel Tanks, Diesel, with sending unit and magnetic drain plug, on all trucks over 21,000

G.V.W.R., painted Black and labeled “Diesel Fuel Only”.

Hub caps on all pickups and vans up to and including 10,000 G.V.W.R. If not available

from dealer cap nuts shall be furnished.

Keys-(2) sets with code numbers; shall be with vehicle at time of delivery.

Mirrors-All trucks are to be equipped with R.H. and L.H. outside rear-view mirrors to

comply with Michigan laws; all trucks up to and including 15,000 G.V.W.R. shall be

equipped with inside rear-view mirror. In all cases, outside R.H. & L.H. rear view

mirrors shall provide full vision past all body installations. Mirrors shall be of stainless

steel or high impact plastic construction unless denoted otherwise in individual truck

specifications. All West Coast Type or Below Eye Level Camper Style Mirrors shall

have stainless steel or high impact plastic heads, brackets, and hardware.

M Mud flaps, Anti-Sail Type, when required, are to be plain, rubber 1/4" thick, without
advertising on either side.

M Painting-preclean and metal prep, any bare metal surfaces prior to applying a

compatible red oxide or zinc chromate primer. When painting over a manufacturer's

standard paint, metal prepping and primer may be omitted, provided an acceptable bond

can be achieved.

Equipment mounting- when mounting equipment on truck cab and chassis, all holes

shall be drilled or punched. There shall be no flame cutting or welding on the frame

side rails.

Paint codes-factory paint codes shall be furnished with all vehicles; for all after market

painting both the brand and paint code shall be furnished.

Pre-delivery inspection and servicing.

Radio - AM/FM Manufacturers Standard, Factory Installed

Seat Belts with Shoulder Harness (3-Point Restraint System for Driver & Passenger)

Seats-Split Bench type, unless otherwise specified

Shock absorbers-(Heaviest Duty Available), front all trucks. Rear, up to and including

15,000 G.V.W.R.

Spare tire, or Rim, not to be furnished unless specified. If specified, tires to be of same

mfg., tread design to be same as front tires.

Speed Control, Factory Installed

Steering-Power, Tilt Wheel

Sun visors-dual.

Jack-Furnish on trucks up to and including 12,000 G.V.W.R.

Windshield wipers-dual, intermittent speed electric, with automatic type washers.

NN © H

N
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All items removed for installation of optional equipment shall be returned to the State of
Michigan.

TO BE EQUIPPED IN COMPLIANCE WITH ALL APPLICABLE FEDERAL MOTOR
VEHICLE SAFETY STANDARDS AND REGULATIONS. ALL VEHICLES MUST BE
EQUIPPED TO COMPLY WITH ALL REQUIREMENTS OF THE MICHIGAN
MOTOR VEHICLE CODE.

- Delete: On GM vehicles, OnStar and XM radio are deleted.
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ADDITIONAL OPTIONS:
These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this vehicle.

Alternator-80 amp., min.

Battery 12 Volt; 600 CCA, minimum

Brakes-Power

Front Fender splash guards

Fuel capacity-largest available from mfg.

Gauges-temperature, oil pressure, and amp meter or volt meter.

Mirrors-Rear View, Inside. Outside R.H. and L.H. shall provide full Vision past body
installation.

Mirror shall be duplex head; 1 convex, 1 standard glass, with stainless steel or powder
coated steel heads, brackets, and hardware. GMC: Composite Heads

Spare Wheel and Tire GMC: Spare wheel only — Tire not available

Steering-Power

Wrench-Wheel GMC: No wrench available

NN N RNNRRNMRNEF

ADDITIONAL MDOT OPTIONS: (Note: These options are not included in the MiDEAL price)
These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this MDOT vehicle.

M Keys — (1) additional set (total of 3 sets) with code numbers; shall be with the vehicle at
the time of delivery.
M Seats-High Back, Driver and Passenger
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PRICING SHEET

TRUCK: CUT-AWAY VAN AND BODY DUAL REAR WHEEL
(G.V.W.R. 14,000 Ibs., min.)*
Mich. Spec. #3958-0109

Standard Equipped Per above Specification (Including Standard Equipped Cost
options as specified above)

Make: GMC Model: C4500 Cutaway $22,776.00*
F.O.B. - Dealership
Delivery Cost Per Mile $1.50

Final Point of Assembly: Flint, MI

Dealer Information

Dealer Name: Red Holman Pontiac GMC

Street Address: 35300 Ford Road

City: Westland State: Ml Zip: 48185

Contact Name: Albert Li

Telephone: (800) 482-3032

Cell: (734) 637-6643

E-mail: aclixx@hotmail.com

*Please Note: A vehicle order confirmation sheet is included for each vehicle. These documents
shall include all the *“standard options” as listed for the State of Michigan standard specification.
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Prepared By:

S;’)“- 4 395% - 0109 Albert Li
Red Holman Pontiac GMC
35300 Ford Rd
Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbax@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED MODEL - 2008 Fleet/Non-Retail TC4V042 Commercial Cutaway

Code Description MSRP
TC4V042 2008 GMC TC4500 Commercial Cutaway $29,290.00

SELEGTED VEHICLE COLORS - 2008 Fleet/Non-Retail TC4V042 Gommercial Cutaway

Code Description

69V Interior: Very Dark Pewter
50U Exterior 1: Summit White
50L Exterior 2: Summit White

SELECTED OPTiONS - 2008 FIeefINon-RetaiI TC4V042 Commercial Cutaway

CATEGORY

Code Description MSRP
PREFERRED EQUIPMENT GROUP

C4V042 CUSTOM/BASE MODEL $0.00
GASOLINE ENGINE

LRW VORTEC 8.1L MD GASOLINE V8, 325 HP (239 KW) @ 4000 RPM AND $0.00

450 LB-FT TORQUE (610 N-M) @ 2800 RPM.

GVWR

C7R 16,500 LBS. (7484 KG) CAPACITY $0.00
EMISSION

FE9 FEDERAL REQUIREMENTS INC
ALTERNATOR

KG4 AD244, DELCO-REMY 150-AMP MAXIMUM $0.00
BATTERY

- TM1 SINGLE AC DELCO, 600 CCA, 12V $0.00

EXHAUST SYSTEM

N1B SIDE EXIT FORWARD OF RIGHT REAR WHEELS INC

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 7:09:50 PM Page 1

~780-



Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclxx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SﬁLECTED OPTIONS - 2003 Fleet/Non-Retail TC4V042 Commercial Cutaway

CATEGORY

Code Description
POWER TAKE OFF

PTX OPTION PTO NOT REQUIRED
TRANSMISSION

MBV AUTOMATIC, ALLISON 1000 HS/RDS SERIES 6-SPEED
TRANSMISSION FLUID

MBT TRANSYND SYNTHETIC AUTOMATIC TRANSMISSION FLUID
FRONT AXLE

FM7 7000 LBS. (3175 KG) CAPACITY
FRONT SUSPENSION

FKé TAPERED LEAF, 7000 LBS. (3175 KG) CAPACITY
FRONT WHEEL

Qo1 19.5" X 6.0" (49.5 CM X 15.2 CM), STEEL DISC
FRONT TIRE

XTN 225/70R19.5F
FRONT TIRE BRAND

R4A GOODYEAR
FRONT TIRE TREAD

R3C PREMIUM, HIGHWAY
SINGLE SPEED REAR AXLE

GL4 SINGLE SPEED, 11,000 LBS. (4990 KG) CAPACITY
AXLE RATIO

058 5.13:1
REAR SUSPENSION

GR3 MULTI-LEAF, 11,000 LBS. (4990 KG) CAPACITY
BOLTED OR RIVETED SUSPENSION

EV8 REAR SUSPENSION BRACKETS ARE RIVETED TO FRAME IN LIEU

OF BOLTS
REAR SHOCK ABSORBER

INC
INC
$0.00
$0.00
$0,00
$0.00
INC
INC

$0.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely

as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 18, 2007 7:09:50 PM
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclox@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
SELECTED MODEL & OPTIONS

SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4V042 Commercial Cutaway

CATEGORY

Code Description MSRP
REAR SHOCK ABSORBER

SAN REAR SHOCK ABSORBER NOT DESIRED $0.00
REAR WHEEL

Q92 19.5" X6.0" (49.5 CM X 15.2 CM), STEEL DISC INC
REAR TIRE

YTN 225/70R19.5F $0.00
REAR TIRE BRAND

S4A GOODYEAR $0.00
REAR TIRE TREAD

S3H HIGHWAY TRACTION $0.00
SPARE WHEEL

SNF FRONT $128.00
WHEELBASE

EC2 184" (467.4 CM) $112.00
FUEL TANK

NH4 SINGLE, 40-GALLON (151L) FUEL CAPACITY INC
DRIVER CONVENIENCE PACKAGES

ZQ3 DRIVER CONVENIENCE PACKAGE $245.00
MISCELLANEOUS CAB EQUIPMENT

N33 TILT-WHEEL ADJUSTABLE STEERING INC

K34 CRUISE CONTROL, INC
AIR CONDITIONING

C60 AIR CONDITIONING $852.00
INSIDE REARVIEW MIRRORS

D36 INSIDE DAY/NIGHT REARVIEW MIRROR $19.00
DRIVER SEAT

AS4 HIGH-BACK BUCKET, FIXED HEIGHT, MANUAL ADJUSTER INC
PASSENGER SEAT
Report content is based on cuirent data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 7:09:50 PM Page 3
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Prepared By:
Albert Li

Red Holman Pontiac GMC

35300 Ford Rd
Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780

Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
SELECTED MODEL & OPTIONS

SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4V042 Commercial Cutaway

CATEGORY
Code Description
PASSENGER SEAT
AE1 HIGH-BACK BUCKET, FIXED HEIGHT, MANUAL BACK ANGLE
ADJUSTER
AIRBAGS
AL3 SUPPLEMENTAL INFLATABLE RESTRAINTS NOT INCLUDED
RADIO
UmM7 DELCO AM-FM STEREO RADIO
EXTERIOR MIRRORS
DB5 MANUAL, 102" (259 CM) WIDE LOAD, INTEGRAL ARM, INTEGRAL
CONVEX MIRROR
PAINT
ZY1 SOLID NON-METALLIC PAINT
INTERIOR TRIM
69l VERY DARK PEWTER
SEAT TRIM
_V VINYL SEAT TRIM
ADDITIONAL OPTIONS
vaQ1 FLEET PROCESSING OPTION
OPTIONS TOTAL

INC
$150.00

INC

INC
INC
INC

$0.00

$1,506.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely

as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 7:09:50 PM
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbox@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQPIPMENT - 2008 Fleet/Non-Retail TC4V042 COmmercial Cutaway

EXTERIOR
» Paint scheme, solid, upper color, Summit White
+ Paint scheme, solid, lower color, Summit White
e Exterior roof drip moldings
¢ Bumper, front, steel, 96" (243.8 cm) wide - styled to minimized wall to wall turn diameter painted argent
¢ Steps under cab doors
* Front mud flaps
« Integral grille and fenders - The grilie is the same color as hood with single halogen headlamps.
¢ Roof marker lamps
¢ Daytime running lamps
* Windows, Solar-Ray tinted. Light tinted windshield and side window glass with light transmissity of 70%

« Mirrors, manual, 102" (259 c¢m) wide load, integral arm, integral convex mirror - black molded composite 12" x 7"
(30.5 cm x 17.8 cm) with 6™ x 7" (15.2 cm x 17.8 cm) convex section

¢ Windshield wipers, 2-speed and intermittent, with pulse washers

¢ Provisions for mounting front license plate

¢ Positive door stops

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 7:09:50 PM Page 5
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4V042 Commercial Cutaway

INTERIOR

* Seat, driver, high-back bucket, fixed height, manual adjuster - storage in the seat riser with a small lip at the front to
stop contents from sliding out

* Seat, passenger, high-back bucket, fixed height, manual back angle adjuster - storage in the seat riser with a small
lip at the front to stop contents from sliding out

* Seat frim, vinyl, Very Dark Pewter

« Interior trim, Very Dark Pewter (Requires 69V Very Dark Pewter vinyl or 69C Very Dark Pewter cloth)
* Trim console - located next to driver's seat and two cupholders

* Molded vinyl floor covering

* Steering wheel 16"

* Two sided single common key for doors and ignition

* Headlamp waming buzzer

* Warning tone, key-in-ignition

* Tachometer

* Electronic engine hour meter

* Engine "Check Gauges" telltale light and buzzer, oil pressure gauge

¢ Gauges, low oil pressure and coolant level, high coolant and engine oil temperature

* Vinyl door trim panels - with storage pocket on front doors, beverage holders, and reflector on all doors
* Stepwell storage areas at each door front and rear. includes storage cover.

¢ Cloth headliner

¢ Sunshades, passenger side and driver side, vinyl-covered

¢ Coat hooks (2) located on cab back panel

* Provisions for stereo - Includes AM/FM antenna, lead wiring for speakers, and separate door chime module (N/A
with ZQ2 power convenience option)

* Air conditioning not desired - this option should be ordered only when a customer does not require air conditioning
* Powerpoints - two in-cab power sources (in addition to optional cigarette lighter) for electrical plug-in accessories

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 7:09:50 PM Page 6
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Prepared By:

Albert Li

Red Hoiman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclxx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT

STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4V042 Commercial Cutaway

* Underhood bodybuilder connections accessory power supply - Provides 12V power supply from the battery with two
separate 30 amp fused circuits

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 7:09:50 PM Page 7
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Prepared By:

Albert Li

Red Holman Ponfiac GMC
35300 Ford Rd

Westiand, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT

STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4V042 Commercial Cutaway

MECHANICAL

* GVWR, 16,500 Ibs. (7484 kg) capacity - GCWR limited to 24,000 Ib. (10,866 kg) (Requires FM7 7000 Ibs. (3175
kg) front axie) NOTE: Trucks that are used primarily to tow a trailer may be liable to Federal Excise Tax (FET). A
New Law (Highway Transportation Bill HR3) was passed on August 10, 2005 - Check with IRS for guidelines

e Engine, Vortec 8.1L. MD gasoline V8, 325 hp (239 kw) @ 4000 rpm and 450 Ib-ft torque (610 N-m) @ 2,800 rpm. -
Maximum engine speed 5000 rpm. Oil Level Sensor: Warning sensor for low oil levels

¢ Air cleaner, dry type

* Cooling, anti-freeze protection temperature - 40 degrees F (40 degrees C)

» Road speed govemor, controlled by the speed rating of the tires ordered which will be less than or equal to 85 mph
(137 kph)

e Alternator, AD244 Delco-Remy 150-amp maximum (N/A with ANM Fire and Rescue or YF2 Ambulance Packages)

« Battery, single AC Delco, 600 CCA, 12V - 115-minute reserve capacity @ 27 degrees C, 600 CCA @ -18 degrees
C grounded directly to starter, (Requires gasoline engine)

¢ Exhaust, side exit forward of right rear wheels. With diesel engines, oxidation catalyst, diesel particulate filter and
exhaust gas cooler. (N/A with ANC shuttle bus or B3D school bus package)

* Option PTO not required - This option should only be ordered when a customer specifically does not require an
electric hand throttle for use with power-take-off provisions. (Note: Will delete transmission PTO gear.)

+ Transmission, automatic, Allison 1000 HS/RDS Series 6-speed - With parking pawl and column shift, includes 4th
Generation Electronic Controls and 0.61 overdrive. Torque Rating: 660 Ib-ft (895 N-m) with shift energy
management. Available with a Gross Vehicle Weight up to 19,500 Ibs. (8845 kg) and a Gross Combination Weight
Rating up to 26,000 Ibs. (11,790 kg). To include PTO gear, please order with RPO PTO for Allison 1000 RDS
Rugged Duty Series fransmission. Includes fransmission-oil cooler located inside radiator. With Option PTX the

truck will be equipped with the Allison 1000 HS Highway Series transmission. (N/A with ANM Fire and Rescue or
YF2 Ambulance Package)

¢ TranSynd synthetic automatic transmission fiuid

 Front axie, 7000 Ibs. (3175 kg) capacity - I-beam Wide-trac. Up to 53 degree turn angle, includes 4-piston brake
apply calipers. Steering Gear Series: ZF8014

» Front suspension, tapered leaf, 7000 Ibs. (3175 kg) capacity (includes stabilizer)

* Front shock absorber, diameter 1.375" (35mm)

¢ Front stabilizer bar, 2" x 2" square tube (5 cm x 5 cm)

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 7:09:50 PM Page 8
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4V042 Commercial Cutaway

« Frontwheels, 19.5" x 6.0" (49.5 cm x 15.2 cm), steel disc - 8-hole. 7280 Ibs. (3302 kg) capacity (N/A with ANC
Shuttle Bus or B3D School Bus Packages)

« Front tire size, 225/70R19.5F - 7280 Ibs. (3802 kg) capacity, (With R4A Goodyear or R4L Michelin requires R3C
front premium highway tread)

« Front tire manufacturer code, Goodyear (Requires S4A Goodyear)

« Front tread, premium, highway (Requires R4A Goodyear or R4L Michelin)

» Rear axle, single speed, 11,000 Ibs. (4990 kg) capacity - full fioating, Includes 2-piston brake applied calipers

* Rear wheel drive

¢ Rear axle ratio, 5.13:1 (Requires gasoline engine)

« Rear suspension, multi-leaf, 11,000 Ibs. (4990 kg) capacity (Requires GL4 single speed rear axle)

¢ Rear suspension brackets are riveted to frame in lieu of bolts

» Rear shock absorber not desired (N/A with tapered leaf springs)

« Rear wheels, 19.5" x6.0" (49.5 cm x 15.2 cm), steel disc - 8-hole. 14,560 Ibs (6604 kg) capacity (N/A with ANC
shuttle bus or B3D school bus packages)

o Rear fire size, 225/70R19.5F - 13,660 Ibs. (6196 kg) capacity, (With S4A Goodyear, requires S3C rear premium
highway tread or S3H rear traction tread; with S4L Michelin, requires S3C rear premium highway tread or S3J rear
highway traction tread)

» Rear fire manufacturer code, Goodyear (Requires R4A Goodyear)

¢ Rear tread, premium, highway (Requires S4A Goodyear or S4L Michelin)

» Wheelbase, 166" (421.6 cm) - with 100" (254 cm) CA with 171" (434.3 cm) CE. Includes a 6 mm 80,000 psi
(551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63

e Frame, 6mm - 80,000 psi (551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63

o Fuel tank, single, 40-gallon (151L) fuel capacity - gas or diesel, located behind rear axle with fuel fill neck through
frame rail and a black tethered fue! cap with gasoline engine and green un-tethered fuel cap with diesel engines.
DRIVER SIDE FILL NECK ONLY. NO AUXILIARY PORTS. MINIMUM OVERHANG = 60" (5 FEET)

« Fuel sender assembly. Robust fuel pump
¢ Tethered fuel cap
» Steering, power - ZF variable ratio power

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 7:09:50 PM Page 9
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT

STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4V042 Commercial Cutaway

« Brakes, front, power, 4-wheel disc, 4 channel ABS 2-piston - (See front axie options for more detail)
« Brakes, rear, power, 4-wheel disc, 4 channel ABS 2-piston - (See rear axle options for more detail)
* Park brake, foot pedal operated transmission mounted drum brake
SAFETY
* 4-wheel disc, 4-channel ABS
* Air bags, Supplemental Inflatable Restraints not included.
¢ Seat belt wamning indicator
¢ Daytime running lamps

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 7:09:50 PM Page 10
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Passenger Vehicles and Trucks Invitation to Bid No. 07118200027

APPENDIX B

TRUCK QUESTIONNAIRE FORMS

ALL BIDDERS MUST COMPLETE AND RETURN A QUESTIONNAIRE FORM WITH THE BID FOR EACH
TRUCK ITEM TO BE CONSIDERED FOR AWARD OF THAT ITEM. Bids submitted without an adeguaiely
completed questionnaire form for EACH TRUCK ITEM will not be considered for award of that Hem. i
is the responsibility of each bidder to copy this form in sufficient quantity to submit to Purchasing
Operations prior to the scheduled bid due date. A single form may apply to more than one item, simply
list the item numbers to which the questionnaire applies in the appropriate space. If part of the
questionnaire does not apply, simply indicate “not applicable” in those spaces.

NAME OF BIDDER: _fledh Holmen Pochne e ITEMNO(S). __ Spee # 3955~ 0104

MAKE OF TRUCK: (¢ — MODEL: 09570 TcHvo42 Gvwr (6500 jbs.

: " . a
PAYLOAD: Jos1 # W.B. 164 /C.A. hg"  ce 2oz
ENGINE: (GAS - DIESEL) _Gns MAKE: _GoN MODEL: LRW, $.1"SAE H.P. 32)'_L/

[

FUEL TANK(S) CAPACITY: 40 (GALS. TOTAL) TRANSMISSION: AHlison LO0D DBV _brspik

v v /
SPRING CAP. @ GROUND EACH: FRONT _ 3500 Ibs. REAR_S300 - lbs. AUX. /A __ths.

‘/\/lbs. REARRATIO __ S.I3

AXLES: FRONT ___ 7000 ¥%. REAR lioo®

ALTERNATOR: [ SO amps. BATTERY é(ﬁO ccy

TIRE SIZE: FRONT 225/71€12.5 FPR REAR 225/7u1%. 5FPR SINGLE DUAL_+ M&s .

TIRE: MAKE (;m!§¢m _ STYLENO.___ T80 MFG.CODE __ XTw/y 7V

HOIST: MAKE Vi MODEL VIR INSTALLING CO. __ W/A4

BODY: : MAKE Mg MODEL i INSTALLING CO. __#%

POWER LIFT GATE: MAKE wid MODEL__ V/4 CAPACITY __ M __jbs.
" PLATFORM SIZE: Vg

OTHER EQUIPMENT INSTALLED BY BODY EQUIPMENT SUPPLIER AND/OR COMMENTS

This information must be returned with the bid document to Purchasing Operations, on or before the
bid due date and time. However, if returned separately, it must be received by Purchasing Operations
on or before the bid due date and time, and must comply with the sealed bid instructions as cutlined in
the ITB.

61
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Mich. Spec. # 3958-0110
August 2007

TRUCK: CAB AND CHASSIS
(G.V.W.R. 14,500 LBS., min.)

MODEL-2008 CURRENT NEW

CHEVY/GMC FORD

C4500
C4C042 F-450SD
G.V.W.R. (Ibs.) 16,500 16,000
Wheelbase (inches) 128 140.8
C.A. (inches) 60 60
Engine: Gasoline 8100 Triton
Type & No. of Cylinders V-8 V-10
Net H.P.-S.A.E. 325 362

Transmission: Automatic:
with maximum capacity transmission oil cooler, Factory installed.

Axle, Min. Cap.-Ibs.

Front 7,000 7,000

Rear 11,000 12,000
Springs, Min. Cap. at Ground

Front-Ibs. each 3,500 2,400

Rear-Ibs. each 5,500 6,000

Tires, Truck, Tubeless, Radial, to meet G.V.W.R. Rear duals, mud and snow.
TO BE STANDARD FACTORY EQUIPPED AS FOLLOWS:

The items listed below are to be supplied on all trucks, even though they may be optional with
the manufacturer. Therefore, these specifications are to be furnished on all vehicles:

12 Volt auxiliary outlet

Air Conditioning - All trucks

Anti-freeze protection, to -30°F.

Arm Rest-Driver's side.

Color-Manufacturers Standard to be selected.

Coolant System-Maximum Size Available, including the Heaviest Duty Radiator
Dome Light.

Electric wiring-All wiring passing through holes in metal or non-metal wearing
surfaces, which could cause wear of the insulation, shall be adequately protected by
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rubber or plastic grommets, and/or non-metallic conduit. Ends of all wires shall be
adequately anchored to prevent loosening.

Frame length-on all body installations without hoists the cab to end of frame length shall
be the same length as the body being mounted, plus the length of any setback.

Fuel Tanks, Diesel, with sending unit and magnetic drain plug, on all trucks over 21,000
G.V.W.R., painted Black and labeled “Diesel Fuel Only”.

Hub caps on all pickups and vans up to and including 10,000 G.V.W.R. If not available
from dealer cap nuts shall be furnished.

Keys-(2) sets with code numbers; shall be with vehicle at time of delivery.

Mirrors-All trucks are to be equipped with R.H. and L.H. outside rear-view mirrors to
comply with Michigan laws; all trucks up to and including 15,000 G.V.W.R. shall be
equipped with inside rear-view mirror. In all cases, outside R.H. & L.H. rear view
mirrors shall provide full vision past all body installations. Mirrors shall be of stainless
steel or high impact plastic construction unless denoted otherwise in individual truck
specifications. All West Coast Type or Below Eye Level Camper Style Mirrors shall
have stainless steel or high impact plastic heads, brackets, and hardware.

Mud flaps, Anti-Sail Type, when required, are to be plain, rubber 1/4" thick, without
advertising on either side.

Painting-preclean and metal prep, any bare metal surfaces prior to applying a
compatible red oxide or zinc chromate primer. When painting over a manufacturer's
standard paint, metal prepping and primer may be omitted, provided an acceptable bond
can be achieved.

Equipment mounting- when mounting equipment on truck cab and chassis, all holes
shall be drilled or punched. There shall be no flame cutting or welding on the frame
side rails.

Paint codes-factory paint codes shall be furnished with all vehicles; for all after market
painting both the brand and paint code shall be furnished.

Pre-delivery inspection and servicing.

Radio - AM/FM Manufacturers Standard, Factory Installed

Seat Belts with Shoulder Harness (3-Point Restraint System for Driver & Passenger)
Seats-Split Bench type, unless otherwise specified

Shock absorbers-(Heaviest Duty Available), front all trucks. Rear, up to and including
15,000 G.V.W.R.

Spare tire, or Rim, not to be furnished unless specified. If specified, tires to be of same
mfg., tread design to be same as front tires.

Speed Control, Factory Installed

Steering-Power, Tilt Wheel

Sun visors-dual.

Jack-Furnish on trucks up to and including 12,000 G.V.W.R.

Windshield wipers-dual, intermittent speed electric, with automatic type washers.

All items removed for installation of optional equipment shall be returned to the State of
Michigan.
TO BE EQUIPPED IN COMPLIANCE WITH ALL APPLICABLE FEDERAL MOTOR

VEHICLE SAFETY STANDARDS AND REGULATIONS. ALL VEHICLES MUST BE

EQUIPPED TO COMPLY WITH ALL REQUIREMENTS OF THE MICHIGAN

MOTOR VEHICLE CODE.

Delete: On GM vehicles, OnStar and XM radio are deleted.
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ADDITIONAL OPTIONS:

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this vehicle.
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Alternator-95 amp., min.

Battery-12 Volt, 600 CCA, minimum.

Brakes-Power.

Fuel capacity-largest available from mfg.

Mirrors-Rear View, Inside. Outside R.H. and L.H., below eye level, extended

reach, swing away type, 51 sg. in., minimum. Installed, with stainless steel or powder
coated steel heads, brackets, and hardware. GMC: Composite Head

Spare tire and wheel. GMC: Spare Wheel only — No tire avail

Steering-Power.,

Wrench-wheel. GMC: Wrench not available

ADDITIONAL MDOT OPTIONS: (Note: These options are not included in the MiDEAL price)

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this MDOT vehicle.
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Axle Rear Limited slip

Keys — (1) additional set (total of 3 sets) with code numbers; shall be with the vehicle
at the time of delivery.

Switches, upfitter for auxillary — GMC: Panel only, switches avail from body company
Throttle, Electronic, High Idle Engine RPM Control.

Towing package: Heaviest duty available from manufacturer (MDOT) GMC: Standard
Trailer brake controller, factory installed GMC: Not available on chassis

Trailer Hitch, Class 111 Receiver Type GMC: Not available on chassis
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PRICING SHEET

TRUCK: CAB AND CHASSIS
(G.V.W.R. 14,500 LBS., min.)
Mich. Spec. #3958-0110

Standard Equipped Per above Specification (Including Standard Equipped Cost
options as specified above)

Make: GMC Model: C4500 $22,661.00*
F.O.B. - Dealership
Delivery Cost Per Mile $1.50

Final Point of Assembly: Flint, MI

Dealer Information

Dealer Name: Red Holman Pontiac GMC

Street Address: 35300 Ford Road

City: Westland State: Ml Zip: 48185

Contact Name: Albert Li

Telephone: (800) 482-3032

Cell: (734) 637-6643

E-mail: aclixx@hotmail.com

*Please Note: A vehicle order confirmation sheet is included for each vehicle. These documents
shall include all the *“standard options” as listed for the State of Michigan standard specification.
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Spec # 395F- 0110 Albert Li

Red Holman Ponfiac GMC
35300 Ford Rd

Westland, Mi 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED MODEL - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

Code Description MSRP
TC4C042 2008 GMC TC4500 Regular Cab 2WD $28,890.00
SELECTED VEHICLE COLORS - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD
Code Description
- Interior: No color has been selected.
- Exterior 1: No color has been selected.
- Exterior 2: No color has been selected.
SELECTED OPTIONS - 2008 FIeetIan-RetaiI TC4CO42v Regular Cab 2WD
CATEGORY

Code Description MSRP
PREFERRED EQUIPMENT GROUP

C4C042 CUSTOM/BASE MODEL $0.00
GASOLINE ENGINE

LRW VORTEC 8.1L MD GASOLINE V8, 325 HP (239 KW) @ 4000 RPM AND $0.00

450 LB-FT TORQUE (610 N-M) @ 2800 RPM.

GVWR

C7R 16,500 LBS. (7484 KG) CAPACITY $0.00
EMISSION

FE9 FEDERAL REQUIREMENTS INC
ALTERNATOR

KG4 AD244, DELCO-REMY 150-AMP MAXIMUM $0.00
BATTERY

™1 SINGLE AC DELCO, 600 CCA, 12V $0.00
EXHAUST SYSTEM

Report content is based on current data version referenced. Any performance-related calculations are offered solely

as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 7:36:58 PM Page 1
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, MI 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 FleetiNon-Retail TC4C042 Regular Cab 2WD

CATEGORY

Code  Description MSRP
EXHAUST SYSTEM

NB5 SINGLE HORIZONTAL-PASSENGER SIDE MOUNTED INSIDE FRAME INC

RAIL

POWER TAKE OFF

PTX OPTION PTO NOT REQUIRED $0.00
TRANSMISSION .

MBV  AUTOMATIC, ALLISON 1000 HS/RDS SERIES 6-SPEED $0.00
TRANSMISSION FLUID

MBT  TRANSYND SYNTHETIC AUTOMATIC TRANSMISSION FLUID INC
TRANSMISSION EQUIPMENT

KNP  AUXILIARY TRANSMISSION OIL COOLER $95.00
FRONT AXLE

FM7 7000 LBS. (3175 KG) CAPACITY INC
FRONT SUSPENSION

FK6 TAPERED LEAF, 7000 LBS. (3175 KG) CAPACITY INC
FRONT WHEEL

Q82 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DISC $37.00
FRONT TIRE

XTN 225/70R19.5F $0.00
FRONT TIRE BRAND

R4A GOODYEAR $0.00
FRONT TIRE TREAD

R3C PREMIUM, HIGHWAY $0.00
SINGLE SPEED REAR AXLE

GL4 SINGLE SPEED, 11,000 LBS. (4990 KG) CAPACITY INC
AXLE RATIO

008 4.88:1 $0.00
REAR SUSPENSION

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 7:36:58 PM Page 2
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734)721-1780
Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4C042 Regular Cab2WD

CATEGORY

Code Description MSRP
REAR SUSPENSION

GR3 MULTI-LEAF, 11,000 LBS. (4990 KG) CAPACITY INC
BOLTED OR RIVETED SUSPENSION

EV8 REAR SUSPENSION BRACKETS ARE RIVETED TO FRAME IN LIEU $0.00

OF BOLTS

REAR SHOCK ABSORBER

SAN REAR SHOCK ABSORBER NOT DESIRED $0.00
REAR WHEEL

Q83 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DISC $74.00
REAR TIRE

YTN 225/T0R19.5F $0.00
REAR TIRE BRAND

S4A GOODYEAR $0.00
REAR TIRE TREAD

S3C PREMIUM HIGHWAY $0.00

S3H HIGHWAY TRACTION $0.00
SPARE WHEEL

SNF FRONT $128.00
WHEELBASE

EC9 128" (325.1 CM) : $0.00
FUEL TANK

NG6 DUAL, TOTAL FUEL CAPACITY OF 40-GALLONS (151L) $122.00
DRIVER CONVENIENCE PACKAGES

ZQ3 DRIVER CONVENIENCE PACKAGE $245.00
MISCELLANEOUS CAB EQUIPMENT

N33 TILT-WHEEL ADJUSTABLE STEERING INC

K34 CRUISE CONTROL, INC
AIR CONDITIONING

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 7:36:58 PM Page 3
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbo@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
SELECTED MODEL & OPTIONS

SELECTED OPTIONS - 2008 Fleet/Non-Retail TCAC042 Regular Cab 2WD

CATEGORY

Code Description MSRP
AIR CONDITIONING

C60 AIR CONDITIONING $852.00
INSIDE REARVIEW MIRRORS ’

D36 INSIDE DAY/NIGHT REARVIEW MIRROR $19.00
DRIVER SEAT

AS4 HIGH-BACK BUCKET, FIXED HEIGHT, MANUAL ADJUSTER INC
PASSENGER SEAT

A59 TWO-PERSON, WITHOUT STORAGE $180.00
AIRBAGS

AL3 SUPPLEMENTAL INFLATABLE RESTRAINTS NOT INCLUDED INC
RADIO

um? DELCO AM-FM STEREO RADIO $150.00
EXTERIOR MIRRORS

DB5 MANUAL, 102" (259 CM) WIDE LOAD, INTEGRAL ARM, INTEGRAL INC

CONVEX MIRROR

PAINT

Y1 SOLID NON-METALLIC PAINT INC
INTERIOR TRIM

69l VERY DARK PEWTER INC
SEAT TRIM

_V VINYL SEAT TRIM INC
ADDITIONAL OPTIONS

vai FLEET PROCESSING OPTION $0.00
OPTIONS TOTAL $1,902.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 7:36:58 PM Page 4
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENT -2008 FleotNon-Retail TC4C042 Regular Cab 2WD

EXTERIOR
+ Paint scheme, solid, upper color, Summit White
+ Paint scheme, solid, lower color, Summit White
o Exterior roof drip moldings .
e Bumper, front, steel, 96" (243.8 cm) wide - styled to minimized wall to wall tumn diameter painted argent
¢ Steps under cab doors
¢ Front mud flaps
« Integral grille and fenders - The grille is the same color as hood with single halogen headlamps.
* Roof marker lamps
¢ Daytime running lamps
» Windows, Solar-Ray tinted. Light tinted windshield and side window glass with light transmissity of 70%

* Mirrors, manual, 102" (259 c¢m) wide load, integral arm, integral convex mitror - black molded composite 12" x 7"
(30.5 cm x 17.8 cm) with 6" x 7" (15.2 cm x 17.8 cm) convex section

» Windshield wipers, 2-speed and intermittent, with pulse washers
¢ Provisions for mounting front license plate
¢ Positive door stops

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 7:36:58 PM Page 5
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbox@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT

STANDARD EQUIPMENT - 2008 Fléethon-RetaiI TC4C042 Regular Cab 2WD

INTERIOR

* Seat, driver, high-back bucket, fixed height, manual adjuster - storage in the seat riser with a small lip at the front to

stop contents from sliding out

« Seat, passenger, high-back bucket, fixed height, manual back angie adjuster - storage in the seat riser with a small

lip at the front to stop contents from sliding out
* Seat trim, vinyl, Very Dark Pewter

« Interior frim, Very Dark Pewter (Requires 69V Very Dark Pewter vinyl or 69C Very Dark Pewter cloth)

¢ Trim console - located next to driver's seat and two cupholders

* Molded vinyl floor covering

* Steering wheel 16"

+ Two sided single common key for doors and ignition
. Headlamp warning buzzer

* Warning tone, key-in-ignition

» Tachometer

¢ Electronic engine hour meter

» Engine "Check Gauges" telitale light and buzzer, oil pressure gauge

* Gauges, low oil pressure and coolant level, high coolant and engine oil temperature
* Vinyi door trim panels - with storage pocket on front doors, beverage holders, and reflector on all doors

» Stepwell storage areas at each door front and rear. Includes storage cover.

¢ Cloth headliner

* Sunshades, passenger side and driver side, vinyl-covered

¢ Coat hooks (2) located on cab back panel

» Provisions for stereo - Includes AM/FM antenna, lead wiring for speakers, and separate door chime module (N/A

with ZQ2 power convenience option)

« Air conditioning not desired - this option should be ordered only when a customer does not require air conditioning
¢ Powerpoints - two in-cab power sources (in addition to optional cigarette lighter) for electrical plug-in accessories

Report content is based on current data version referenced. Any performance-refated calculations are offered solely

as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:

December 19, 2007 7:36:58 PM
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT

STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

« Underhood bodybuilder connections accessory power supply - Provides 12V power supply from the battery with two
separate 30 amp fused circuits

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 7:36:58 PM Page 7
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TCAC042 Regular Cab 20D

MECHANICAL

* GVWR, 16,500 Ibs. (7484 kg) capacity - GCWR limited to 24,000 Ib. (10,866 kg) (Requires FM7 7000 Ibs. (3175
kg) front axie) NOTE: Trucks that are used primarily to tow a trailer may be liable to Federal Excise Tax (FET). A
New Law (Highway Transportation Bill HR3) was passed on August 10, 2005 - Check with IRS for guidelines

« Engine, Vortec 8.1L MD gasoline V8, 325 hp (239 kw) @ 4000 rpm and 450 Ib-ft torque (610 N-m) @ 2,800 rpm. -
Maximum engine speed 5000 rpm. Oil Level Sensor: Warning sensor for low oil levels

¢ Air cleaner, dry type

« Cooling, anti-freeze protection temperature - -40 degrees F (-40 degrees C)

» Road speed goveror, controlled by the speed rating of the tires ordered. - which will be less than or equal to 85
mph (137 kph); 80 mph (129 kph) with EC9 128" wheelbase/60" CA, ML6 manual transmission and 008 4.88 rear
axle ratio; 75 mph (120 kph) with EC9 128" wheelbase/60" CA, M74 automatic transmission and HD2 rear axie

» Alternator, AD244 Delco-Remy 150-amp maximum (N/A with YW2 wrecker package)

« Battery, single AC Delco, 600 CCA, 12V - 115-minute reserve capacity @ 27 degrees C, 600 CCA @ -18 degrees
C grounded directly to starter, (Requires gasoline engine; N/A with ANQ Snow Plow Prep package or YW2 Wrecker
package)

« Exhaust, single horizontal - passenger side mounted inside frame rail, with gasoline engine stainless-steel exhaust
with catalytic converter, with diesel engines, stainless-steel exhaust, oxidation catalyst, diesel particulate filter and
exhaust gas cooler

« Option PTO not required - This option should only be ordered when a customer specifically does not require an

" electric hand throttle for use with power-take-off provisions. (Note: Will delete transmission PTO gear.)

« Transmission, automatic, Allison 1000 HS/RDS Series 6-speed - With parking pawl and column shift, includes 4th
Generation Electronic Controls and 0.61 overdrive. Torque Rafing: 660 Ib-ft (895 N-m) with shift energy
management. Available with a Gross Vehicle Weight up to 19,500 Ibs. (8345 kg) and a Gross Combination Weight
Rating up to 26,000 Ibs. (11,790 kg). To include PTO gear, please order with RPO PTO for Allison 1000 RDS
Rugged Duty Series transmission. Includes transmission-oil cooler located inside radiator. With Option PTX the
truck will be equipped with the Allison 1000 HS Highway Series transmission. (N/A with ANM Fire and Rescue or
YF2 Ambulance Package)

+ TranSynd synthetic automatic transmission fluid

« Front axle, 7000 Ibs. (3175 kg) capacity - I-beam Wide-trac. Up to 53 degree turn angle, includes 4-piston brake
apply calipers. Steering Gear Series: ZF8014

« Front suspension, tapered leaf, 7000 Ibs. (3175 kg) capacity (includes stabilizer)

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. Al rights reserved.

Customer File:
December 19, 2007 7:36:58 PM Page 8
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 Flect/Non-Retail TC4C042 Regular Cab 2WD

« Front shock absorber, diameter 1.375" (35mm)
« Front stabilizer bar, 2" x 2" square tube (5 cm x5 cm)
* Front wheels, 19.5" x 6.0" (49.5 cm x 15.2 cm), steel disc - 8-hole. 7280 Ibs. (3302 kg) capacity

« Frontfire size, 225/70R19.5F - 7280 Ibs. (3802 kg) capacity, (With R4A Goodyear or R4L Michelin requires R3C
front premium highway tread)

« Front tire manufacturer code, Goodyear (Requires S4A Goodyear)

* Front tread, premium, highway (Requires R4A Goodyear or R4L Michelin)

Rear axle, single speed, 11,000 Ibs. (4990 kg) capacity - fuil floating, Includes 2-piston brake applied calipers
Rear wheel drive

Rear axe ratio, 5.13:1 (Requires gasoline engine)

Rear suspension, multi-leaf, 11,000 ibs. (4990 kg) capacity (Requires GL4 single speed rear axie)

¢ Rear suspension brackets are riveted to frame in lieu of bolts

* Rear shock absorber not desired (N/A with tapered leaf springs)

Rear wheels, 19.5" x6.0" (49.5 cm x 15.2 cm), steel disc - 8-hole. 14,560 Ibs (6604 kg) capacity

Rear fire size, 225/70R19.5F - 13,660 lbs. (6196 kg) capacity, (With S4A Goodyear, requires S3C rear premium
highway fread or S3H rear traction fread; with S4L Michelin, requires S3C rear premium highway tread or S3J rear
highway traction tread) .

¢ Rear tire manufacturer code, Goodyear (Requires R4A Goodyear)
¢ Rear tread, premium, highway (Requires S4A Goodyear or S4L Michelin)

¢ Wheelbase, 128" (325.1 cm) - with 60" (152.4 cm) CA and 100" (254 cm) CE. Includes a 6 mm 80,000 psi
(551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63 (Requires KYW 75 mph (120 kph)
road speed governor and HD2 13,500 Ibs. (6123 kg) capacity rear axle)

» Frame, 6mm - 80,000 psi (551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63

e Fuel tank, single, 25-gallon (95L) fuel capacity - gas or diesel located midship between the frame rails, with fuel fill
neck through the frame rail (this option uses the mid-frame tank included in the NG6 dual tank option) Tethered
fuel cap is black with gasoline engines, and green un-tethered fuel cap with diese! engines. MINIMUM OVERHANG
= 36" (3 FEET) (Required in YW2 Wrecker Package, standard on 60" (152.4 cm) CA, optional on all other CA's)

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 7:36:58 PM Page 9
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbxx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 FisetNon-Retil TCAG042 Rogular Cab 2WD

¢ Fuel sender assembly. Robust fuel pump
o Tethered fuel cap
* Steering, power - ZF variable ratio power
« Brakes, front, power, 4-wheel disc, 4 channel ABS 2-piston - (See front axle options for more detail)
o Brakes, rear, power, 4-wheel disc, 4 channel ABS 2-piston - (See rear axle options for more detail)
¢ Parking brake, hand lever operated transmission mounted drum brake
SAFETY
¢ 4-wheel disc, 4-channel ABS
« Air bags, Supplemental Inflatable Restraints not included.
¢ This vehicle does not include any air bags
* Seat belt warning indicator
¢ Daytime running lamps

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 7:36:58 PM Page 10
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Passenger Vehicles and Trucks Invitation to Bid No. 07118200027
APPENDIX B

TRUCK QUESTIONNAIRE FORMS

ALL BIDDERS MUST COMPLETE AND RETURN A .QUESTIONNAIRE FORM WITH THE BID FOR EACH
TRUCK ITEM TO BE CONSIDERED FOR AWARD' OF THAT ITEM. Bids submitted without an adequaieiy
completed questionnaire form for EACH TRUCK ITEM will not be considered for award of that item. }t
is the responsibility of each bidder to copy this form in sufficient quantity to submit to Purchasing
Operations prior to the scheduled bid due date. A single form may apply to more than one item, simply
list the item numbers to which the questionnaire applies in the appropriate space. If part of ths
questionnaire does not apply, simply indicate “not applicable” in those spaces. '

NAME OF BIDDER: _[led Uolman louhac 6mc memnO(s). S{.oec # 39560110

MAKE OF TRUCK: _(GMC MODEL: CYS0O Teycovz GVWR léSbo tbs.
PAYLOAD: Q107 wa.___ 25" [/CA o l/CE
ENGINE: (GAS -DIESEL) Gus  MAKE: G2\ MODEL:LKW. §. lé/EHP 325P
FUEL TANK(S) CAPACITY: __ YO (GALS. TOTAL) TRANSMISSION: Alison [onomsy 650k
SPRING CAP. @ GROUND EACH: FRONT 3990\/"@5. REAR SI0O  |bs. AUX,_# /4 tos.
AXLES: FRONT ___ 7800 \/Ibs. REAR ___ /I 000 y REAR RATIO __ - 8%
ALTERNATOR: 15O amps. BATTERY __ 60 cc‘V /
TIRE SIZE: FRONT 225/7014.5 £ PR REAR 9 2/6-SFPR SINGLE DUAL__ v/ M&S
TIRE: MAKE Guocf?\/,%» STYLE NO. 780 MFG. CODE )(T/\//W‘n/
HOIST: MAKE Vg MODEL __ ¥ /A INSTALLING CO.___ /A
BODY: : MAKE v/a MODEL ___ /A INSTALLING CO. _ W4
POWER LIFT GATE: MAKE viA MODEL___ /4 CAPACITY ___#/{ __Ibs.
PLATFORM SIZE: 7

OTHER EQUIPMENT INSTALLED BY BODY EQUIPMENT SUPPLIER AND/OR COMMENTS

This information must be returned with the bid document to Purchasing Operations, on or before the
bid due date and time. However, if returned separately, it must be received by Purchasing Operations
on or before the bid due date and time, and must comply with the sealed bid instructions as cutlined in
the ITB.

61
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TRUCK: CAB AND CHASSIS REAR DUAL WHEELS

Mich. Spec. # 3958-0111

August 2007

(G.V.W.R. 14,500 LBS., min.)

MODEL-2008 CURRENT NEW

CHEVY/GMC
C4500
C4C042
G.V.W.R. (Ibs.) 16,500
Wheelbase (inches) 128
C.A. (inches) 60
Engine: Diesel 6.6L
Type & No. of Cylinders V-8
Net H.P.-S.A.E. 300

Transmission: Automatic:

FORD
F-450SD

16,000
140.8
60
6.4L

V-8 Turbo
325

with maximum capacity transmission oil cooler, Factory installed.

Axle, Min. Cap.-Ibs.

Front 7,000

Rear 11,000
Springs, Min. Cap. at Ground

Front-Ibs. each 3,500

Rear-Ibs. each 5,500

Tires, Truck, Tubeless, Radial, to meet G.V.W.R. Rear duals, mud and snow.

7,000
12,000

2,600
6,000

TO BE STANDARD FACTORY EQUIPPED AS FOLLOWS:

DODGE
DM4L63

16,000
144.5
60
6.7L

L-6 Turbo
305

7,000
13,500

TBD
TBD

The items listed below are to be supplied on all trucks, even though they may be optional with
the manufacturer. Therefore, these specifications are to be furnished on all vehicles:

12 Volt auxiliary outlet

Air Conditioning - All trucks

Anti-freeze protection, to -30°F.

Arm Rest-Driver's side.
Color-Manufacturers Standard to be selected.

Dome Light.

NERRNNRRANN™

Coolant System-Maximum Size Available, including the Heaviest Duty Radiator

Electric wiring-All wiring passing through holes in metal or non-metal wearing

surfaces, which could cause wear of the insulation, shall be adequately protected by
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rubber or plastic grommets, and/or non-metallic conduit. Ends of all wires shall be
adequately anchored to prevent loosening.

Frame length-on all body installations without hoists the cab to end of frame length shall
be the same length as the body being mounted, plus the length of any setback.

Fuel Tanks, Diesel, with sending unit and magnetic drain plug, on all trucks over 21,000
G.V.W.R., painted Black and labeled “Diesel Fuel Only”.

Hub caps on all pickups and vans up to and including 10,000 G.V.W.R. If not available
from dealer cap nuts shall be furnished.

Keys-(2) sets with code numbers; shall be with vehicle at time of delivery.

Mirrors-All trucks are to be equipped with R.H. and L.H. outside rear-view mirrors to
comply with Michigan laws; all trucks up to and including 15,000 G.V.W.R. shall be
equipped with inside rear-view mirror. In all cases, outside R.H. & L.H. rear view
mirrors shall provide full vision past all body installations. Mirrors shall be of stainless
steel or high impact plastic construction unless denoted otherwise in individual truck
specifications. All West Coast Type or Below Eye Level Camper Style Mirrors shall
have stainless steel or high impact plastic heads, brackets, and hardware.

Mud flaps, Anti-Sail Type, when required, are to be plain, rubber 1/4" thick, without
advertising on either side.

Painting-preclean and metal prep, any bare metal surfaces prior to applying a
compatible red oxide or zinc chromate primer. When painting over a manufacturer's
standard paint, metal prepping and primer may be omitted, provided an acceptable bond
can be achieved.

Equipment mounting- when mounting equipment on truck cab and chassis, all holes
shall be drilled or punched. There shall be no flame cutting or welding on the frame
side rails.

Paint codes-factory paint codes shall be furnished with all vehicles; for all after market
painting both the brand and paint code shall be furnished.

Pre-delivery inspection and servicing.

Radio - AM/FM Manufacturers Standard, Factory Installed

Seat Belts with Shoulder Harness (3-Point Restraint System for Driver & Passenger)
Seats-Split Bench type, unless otherwise specified

Shock absorbers-(Heaviest Duty Available), front all trucks. Rear, up to and including
15,000 G.V.W.R.

Spare tire, or Rim, not to be furnished unless specified. If specified, tires to be of same
mfg., tread design to be same as front tires.

Speed Control, Factory Installed

Steering-Power, Tilt Wheel

Sun visors-dual.

Jack-Furnish on trucks up to and including 12,000 G.V.W.R.

Windshield wipers-dual, intermittent speed electric, with automatic type washers.

All items removed for installation of optional equipment shall be returned to the State of
Michigan.
TO BE EQUIPPED IN COMPLIANCE WITH ALL APPLICABLE FEDERAL MOTOR

VEHICLE SAFETY STANDARDS AND REGULATIONS. ALL VEHICLES MUST BE

EQUIPPED TO COMPLY WITH ALL REQUIREMENTS OF THE MICHIGAN

MOTOR VEHICLE CODE.

Delete: On GM vehicles, OnStar and XM radio are deleted.

-807-



ADDITIONAL OPTIONS:

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this vehicle.

NN

PR

Alternator-95 amp., min.

Battery-12 Volt, Dual

Brakes-Power.

Fuel capacity-largest available from mfg.

Mirrors-Rear View, Inside. Outside R.H. and L.H., below eye level, extended

reach, swing away type, 51 sg. in., minimum. Installed, with stainless steel or powder
coated steel heads, brackets, and hardware. GMC: Composite Mirror Heads

Spare tire and wheel. GMC: Spare Wheel only — Tire Not Avail

Steering-Power,

Wrench-wheel. GMC: Wrench not available

ADDITIONAL MDOT OPTIONS: (Note: These options are not included in the MiDEAL price)

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this MDOT vehicle.

NN RN

Axle Rear Limited slip

Keys — (1) additional set (total of 3 sets) with code numbers; shall be with the vehicle at
the time of delivery.

Switches, upfitter for auxillary GMC: Panel only — switches avail from body upfitter
Throttle, Electronic, High Idle Engine RPM Control.

Towing package: Heaviest duty available from manufacturer GMC: Standard

Trailer brake controller, factory installed GMC: Not available
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PRICING SHEET

TRUCK: CAB AND CHASSIS REAR DUAL WHEELS
(G.V.W.R. 14,500 LBS., min.)
Mich. Spec. #3958-0111

Standard Equipped Per above Specification (Including Standard Equipped Cost
options as specified above)

Make: GMC Model: C4500 $30,397.00*
F.O.B. - Dealership
Delivery Cost Per Mile $1.50

Final Point of Assembly: Flint, MI

Dealer Information

Dealer Name: Red Holman Pontiac GMC

Street Address: 35300 Ford Road

City: Westland State: Ml Zip: 48185

Contact Name: Albert Li

Telephone: (800) 482-3032

Cell: (734) 637-6643

E-mail: aclixx@hotmail.com

*Please Note: A vehicle order confirmation sheet is included for each vehicle. These documents
shall include all the *“standard options” as listed for the State of Michigan standard specification.
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Vehide Ocder Coniomohion Sheek
Spec # 345%-001 A

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclxx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
SELECTED MODEL & OPTIONS

SELECTED MODEL - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

Qode Description MSRP
Tcachs2 2008 GMC TC4500 Regular Cab 2WD $28,890.00

SELECTED VEHICLE COLORS - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

Code Description
- interior: No color has been selected.
- Exterior 1: No color has been selected.

- Exterior 2: No color has been selected.

SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

CATEGORY

Code Description MSRP
PREFERRED EQUIPMENT GROUP

C4C042 CUSTOM/BASE MODEL $0.00
DIESEL ENGINE

LRX DURAMAX DIESEL 6.6L, 300 HP (223 KW) @ 3000 RPM, 520 LB-FT $9,259.00

(705 N-M) TORQUE @ 1600 RPM

GVWR

C7R 16,500 LBS. (7484 KG) CAPACITY $0.00
EMISSION .

FE9 FEDERAL REQUIREMENTS INC
ALTERNATOR

KG4 AD244, DELCO-REMY 150-AMP MAXIMUM $0.00
BATTERY

TNL DUAL AC DELCO, 750 CCA, 12V INC
ENGINE SHUTDOWN

KPJ AUTOMATIC ENGINE SHUTDOWN WITH ALARM INC

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:00:50 PM Page 1
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, MI 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 Fleot/Non-Retall TC4C042 Regular Cab ZWD

CATEGORY
Code Description . MSRP
EXHAUST SYSTEM
NBS SINGLE HORIZONTAL-PASSENGER SIDE MOUNTED INSIDE FRAME INC
RAIL
POWER TAKE OFF
PTX OPTION PTO NOT REQUIRED $0.00
TRANSMISSION
MBV AUTOMATIC, ALLISON 1000 HS/RDS SERIES 6-SPEED $0.00
TRANSMISSION FLUID
MBT TRANSYND SYNTHETIC AUTOMATIC TRANSMISSION FLUID INC
TRANSMISSION EQUIPMENT
KNP AUXILIARY TRANSMISSION OIL COOLER $95.00
FRONT AXLE ,
FM7 7000 LBS. (3175 KG) CAPACITY INC
FRONT SUSPENSION
FK6 TAPERED LEAF, 7000 LBS. (3175 KG) CAPACITY INC
FRONT WHEEL
Q82 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DISC $37.00
FRONT TIRE
XTN 225/70R19.5F $0.00
FRONT TIRE BRAND
R4A GOODYEAR $0.00
.FRONT TIRE TREAD
R3C PREMIUM, HIGHWAY $0.00
SINGLE SPEED REAR AXLE
GL4 SINGLE SPEED, 11,000 LBS. (4990 KG) CAPACITY INC
AXLE RATIO
008 4.88:1 $0.00
REAR SUSPENSION

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:00:50 PM Page 2
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, MI 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 FloetNon-Retail TCAC042 Regular Cab 2WD

CATEGORY

Code  Description MSRP
REAR SUSPENSION

GR3 MULTI-LEAF, 11,000 LBS. (4990 KG) CAPACITY INC
BOLTED OR RIVETED SUSPENSION

EV8 REAR SUSPENSION BRACKETS ARE RIVETED TO FRAME IN LIEU $0.00

OF BOLTS

REAR SHOCK ABSORBER

SAN REAR SHOCK ABSORBER NOT DESIRED $0.00
REAR WHEEL

Q83 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DISC $74.00
REAR TIRE

YTN 225/70R19.5F $0.00
REAR TIRE BRAND

S4A GOODYEAR $0.00
REAR TIRE TREAD

S3H HIGHWAY TRACTION $0.00
SPARE WHEEL

SNF FRONT $128.00
WHEELBASE

EC9 128" (325.1 CM) $0.00
FUEL TANK

NG6 DUAL, TOTAL FUEL CAPACITY OF 40-GALLONS (151L) $122.00
DRIVER CONVENIENCE PACKAGES

ZQ3 DRIVER CONVENIENCE PACKAGE $245.00
MISCELLANEOUS CAB EQUIPMENT

N33 TILT-WHEEL ADJUSTABLE STEERING INC

K34 CRUISE CONTROL, INC
AIR CONDITIONING

C60 AIR CONDITIONING $852.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:00:50 PM Page 3
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 FlestiNon-Retall TC4C042 Regular Cab 2WD

CATEGORY

Code  Description MSRP
INSIDE REARVIEW MIRRORS

D36 INSIDE DAY/NIGHT REARVIEW MIRROR $19.00
DRIVER SEAT

AS4 HIGH-BACK BUCKET, FIXED HEIGHT, MANUAL ADJUSTER INC
PASSENGER SEAT

A59 TWO-PERSON, WITHOUT STORAGE $180.00
AIRBAGS

AL3 SUPPLEMENTAL INFLATABLE RESTRAINTS NOT INCLUDED INC
RADIO

UMz DELCO AM-FM STEREO RADIO $150.00
EXTERIOR MIRRORS

DB5 MANUAL, 102" (259 CM) WIDE LOAD, INTEGRAL ARM, INTEGRAL INC

CONVEX MIRROR

PAINT

Y1 SOLID NON-METALLIC PAINT INC
INTERIOR TRIM

691 VERY DARK PEWTER INC
SEAT TRIM

_V VINYL SEAT TRIM INC
ADDITIONAL OPTIONS

vai FLEET PROCESSING OPTION $0.00
OPTIONS TOTAL $11,161.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely

as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 8:00:50 PM Page 4
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Prepared By:

Albert Li

Red Holman Pontiac GMC

35300 Ford Rd

Westland, Mi 48185

Phone: (734) 721-1144

Fax: (734) 721-1780
 Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 FleetiNon-Retail TC4C042 Regular Cab 2WD

EXTERIOR
» Paint scheme, solid, upper color, Summit White
« Paint scheme, solid, lower color, Summit White
¢ Exterior roof drip moldings
« Bumper, front, steel, 96" (243.8 cm) wide - styled to minimized wall to wall turn diameter painted argent
» Steps under cab doors
* Front mud flaps
« Integral grille and fenders - The grille is the same color as hood with single halogen headiamps.
« Roof marker lamps
¢ Daytime running lamps
« Windows, Solar-Ray finted. Light tinted windshield and side window glass with light transmissity of 70%

« Mirrors, manual, 102" (259 ¢cm) wide load, integral arm, integral convex mirror - black molded composite 12" x 7"
(30.5 cm x 17.8 cm) with 6" x 7" (15.2 cm x 17.8 cm) convex section

« Windshield wipers, 2-speed and intermittent, with pulse washers

* Provisions for mounting front license plate

* Posifive door stops

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:00:50 PM Page 5
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclix@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 FlestNon-Retail TCAC042 Regular Cab 2WD

INTERIOR

o Seat, driver, high-back bucket, fixed height, manual adjuster - storage in the seat riser with a small lip at the front to
stop contents from sliding out

« Seat, passenger, high-back bucket, fixed height, manual back angle adjuster - storage in the seat riser with a smalt
lip at the front to stop contents from sliding out

¢ Seat trim, vinyl, Very Dark Pewter

« Interior trim, Very Dark Pewter (Requires 69V Very Dark Pewter vinyl or 690 Very Dark Pewter cloth)
o Trim console - located next to driver's seat and two cuphoiders

* Molded vinyl floor covering

¢ Steering wheel 16"

« Two sided single common key for doors and ignition

¢ Headlamp warning buzzer

¢ Warning tone, key-in-ignition

* Tachometer

¢ Electronic engine hour meter

¢ Engine "Check Gauges” telitale light and buzzer, oil pressure gauge

« Gauges, low oil pressure and coolant level, high coolant and engine oil temperature

« Vinyl door trim panels - with storage pocket on front doors, beverage holders, and reflector on all doors
« Stepwell storage areas at each door front and rear. Includes storage cover.

¢ Cloth headliner

« Sunshades, passenger side and driver side, vinyl-covered

» Coat hooks (2) located on cab back panel

« Provisions for stereo - Includes AM/FM antenna, lead wiring for speakers, and separate door chime module (N/A
with ZQ2 power convenience option)

« Air conditioning not desired - this option should be ordered only when a customer does not require air conditioning
« Powerpoints - two in-cab power sources (in addition to optional cigarette lighter) for electrical plug-in accessories

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:00:50 PM Page 6
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT

STANDARD EQUIPMENT - 2068 Fleet/Non-Retail TC4C042 Regular Cab 2WD

* Underhood bodybuilder connections accessory power supply - Provides 12V power supply from the battery with two
separate 30 amp fused circuits

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 8:00:50 PM Page 7
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

*

MECHANICAL

GVWR, 16,500 Ibs. (7484 kg) capacity - GCWR limited to 24,000 Ib. (10,866 kg) (Requires FM7 7000 Ibs. (3175
kg) front axie) NOTE: Trucks that are used primarily to tow a trailer may be liable to Federal Excise Tax (FET). A
New Law (Highway Transportation Bill HR3) was passed on August 10, 2005 - Check with IRS for guidelines
Engine, Vortec 8.1L MD gasoline V8, 325 hp (239 kw) @ 4000 rpm and 450 Ib-ft torque (610 N-m) @ 2,800 rpm. -
Maximum engine speed 5000 rpm. Oil Level Sensor: Warning sensor for low oil levels

Air cleaner, dry type

Cooling, anti-freeze protection temperature - -40 degrees F (-40 degrees C)

Road speed governor, controlled by the speed rating of the tires ordered. - which will be less than or equal to 85
mph (137 kph); 80 mph (129 kph) with EC9 128" wheelbase/60" CA, ML6 manual transmission and 008 4.88 rear
axle ratio; 75 mph (120 kph) with EC9 128" wheelbase/60" CA, M74 automatic transmission and HD2 rear axle

Alternator, AD244 Delco-Remy 150-amp maximum (N/A with YW2 wrecker package)

Battery, single AC Delco, 600 CCA, 12V - 115-minute reserve capacity @ 27 degrees C, 600 CCA @ -18 degrees
C grounded directly to starter, (Requires gasoline engine; N/A with ANQ Snow Plow Prep package or YW2 Wrecker
package)

Exhaust, single horizontal - passenger side mounted inside frame rail, with gasoline engine stainless-steel exhaust
with catalytic converter, with diesel engines, stainless-steel exhaust, oxidation catalyst, diesel particulate filter and
exhaust gas cooler

Option PTO not required - This option should only be ordered when a customer specifically does not require an
electric hand throttie for use with power-take-off provisions. (Note: Will delete transmission PTO gear.)
Transmission, automatic, Allison 1000 HS/RDS Series 6-speed - With parking pawi and column shift, includes 4th
Generation Electronic Controls and 0.61 overdrive. Torque Rating: 660 Ib-ft (895 N-m) with shift energy
management. Available with a Gross Vehicle Weight up to 19,500 Ibs. (8845 kg) and a Gross Combination Weight
Rating up to 26,000 Ibs. (11,790 kg). To include PTO gear, please order with RPO PTO for Allison 1000 RDS
Rugged Duty Series transmission. Includes transmission-oil cooler located inside radiator. With Option PTX the
truck will be equipped with the Allison 1000 HS Highway Series transmission. (N/A with ANM Fire and Rescue or
YF2 Ambulance Package)

TranSynd synthetic automatic transmission fiuid

Front axle, 7000 Ibs. (3175 kg) capacity - I-beam Wide-trac. Up to 53 degree tum angle, includes 4-piston brake
apply calipers. Steering Gear Series: ZF8014

Front suspension, tapered leaf, 7000 Ibs. (3175 kg) capacity (includes stabilizer)

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. Al rights reserved.
Customer File:

December 19, 2007 8:00:50 PM Page 8
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclix@hotmail.com

2008 Fieet/Non-Retail GMC TC4500

STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 lestNon-Retal TC4G042 Rogular Cab 2WD

« Front shock absorber, diameter 1.375" (35mm)
« Front stabilizer bar, 2" x 2" square tube (5 cm x5 cm)
« Front wheels, 19.5" x 6.0" (49.5 cm x 15.2 cm), steel disc - 8-hole. 7280 Ibs. (3302 kg) capacity

« Front tire size, 225/70R19.5F - 7280 Ibs. (3802 kg) capacity, (With R4A Goodyear or R4L Michelin requires R3C
front premium highway tread)

« Front tire manufacturer code, Goodyear (Requires S4A Goodyear)

* Front tread, premium, highway (Requires R4A Goodyear or R4L Michelin)

¢ Rear axle, single speed, 11,000 Ibs. (4990 kg) capacity - full floating, Includes 2-piston brake applied calipers
¢ Rear wheel drive

« Rear axle ratio, 5.13:1 (Requires gasoline engine)

 Rear suspension, multi-leaf, 11,000 Ibs. (4990 kg) capacity (Requires GL4 single speed rear axle)

» Rear suspension brackets are riveted to frame in lieu of bolts

» Rear shock absorber not desired (N/A with tapered leaf springs)

¢ Rear wheels, 19.5" x 6.0" (49.5 cm x 15.2 cm), steel disc - 8-hole. 14,560 Ibs (6604 kg) capacity

¢ Rear fire size, 225/70R19.5F - 13,660 Ibs. (6196 kg) capacity, (With S4A Goodyear, requires S3C rear premium
highway tread or S3H rear traction tread; with S4L Michelin, requires S3C rear premium highway tread or S3J rear
highway traction tread)

« Rear tire manufacturer code, Goodyear (Requires R4A Goodyear)
* Rear fread, premium, highway (Requires S4A Goodyear or S4L Michelin)

* Wheelbase, 128" (325.1 cm) - with 60" (152.4 cm) CA and 100" (254 cm) CE. Includes a 6 mm 80,000 psi
(551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63 (Requires KYW 75 mph (120 kph)
road speed governor and HD2 13,500 Ibs. (6123 kg) capacity rear axie)

Frame, 6mm - 80,000 psi (551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63

Fuel tank, single, 25-gallon (95L) fuel capacity - gas or diesel located midship between the frame rails, with fuel fill
neck through the frame rail (this option uses the mid-frame tank included in the NG6 dual tank option) Tethered
fuel cap is black with gasoline engines, and green un-tethered fuel cap with diesel engines. MINIMUM OVERHANG
= 36" (3 FEET) (Required in YW2 Wrecker Package, standard on 60" (152.4 cm) CA, optional on all other CA's)

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:00:50 PM Page 9
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARDEQUIPMENT - 2098 Erlnegtll_\lqni-Retail TC4C042 Regular Qab 2WD

« Fuel sender assembly. Robust fuel pump
* Tethered fuel cap
» Steering, power - ZF variable ratio power
« Brakes, front, power, 4-wheel disc, 4 channel ABS 2-piston - (See front axle options for more detaif)
« Brakes, rear, power, 4-wheel disc, 4 channel ABS 2-piston - (See rear axie options for more detail)
« Parking brake, hand lever operated transmission mounted drum brake
SAFETY
* 4-wheel disc, 4-channel ABS
o Air bags, Supplemental Inflatable Restraints not included.
 This vehicle does not include any air bags
¢ Seat belt warning indicator
¢ Daytime running lamps

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:00:50 PM Page 10
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Passenger Vehicles and Trucks Invitation to Bid No. 07118200027

APPENDIX B

TRUCK QUESTIONNAIRE FORMS

ALL BIDDERS MUST COMPLETE AND RETURN A QUESTIONNAIRE FORM WITH THE BID FOR EACH
TRUCK ITEM TO BE CONSIDERED FOR AWARD OF THAT ITEM. Bids submitted without ar: adequaisiy
completed questionnaire form for EACH TRUCK ITEM will not be considered for award of that item. ]t
is the responsibility of each bidder to copy this form in sufficient quantity to submit to Purchasing
Operations prior to the scheduled bid due date. A single form may apply to more than one item, simply
list the item numbers to which the questionnaire applies in the appropriate space. if part of the
questionnaire does not apply, simply indicate “not applicable” in those spaces. '

NAME OF BIDDER: _[ed Holmarn Dudne 6Gm<C  ITEMNO(s). S"oeL 4 395¢-o1

MAKE OF TRUCK: __GMC MODEL: CY31) _ TcYcovz GVWR | byo0 Tbs.
PAYLOAD: P96 wa.__ lz§8" l/c.A. 60" %E./ /00"
ENGINE: (GAS - DIESEL) Diesel  MAKE: 6 Ducsmae MODEL:LRX. 6.6 SAEHP._300
FUEL TANK(S) CAPACITY: __ 0O (GALS. TOTAK TRANSMISSION: Al/ﬂfso«- lboo mey §-sod
SPRING CAP. @ GROUND EACH: FRONT _ 7500 _ Ibs. BEAR_ S5O0 Ibs. AUX. /A _ios.
AXLES: FRONT /000  1ps. REAR ___|[O00 Ibs. REARRATIO Y- 5§
ALTERNATOR: 10 amps. BATTERY _ Dyed 7SO g cc\a/ /
TIRE SIZE: FRONTZZs’/wzm.SF PR REAR 225/20/21%:5FPR SINGLE DUAL__ V' M&S __
TIRE: MAKE __ Grodysar ___ STYLE NO. T80 mFe. cope_ X7/ yrv
HOIST: MAKE N A MODEL w/A INSTALLING CO. L7/ 3
BODY: : MAKE vIA MODEL IR INSTALLING CO. ___ w/A
POWER LIFT GATE: MAKE___n//r& MODEL 7/ CAPACITY __ W/A __ ibs.
PLATFORM SIZE: Vg

OTHER EQUIPMENT INSTALLED BY BODY EQUIPMENT SUPPLIER AND/OR COMMENTS

This information must be returned with the bid document to Purchasing Operations, on or before the
bid due date and time. However, if returned separately, it must be received by Purchasing Operations
on or before the bid due date and time, and must comply with the sealed bid instructions as cutlined in
the ITB.

61
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Mich. Spec. # 3958-0112
August 2007

TRUCK: CAB AND CHASSIS DUAL REAR WHEELS
(G.V.W.R. 14,500 LBS., min.) (4 x 4)

MODEL-2008 CURRENT NEW

CHEVY/GMC FORD

K4500
C4C044 F-450
G.V.W.R. (Ibs.) 17,500 16,000
Wheelbase (inches) 152 140.8
C.A. (inches) 84 60
Engine: Gasoline 8100 Triton
Type & No. of Cylinders V-8 V-10
Net H.P.-S.A.E. 325 362

Transmission: Automatic:
with maximum capacity transmission oil cooler, Factory installed.

Axle, Min. Cap.-lbs.

Front 8,000 7,000

Rear 13,500 12,000
Springs, Min. Cap. at Ground

Front-lbs. each 4,000 2,600

Rear-Ibs. each 6,750 6,000

Tires, Truck, Tubeless, Radial, to meet G.V.W.R. Rear duals, mud and snow.
TO BE STANDARD FACTORY EQUIPPED AS FOLLOWS:

The items listed below are to be supplied on all trucks, even though they may be optional with
the manufacturer. Therefore, these specifications are to be furnished on all vehicles:

12 Volt auxiliary outlet

Air Conditioning - All trucks

Anti-freeze protection, to -30°F.

Arm Rest-Driver's side.

Color-Manufacturers Standard to be selected.

Coolant System-Maximum Size Available, including the Heaviest Duty Radiator
Dome Light.

Electric wiring-All wiring passing through holes in metal or non-metal wearing
surfaces, which could cause wear of the insulation, shall be adequately protected by

NRNRNNRNRRNEN
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rubber or plastic grommets, and/or non-metallic conduit. Ends of all wires shall be
adequately anchored to prevent loosening.

Frame length-on all body installations without hoists the cab to end of frame length shall
be the same length as the body being mounted, plus the length of any setback.

Fuel Tanks, Diesel, with sending unit and magnetic drain plug, on all trucks over 21,000
G.V.W.R., painted Black and labeled “Diesel Fuel Only”.

Hub caps on all pickups and vans up to and including 10,000 G.V.W.R. If not available
from dealer cap nuts shall be furnished.

Keys-(2) sets with code numbers; shall be with vehicle at time of delivery.

Mirrors-All trucks are to be equipped with R.H. and L.H. outside rear-view mirrors to
comply with Michigan laws; all trucks up to and including 15,000 G.V.W.R. shall be
equipped with inside rear-view mirror. In all cases, outside R.H. & L.H. rear view
mirrors shall provide full vision past all body installations. Mirrors shall be of stainless
steel or high impact plastic construction unless denoted otherwise in individual truck
specifications. All West Coast Type or Below Eye Level Camper Style Mirrors shall
have stainless steel or high impact plastic heads, brackets, and hardware.

Mud flaps, Anti-Sail Type, when required, are to be plain, rubber 1/4" thick, without
advertising on either side.

Painting-preclean and metal prep, any bare metal surfaces prior to applying a
compatible red oxide or zinc chromate primer. When painting over a manufacturer's
standard paint, metal prepping and primer may be omitted, provided an acceptable bond
can be achieved.

Equipment mounting- when mounting equipment on truck cab and chassis, all holes
shall be drilled or punched. There shall be no flame cutting or welding on the frame
side rails.

Paint codes-factory paint codes shall be furnished with all vehicles; for all after market
painting both the brand and paint code shall be furnished.

Pre-delivery inspection and servicing.

Radio - AM/FM Manufacturers Standard, Factory Installed

Seat Belts with Shoulder Harness (3-Point Restraint System for Driver & Passenger)
Seats-Split Bench type, unless otherwise specified

Shock absorbers-(Heaviest Duty Available), front all trucks. Rear, up to and including
15,000 G.V.W.R.

Spare tire, or Rim, not to be furnished unless specified. If specified, tires to be of same
mfg., tread design to be same as front tires.

Speed Control, Factory Installed

Steering-Power, Tilt Wheel

Sun visors-dual.

Jack-Furnish on trucks up to and including 12,000 G.V.W.R.

Windshield wipers-dual, intermittent speed electric, with automatic type washers.

All items removed for installation of optional equipment shall be returned to the State of
Michigan.
TO BE EQUIPPED IN COMPLIANCE WITH ALL APPLICABLE FEDERAL MOTOR

VEHICLE SAFETY STANDARDS AND REGULATIONS. ALL VEHICLES MUST BE

EQUIPPED TO COMPLY WITH ALL REQUIREMENTS OF THE MICHIGAN

MOTOR VEHICLE CODE.

Delete: On GM vehicles, OnStar and XM radio are deleted.
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ADDITIONAL OPTIONS:

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this vehicle.

NN NRRMNRNF

Alternator-95 amp., min.

Battery-12 Volt, 600 CCA, minimum.

Brakes-Power.

Fuel capacity-largest available from mfg.

Mirrors-Rear View, Inside. Outside R.H. and L.H., below eye level, extended

reach, swing away type, 51 sg. in., minimum. Installed, with stainless steel or powder
coated steel heads, brackets, and hardware. GMC: Composite Mirror Head

Spare tire and wheel. GMC: Spare wheel only — spare tire not available
Steering-Power,

Wrench-wheel. GMC: wrench not available

ADDITIONAL MDOT OPTIONS: (Note: These options are not included in the MiDEAL price)

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this MDOT vehicle.

NN RRANX

Axle Rear Limited slip

Hubs autolocking on front GMC: manual locking only

Keys — (1) additional set (total of 3 sets) with code numbers; shall be with the vehicle at
the time of delivery.

Switches, upfitter for auxillary GMC: Panel only — switches avail from body upfitter
Throttle, Electronic, High Idle Engine RPM Control.

Towing package: Heaviest duty available from manufacturer GMC: standard

Trailer brake controller, factory installed GMC: not available on chassis
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PRICING SHEET

TRUCK: CAB AND CHASSIS REAR DUAL WHEELS
(G.V.W.R. 14,500 LBS., min.) (4 x 4)
Mich. Spec. #3958-0112

Standard Equipped Per above Specification (Including Standard Equipped Cost
options as specified above)

Make: GMC Model: C4500 $28,615.00*
F.O.B. - Dealership
Delivery Cost Per Mile $1.50

Final Point of Assembly: Flint, MI

Dealer Information

Dealer Name: Red Holman Pontiac GMC

Street Address: 35300 Ford Road

City: Westland State: Ml Zip: 48185

Contact Name: Albert Li

Telephone: (800) 482-3032

Cell: (734) 637-6643

E-mail: aclixx@hotmail.com

*Please Note: A vehicle order confirmation sheet is included for each vehicle. These documents
shall include all the *“standard options” as listed for the State of Michigan standard specification.
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Prepared By:

Spee. ¥ 395%-0112 Albert Li

Red Holman Pontiac GMC

35300 Ford Rd
Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780

Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
SELECTED MODEL & OPTIONS

SELECTED MODEL - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD

Code Description
TC4C044 2008 GMC TC4500 Regular Cab 4WD

SELECTED VEHICLE COLORS - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD

Code Description
- Interior: No color has been selected.
- Exterior 1: No color has been selected.

- Exterior 2: No color has been selected.
SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD

CATEGORY
Code Description
PREFERRED EQUIPMENT GROUP
C4C044 CUSTOM/BASE MODEL
GASOLINE ENGINE

LRW VORTEC 8.1L MD GASOLINE V8, 325 HP (239 KW) @ 4000 RPM AND
450 LB-FT TORQUE (610 N-M) @ 2800 RPM.

GVWR

GZX 17,500 LBS. (7938 KG) CAPACITY
EMISSION

FE9 FEDERAL REQUIREMENTS
ROAD SPEED GOVERNOR

Kyw 75 MPH (120 KPH) SPEED GOVERNOR
ALTERNATOR

KG4 AD244, DELCO-REMY 150-AMP MAXIMUM
BATTERY

™1 SINGLE AC DELCO, 600 CCA, 12V

MSRP
$35,860.00

INC
INC
INC
$0.00

$0.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely

as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:35:44 PM
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
-Email: aclboc@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELEGTED OPTIONS - 2008 FlootiNon-Retail TC4CD44 Regular Gab 4WD

CATEGORY

Code  Description MSRP.
EXHAUST SYSTEM

NBS SINGLE HORIZONTAL-DRIVER SIDE MOUNTED INSIDE FRAME RAIL, INC
POWER TAKE OFF

PTX OPTION PTO NOT REQUIRED $0.00
TRANSMISSION

MBvV AUTOMATIC, ALLISON 1000 HS/RDS SERIES 6-SPEED $0.00
TRANSMISSION FLUID

MBT TRANSYND SYNTHETIC AUTOMATIC TRANSMISSION FLUID INC
TRANSMISSION EQUIPMENT

KNP AUXILIARY TRANSMISSION OIL COOLER $95.00
TRANSFER CASE

NP1 NEW VENTURE GEAR-MODEL NV273 TWO-SPEED INC
FRONT AXLE

G38 8000 LBS. (3629 KG) CAPACITY $0.00
FRONT SUSPENSION

FSN TAPERED LEAF, 8000 LBS. (3629 KG) CAPACITY $0.00
FRONT STABILIZER BAR

F59 STABILIZER BAR INC
FRONT WHEEL

Q82 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DisC $0.00
FRONT TIRE

XTY 245/70R19.5G $0.00
FRONT TIRE BRAND

R4A GOODYEAR $0.00
FRONT TIRE TREAD

R3H HIGHWAY TRACTION INC
SINGLE SPEED REAR AXLE

HD2 SINGLE SPEED, DANA S110 13,500 LBS. (6123 KG) CAPACITY INC

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
@Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:35:44 PM Page 2
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclix@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 FlestNon-Retail TCAC044 Regular Cab 4WD

CATEGORY

Code Description MSRP
AXLE RATIO

058 5.13:1 INC
TRACTION CONTROL

G80 - REAR LIMITED SLIP DIFFERENTIAL INC
REAR SUSPENSION

GR4 MULTI-LEAF, 13,500 LBS. (6123 KG) CAPACITY INC
BOLTED OR RIVETED SUSPENSION

EV8 REAR SUSPENSION BRACKETS ARE RIVETED TO FRAME IN LIEU $0.00

OF BOLTS

REAR SHOCK ABSORBER

SAN REAR SHOCK ABSORBER NOT DESIRED $0.00
REAR WHEEL

Q83 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DISC $0.00
REAR TIRE

YTY 245/70R19.5G $0.00
REAR TIRE BRAND

S4A GOODYEAR $0.00
REAR TIRE TREAD

S3H HIGHWAY TRACTION INC
SPARE WHEEL

SNF FRONT $128.00
WHEELBASE

EG9 152" (386.1 CM) $0.00
FUEL TANK

NH4 SINGLE, 40-GALLON (151L) FUEL CAPACITY INC
PARKING BRAKE

J69 REAR IN-WHEEL PARK BRAKE INC

DRIVER CONVENIENCE PACKAGES

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:35:44 PM Page 3
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Mi 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclibxx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD

CATEGORY

Code  Description MSRP
DRIVER CONVENIENCE PACKAGES

2Q3 DRIVER CONVENIENCE PACKAGE $245.00
MISCELLANEOUS CAB EQUIPMENT

N33 TILT-WHEEL ADJUSTABLE STEERING INC

K34 CRUISE CONTROL, INC
AIR CONDITIONING

C60 AR CONDITIONING $852.00
DRIVER SEAT

AS4 HIGH-BACK BUCKET, FIXED HEIGHT, MANUAL ADJUSTER INC
PASSENGER SEAT

AS59 TWO-PERSON, WITHOUT STORAGE $180.00
AIRBAGS

AL3 SUPPLEMENTAL INFLATABLE RESTRAINTS NOT INCLUDED INC
RADIO

um? DELCO AM-FM STEREO RADIO $150.00
EXTERIOR MIRRORS

DB5 MANUAL, 102" (259 CM) WIDE LOAD, INTEGRAL ARM, INTEGRAL INC

CONVEX MIRROR

PAINT

Y1 SOLID NON-METALLIC PAINT INC
INTERIOR TRIM

69! VERY DARK PEWTER INC
SEAT TRIM

_V VINYL SEAT TRIM INC
ADDITIONAL OPTIONS

vat FLEET PROCESSING OPTION $0.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. Al rights reserved.

Customer File:
December 19, 2007 8:35:44 PM Page 4
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734)721-1144
Fax: (734) 721-1780
Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 FlectiNon-Retail TCAC044 Regular Cab 4WD

CATEGORY
Code Description MSRP
OPTIONS TOTAL $1,650.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:35:44 PM Page 5
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 FostNon-Retall C4C044 Regular Cab 4WD

EXTERIOR
« Paint scheme, solid, upper color, Summit White
* Paint scheme, solid, lower color, Summit White
« Exterior roof drip moldings
« Bumper, front, steel, 96" (243.8 cm) wide - styled to minimized wall to wall fumn diameter painted argent
* Steps under cab doors
-+ Front mud flaps
« integral grille and fenders - The grille is the same color as hood with single halogen headlamps.
* Roof marker lamps
* Daytime running lamps
« Windows, Solar-Ray finted. Light tinted windshield and side window glass with light fransmissity of 70%

 Mirrors, manual, 102" (259 cm) wide load, integral arm, integral convex mirror - black molded composite 12" x 7"
(30.5 cm x 17.8 cm) with 6" x 7" (15.2 cm x 17.8 cm) convex section

* Windshield wipers, 2-speed and intermittent, with pulse washers
* Provisions for mounting front license plate
¢ Positive door stops

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:35:44 PM Page 6
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Mi 48185
Phone: (734) 721-1144
Fax: (734)721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD E9!JIPMENT -72908 FleeﬂNoijgtai] TC’4‘CDY44' Regular Cab 4WD

INTERIOR

« Seat, driver, high-back bucket, fixed height, manual adjuster - storage in the seat riser with a small lip at the front to
stop contents from sliding out

« Seat, passenger, high-back bucket, fixed height, manual back angle adjuster - storage in the seat riser with a small
lip at the front to stop contents from sliding out

* Seat trim, vinyl, Very Dark Pewter

« Interior trim, Very Dark Pewter (Requires 69V Very Dark Pewter vinyl or 69C Very Dark Pewter cloth)
¢ Trim console - located next to driver's seat and two cupholders

¢ Molded vinyl floor covering

» Steering wheel 16"

¢ Two sided single common key for doors and ignition

¢ Headlamp warning buzzer

« Warning tone, key-in-ignition

¢ Tachometer

¢ Electronic engine hour meter

» Engine "Check Gauges" telitale light and buzzer, oil pressure gauge

* Gauges, low oil pressure and coolant level, high coolant and engine oil temperature

* Vinyl door trim panels - with storage pocket on front doors, beverage holders, and refiector on ali doors
« Stepwell storage areas at each door front and rear. Includes storage cover.

¢ Cloth headiiner

* Sunshades, passenger side and driver side, vinyl-covered

» Coat hooks (2) located on cab back panel

* Provisions for stereo - Includes AM/FM antenna, lead wiring for speakers, and separate door chime module (N/A
with ZQ2 power convenience option)
« Air conditioning not desired - this option should be ordered only when a customer does not require air conditioning

+ Powerpoints - two in-cab power sources (in addition to optional cigarette lighter) for electrical plug-in accessories

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:35:44 PM Page 7
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westiand, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD_ EQUIPMENT - 2008 FIegt!Noq-Retail TQ4CO§4 Rggular Cab 4WD

« Underhood bodybuilder connections accessory power supply - Provides 12V power supply from the battery with two
separate 30 amp fused circuits

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 8:35:44 PM Page 8
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclboc@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT
STANDARD EQUIPENT - 2008 FieatNon-Retafl TC4C044 Regular Cab 4WD

MECHANICAL
GVWR, 17,500 Ibs. (7938 kg) capacity - GVWR. Maximum GCWR 26,000 Ib. Note: Trucks that are used primarily
to tow a trailer may be liable to Federal Excise Tax (FET). A New Law (Highway Transportation Bill HR3) was
passed on August 10, 2005 - Check with IRS for guidelines
Engine, Vortec 8.1L MD gasoline V8, 325 hp (239 kw) @ 4000 rpm and 450 Ib-ft torque (610 N-m) @ 2,800 rpm. -
Maximum engine speed 5000 rpm. Oil Level Sensor: Waming sensor for low oil levels
Air cleaner, dry type
Cooling, anti-freeze protection temperature - -40 degrees F (-40 degrees C)
75 mph (120 kph) speed governor - Required by the speed rating of the tires ordered
Alternator, AD244 Delco-Remy 150-amp maximum (N/A with ANM Fire and Rescue or YF2 Ambulance Packages)
Battery, single AC Delco, 600 CCA, 12V - 115-minute reserve capacity @ 27 degrees C, 600 CCA @ -18 degrees
C grounded directly to starter, (Requires gasoline engine; N/A with ANQ Snow Plow Prep)
Exhaust, single horizontal - driver side mounted inside frame rail, with gasoline engine stainless-steel exhaust with
catalytic converter, with diesel engines, stainless-steel exhaust, oxidation catalyst, diesel particulate filter and
exhaust gas cooler
Option PTO not required - This option should only be ordered when a customer specifically does not require an
electric hand throttle for use with power-take-off provisions. (Note: Will delete transmission PTO gear.)
Transmission, automatic, Allison 1000 HS/RDS Series 6-speed - With parking pawt and column shift, includes 4th
Generation Electronic Controls and 0.61 overdrive. Torque Rating: 660 Ib-ft (895 N-m) with shift energy
management. Available with a Gross Vehicle Weight up to 19,500 Ibs. (8845 kg) and a Gross Combination Weight
Rating up to 26,000 Ibs. (11,790 kg). To include PTO gear, please order with RPO PTO for Allison 1000 RDS
Rugged Duty Series transmission. Includes transmission-oil cooler located inside radiator. With Option PTX the
truck will be equipped with the Allison 1000 HS Highway Series transmission. (N/A with ANM Fire and Rescue or
YF2 Ambulance Package)
TranSynd synthetic automatic fransmission fluid

Transfer case, New Venture Gear - model NV273 two-speed, electrically actuated, IP mounted switch, includes
shield

Front axle, 8000 Ibs. (3629 kg) capacity - Solid drive axie. Up to 45 degree turn angle, includes 4 piston brake apply
calipers and manual locking hubs

Front suspension, tapered leaf, 8000 Ibs. (3629 kg) capacity

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 8:35:44 PM } Page 9
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734)721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD _EQ"‘“,’ME"T - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD

¢ Frontshock absorber, diameter 1.375" (35mm)
* Front stabilizer bar, Solid bar style, 1.5" (38mm)

o Front wheels, 19.5" x6.75" (49.5 cm x 17.1 cm), steel disc - 8-hole. 10,000 Ibs. (4536 kg) capacity, (Requires Q83
steel rear wheel and XTY or XNC front tires)

« Front tire size, 245/70R19.5G - 9090 Ibs. (4123 kg) capacity (Requires KYR 65 mph or KYW 75 mph (120 kph)
road speed govermnor, Q82 or RPM front wheels. With R4A Goodyear fire, requires R3H highway traction tread)
« Front tire manufacturer code, Goodyear (Requires S4A Goodyear)

» Front tread, highway traction

« Rear axle, single speed, Dana S110 13,500 Ibs. (6123 kg) capacity - full floating, includes 2-piston brake applied
calipers

* Four-wheel drive

¢ Rear axle ratio, 5.13:1 (Requires HD2 single speed rear axle)

* Rear limited slip differential

» Rear suspension, multi-leaf, 13,500 lbs. (6123 kg) capacity

« Rear suspension brackets are riveted to frame in lieu of bolts

* Rear shock absorber not desired (N/A with tapered leaf springs)

« Rear wheels, 19.5" x6.75" (49.5 cm x 17.1 ¢m), steel disc - 8-hole, 20,000 Ibs. (9072 kg) capacity (Requires Q82
front wheels and YTY or YNC rear tires)

« Rear tire size, 245/70R19.5G - 17,500 Ibs. (7938 kg) capacity (Requires KYR 65 mph or KYW 75 mph (120 kph)
road speed governor and Q83 or RPW rear wheels. With S4A Goodyear tire, requires S3H highway traction fread)
¢ Rear tire manufacturer code, Goodyear (Requires R4A Goodyear)

* Rear fread, highway traction

* Wheelbase, 152" (386.1 cm) - with 84" (213.4 cm) CA and 146" (370.8 cm) CE. Includes a 6mm 80,000 psi
(551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63

* Frame, 8mm - 80,000 psi (551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63

» Fuel tank, single, 40-gallon (151L) fuel capacity - gas or diesel, located behind rear axie with fuel fili neck through
frame rail and a black tethered fuel cap with gasoline engine and green un-tethered fuel cap with diesel engines.
DRIVER SIDE FILL NECK ONLY. NO AUXILIARY PORTS. MINIMUM OVERHANG = 60" (5 FEET)

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 8:35:44 PM Page 10
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Mt 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARP EQUIPMENT - 2003 Flegﬂan-Retgil TQ4Q044 Regular ng 4WD

* Fuel sender assembly. Robust fuel pump
o Tethered fuel cap
¢ Steering, power - ZF variable ratio power
« Brakes, front, power, 4-wheel disc, 4 channel ABS 4-piston - (See front axie options for more detaif)
» Brakes, rear, power, 4-wheel disc, 4 channel ABS 2-piston - (See rear axle options for more detail)
« Parking brake, rear in-wheel park brake - hand lever operated
SAFETY
¢ 4-wheel disc, 4-channel ABS
¢ Air bags, Supplemental Inflatable Restraints not included.
¢ This vehicle does not include any air bags
¢ Seat belt wamning indicator
¢ Daytime running lamps

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 8:35:44 PM Page 11
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Passenger Vehicles and Trucks ] Invitation to Bid No. 07118200027
APPENDIX B

TRUCK QUESTIONNAIRE FORMS

ALL BIDDERS MUST COMPLETE AND RETURN A QUESTIONNAIRE FORM WITH THE BID FOR EACH
TRUCK ITEM TO BE CONSIDERED FOR AWARD OF THAT ITEM. Bids submitted without an adeguaieiy
completed questionnaire form for EACH TRUCK ITEM will not be considered for award of that item. }t
is the responsibility of each bidder to copy this form in sufficient quantity to submit to Purchasing
Operations prior to the scheduled bid due date. A single form may apply to more than one item, simply
list the item numbers to which the questionnaire applies in the appropriate space. I part of the
questionnaire does not apply, simply indicate “not applicable” in those spaces.

NAME OF BIDDER: _[led Holmen lontre Gme  mEMNO(s). J"Im # S’QS‘J’—OIJ?_\/L

MAKE OF TRUCK: _Gm e MODEL: (Y500 TCYcoyd GVWR _| 7SDO ibs.
PAYLOAD: 9146 # wa.__ 52" v cA._J8y" CEL 146" .
ENGINE: (GAS - DIESEL) Gus MAKE: Gan MODEL: LW, F.IsnEHP._ T 25
FUEL TANK(S) CAPACITY: ___ 40O (GALS. TOTAL) TrRANsMissION: Allisa~ 1000 mey_&spd
SPRING CAP. @ GROUND EA/CH: FRONT _ Y00 1bs. REAR_6752 Yibs. Aux. _4/_/53__ fos.
AXLES: FRONT __fD0O bs. REAR___[3500 bs. REARRATIO __ S (S
ALTERNATOR: |so amps. BATTERY _ 460 v c«\:/
TIRE SIZE: FRONTZ2Y$/7%0£14.56 PR REAR 245/7#/956 PR SINGLE DUAL__ v M&S
TIRE: MAKE G‘DWI;/W STYLENO.___76Y MFG. CODE XTY/YTY
HOIST: MAKE NA MODEL VIR INSTALLING CO. VIA -
BODY: : MAKE o, MODEL VA INSTALLING CO. __ W/A4
POWER LIFT GATE: MAKE w'a MODEL MA___capaciTy VA s,
PLATFORM SIZE: v/[A

OTHER EQUIPMENT INSTALLED BY BODY EQUIPMENT SUPPLIER AND/OR COMMENTS

This information must be returned with the bid document to Purchasing Operations, on or befere the
bid due date and time. However, if returned separately, it must be received by Purchasing Operations
on or before the bid due date and time, and must comply, with the sealed bid instructions as cutlined in
the ITB.

61
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Mich. Spec. # 3958-0113
August 2007

TRUCK: CAB AND CHASSIS DUAL REAR WHEELS

(G.V.W.R. 14,500 LBS., min.) (4 x 4)

MODEL-2008 CURRENT NEW

CHEVY/GMC FORD DODGE
C4C044 F-450 DM9IL63
G.V.W.R. (Ibs.) 17,500 16,000 16,500
Wheelbase (inches) 152 140.8 144.5
C.A. (inches) 84 60 60
Engine: Diesel 6.6L 6.4L 6.7L
Type & No. of Cylinders V-8 V-8 Turbo L-6 Turbo
Net H.P.-S.A.E. 300 325 305
Transmission: Automatic:
with maximum capacity transmission oil cooler, Factory installed.
Axle, Min. Cap.-lbs.
Front 8,000 7,000 7,000
Rear 13,500 12,000 13,500
Springs, Min. Cap. at Ground
Front-Ibs. each 4,000 2,800 TBD
Rear-Ibs. each 6,750 6,000 TBD

Tires, Truck, Tubeless, Radial, to meet G.V.W.R. Rear duals, mud and snow.

TO BE STANDARD FACTORY EQUIPPED AS FOLLOWS:

The items listed below are to be supplied on all trucks, even though they may be optional with
the manufacturer. Therefore, these specifications are to be furnished on all vehicles:

12 Volt auxiliary outlet

Air Conditioning - All trucks

Anti-freeze protection, to -30°F.

Arm Rest-Driver's side.
Color-Manufacturers Standard to be selected.

Dome Light.

NRNRNNRNRRNEN

Coolant System-Maximum Size Available, including the Heaviest Duty Radiator

Electric wiring-All wiring passing through holes in metal or non-metal wearing

surfaces, which could cause wear of the insulation, shall be adequately protected by
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rubber or plastic grommets, and/or non-metallic conduit. Ends of all wires shall be
adequately anchored to prevent loosening.

Frame length-on all body installations without hoists the cab to end of frame length shall
be the same length as the body being mounted, plus the length of any setback.

Fuel Tanks, Diesel, with sending unit and magnetic drain plug, on all trucks over 21,000
G.V.W.R., painted Black and labeled “Diesel Fuel Only”.

Hub caps on all pickups and vans up to and including 10,000 G.V.W.R. If not available
from dealer cap nuts shall be furnished.

Keys-(2) sets with code numbers; shall be with vehicle at time of delivery.

Mirrors-All trucks are to be equipped with R.H. and L.H. outside rear-view mirrors to
comply with Michigan laws; all trucks up to and including 15,000 G.V.W.R. shall be
equipped with inside rear-view mirror. In all cases, outside R.H. & L.H. rear view
mirrors shall provide full vision past all body installations. Mirrors shall be of stainless
steel or high impact plastic construction unless denoted otherwise in individual truck
specifications. All West Coast Type or Below Eye Level Camper Style Mirrors shall
have stainless steel or high impact plastic heads, brackets, and hardware.

Mud flaps, Anti-Sail Type, when required, are to be plain, rubber 1/4" thick, without
advertising on either side.

Painting-preclean and metal prep, any bare metal surfaces prior to applying a
compatible red oxide or zinc chromate primer. When painting over a manufacturer's
standard paint, metal prepping and primer may be omitted, provided an acceptable bond
can be achieved.

Equipment mounting- when mounting equipment on truck cab and chassis, all holes
shall be drilled or punched. There shall be no flame cutting or welding on the frame
side rails.

Paint codes-factory paint codes shall be furnished with all vehicles; for all after market
painting both the brand and paint code shall be furnished.

Pre-delivery inspection and servicing.

Radio - AM/FM Manufacturers Standard, Factory Installed

Seat Belts with Shoulder Harness (3-Point Restraint System for Driver & Passenger)
Seats-Split Bench type, unless otherwise specified

Shock absorbers-(Heaviest Duty Available), front all trucks. Rear, up to and including
15,000 G.V.W.R.

Spare tire, or Rim, not to be furnished unless specified. If specified, tires to be of same
mfg., tread design to be same as front tires.

Speed Control, Factory Installed

Steering-Power, Tilt Wheel

Sun visors-dual.

Jack-Furnish on trucks up to and including 12,000 G.V.W.R.

Windshield wipers-dual, intermittent speed electric, with automatic type washers.

All items removed for installation of optional equipment shall be returned to the State of
Michigan.
TO BE EQUIPPED IN COMPLIANCE WITH ALL APPLICABLE FEDERAL MOTOR

VEHICLE SAFETY STANDARDS AND REGULATIONS. ALL VEHICLES MUST BE

EQUIPPED TO COMPLY WITH ALL REQUIREMENTS OF THE MICHIGAN

MOTOR VEHICLE CODE.

Delete: On GM vehicles, OnStar and XM radio are deleted.
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ADDITIONAL OPTIONS:

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this vehicle.

NRRNMRX

RENEN

Alternator-95 amp., min.

Battery-12 Volt, 600 CCA, minimum.

Brakes-Power.

Fuel capacity-largest available from mfg.

Mirrors-Rear View, Inside. Outside R.H. and L.H., below eye level, extended

reach, swing away type, 51 sg. in., minimum. Installed, with stainless steel or powder
coated steel heads, brackets, and hardware. GMC: Composite mirror heads

Spare tire and wheel. GMC: spare wheel only — Tire not available

Steering-Power.

Wrench-wheel. GMC: Wrench not available

ADDITIONAL MDOT OPTIONS: (Note: These options are not included in the MiDEAL price)

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this MDOT vehicle.

NN RRANX

Axle Rear Limited slip

Hubs autolocking on front GMC: manual locking front hubs only

Keys — (1) additional set (total of 3 sets) with code numbers; shall be with the vehicle at
the time of delivery.

Switches, upfitter for auxillary GMC: panel std, switches avail from body upfitter
Throttle, Electronic, High Idle Engine RPM Control.

Towing package: Heaviest duty available from manufacturer GMC: standard

Trailer brake controller, factory installed GMC: Not available on chassis
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PRICING SHEET

TRUCK: CAB AND CHASSIS DUAL REAR WHEELS
(G.V.W.R. 14,500 LBS., min.) (4 x 4)
Mich. Spec. #3958-0113

Standard Equipped Per above Specification (Including Standard Equipped Cost
options as specified above)

Make: GMC Model: C4500 $36,362.00*
F.O.B. - Dealership
Delivery Cost Per Mile $1.50

Final Point of Assembly: Flint, MI

Dealer Information

Dealer Name: Red Holman Pontiac GMC

Street Address: 35300 Ford Road

City: Westland State: Ml Zip: 48185

Contact Name: Albert Li

Telephone: (800) 482-3032

Cell: (734) 637-6643

E-mail: aclixx@hotmail.com

*Please Note: A vehicle order confirmation sheet is included for each vehicle. These documents
shall include all the *“standard options” as listed for the State of Michigan standard specification.
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Spec # 39580113 teotnand

Red Holman Pontiac GMC
35300 Ford Rd

Westland, MI 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclxx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED MODEL - 2008 FleotNon-Retail TC4C044 Regular Cab 4WD

Code Description MSRP
TC4C044 2008 GMC TC4500 Regular Cab 4WD $35,860.00

SELECTED VEHICLE COLORS - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD 7

Code Description

89V Interior: Very Dark Pewter
50U Exterior 1: Summit White
50L Exterior 2: Summit White

SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD

CATEGORY

Code Description MSRP
PREFERRED EQUIPMENT GROUP

C4C044 CUSTOM/BASE MODEL $0.00
DIESEL ENGINE

LRX DURAMAX DIESEL 6.6L, 300 HP (223 KW) @ 3000 RPM, 520 LB-FT $9,259.00

(705 N-M) TORQUE @ 1600 RPM

GVWR

GZX 17,500 LBS. (7938 KG) CAPACITY INC
EMISSION

FE9 FEDERAL REQUIREMENTS INC
ROAD SPEED GOVERNOR

KYW 75 MPH (120 KPH) SPEED GOVERNOR INC
ALTERNATOR

KG4 AD244, DELCO-REMY 150-AMP MAXIMUM $0.00
BATTERY

TNL DUAL AC DELCO, 750 CCA, 12V INC

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File: )
December 19, 2007 8:44:54 PM Page 1
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Mi 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4C044 Regular Cab 44D

CATEGORY .

Code  Description MSRP
ENGINE SHUTDOWN

KPJ AUTOMATIC ENGINE SHUTDOWN WITH ALARM INC
EXHAUST SYSTEM

NBS SINGLE HORIZONTAL-DRIVER SIDE MOUNTED INSIDE FRAME RAIL, INC
POWER TAKE OFF

PTX OPTION PTO NOT REQUIRED $0.00
TRANSMISSION

MBV AUTOMATIC, ALLISON 1000 HS/RDS SERIES 6-SPEED $0.00
TRANSMISSION FLUID

MBT TRANSYND SYNTHETIC AUTOMATIC TRANSMISSION FLUID INC
TRANSMISSION EQUIPMENT

KNP AUXILIARY TRANSMISSION OIL COOLER $95.00
TRANSFER CASE

NP1 NEW VENTURE GEAR-MODEL NV273 TWO-SPEED INC
FRONT AXLE

G38 8000 LBS. (3629 KG) CAPACITY $0.00

" FRONT SUSPENSION

FSN TAPERED LEAF, 8000 LBS. (3629 KG) CAPACITY $0.00
FRONT STABILIZER BAR

F59 STABILIZER BAR INC
FRONT WHEEL

Q82 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DISC $0.00
FRONT TIRE

XTY 245[70R19.5G $0.00
FRONT TIRE BRAND

R4A GOODYEAR $0.00
FRONT TIRE TREAD

R3H HIGHWAY TRACTION INC

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 8:44:54 PM Page 2
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 FostNon-Retal TCAGD44 Regular Cab 4WD

CATEGORY

Code  Description MSRP
SINGLE SPEED REAR AXLE

HD2 SINGLE SPEED, DANA S110 13,500 LBS. (6123 KG) CAPACITY INC
AXLE RATIO

058 5131 INC
TRACTION CONTROL

G80 REAR LIMITED SLIP DIFFERENTIAL INC
REAR SUSPENSION

GR4 MULTI-LEAF, 13,500 LBS. {6123 KG) CAPACITY INC
BOLTED OR RIVETED SUSPENSION

EV8 REAR SUSPENSION BRACKETS ARE RIVETED TO FRAME IN LIEU $0.00

OF BOLTS

REAR SHOCK ABSORBER

SAN REAR SHOCK ABSORBER NOT DESIRED $0.00
REAR WHEEL

Q83 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DISC $0.00
REAR TIRE

YTY 245/70R19.5G $0.00
REAR TIRE BRAND

S4A GOODYEAR $0.00
REAR TIRE TREAD

S3H HIGHWAY TRACTION INC
SPARE WHEEL

SNF FRONT $128.00
WHEELBASE

EG9 152" (386.1 CM) $0.00
FUEL TANK

NH4 SINGLE, 40-GALLON (151L) FUEL CAPACITY INC
PARKING BRAKE

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. Al rights reserved.

Customer File:
December 19, 2007 8:44:54 PM Page 3
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbo@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 Fleet/Non-Retail TCAC044 Regular Cab 4WD

CATEGORY

Code Description MSRP
PARKING BRAKE

J69 REAR IN-WHEEL PARK BRAKE INC
DRIVER CONVENIENCE PACKAGES

ZQ3 DRIVER CONVENIENCE PACKAGE $245.00
MISCELLANEOUS CAB EQUIPMENT

N33 TILT-WHEEL ADJUSTABLE STEERING INC

K34 CRUISE CONTROL, INC
AIR CONDITIONING

Cc60 AIR CONDITIONING $852.00
DRIVER SEAT

AS4 HIGH-BACK BUCKET, FIXED HEIGHT, MANUAL ADJUSTER INC
PASSENGER SEAT

A59 TWO-PERSON, WITHOUT STORAGE $180.00
AIRBAGS

AL3 SUPPLEMENTAL INFLATABLE RESTRAINTS NOT INCLUDED INC
RADIO

UM7 DELCO AM-FM STEREO RADIO $150.00
EXTERIOR MIRRORS

DB5 MANUAL, 102" (259 CM) WIDE LOAD, INTEGRAL ARM, INTEGRAL INC

CONVEX MIRROR

PAINT

Y1 SOLID NON-METALLIC PAINT INC
INTERIOR TRIM

691 VERY DARK PEWTER INC
SEAT TRIM

_Vv VINYL SEAT TRIM INC
ADDITIONAL OPTIONS

vQ1 FLEET PROCESSING OPTION $0.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:44:54 PM Page 4
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, MI 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbox@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 FloetiNon-Retail TC4C144 Reguiar Cab SO

CATEGORY
Code Description MSRP
OPTIONS TOTAL $10,909.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 8:44:54 PM Page 5
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclox@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT

STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD

EXTERIOR

* Paint scheme, solid, upper color, Summit White
* Paint scheme, solid, lower color, Summit White
o Exterior roof drip moldings

o Bumper, front, steel, 96" (243.8 cm) wide - styled to minimized wall to wall turn diameter painted argent

* Steps under cab doors
¢ Front mud flaps

« Integral grille and fenders - The grille is the same color as hood with single halogen headlamps.

* Roof marker lamps
¢ Daytime running lamps

« Windows, Solar-Ray tinted. Light tinted windshield and side window glass with light transmissity of 70%
« Mirrors, manual, 102" (259 cm) wide load, integral arm, integral convex mirror - black molded composite 12" x 7"

(30.5 cm x 17.8 cm) with 6" x 7" (15.2 cm x 17.8 cm) convex section
* Windshield wipers, 2-speed and intermittent, with pulse washers

* Provisions for mounting front license plate
* Positive door stops

Report content is based on current data version referenced. Any performance-related calculations are offered solely

as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:

December 19, 2007 8:44:54 PM
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclicc@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 F'e*:’"_"_""‘.“‘e_,‘a“ e

INTERIOR

 Seat, driver, high-back bucket, fixed height, manuat adjuster - storage in the seat riser with a small lip at the front to
stop contents from sliding out

« Seat, passenger, high-back bucket, fixed height, manual back angle adjuster - storage in the seat riser with a small
lip at the front to stop contents from sliding out

* Seat trim, vinyl, Very Dark Pewter

e Interior trim, Very Dark Pewter (Requires 69V Very Dark Pewter vinyl or 63C Very Dark Pewter cloth)
* Trim console - located next to driver's seat and two cupholders

¢ Molded vinyl floor covering

¢ Steering wheel 16"

* Two sided single common key for doors and ignition

¢ Headlamp wamning buzzer

» Warning tone, key-in-ignition

¢ Tachometer

¢ Electronic engine hour meter

* Engine "Check Gauges" telitale light and buzzer, oil pressure gauge

* Gauges, low oil pressure and coolant level, high coolant and engine oil temperature

* Vinyl door trim panels - with storage pocket on front doors, beverage holders, and reflector on ali doors
* Stepwell storage areas at each door front and rear. Includes storage cover.

¢ Cloth headiiner

* Sunshades, passenger side and driver side, vinyl-covered

 Coat hooks (2) located on cab back panel

* Provisions for stereo - Includes AM/FM antenna, lead wiring for speakers, and separate door chime modljle (N/A
with ZQ2 power convenience option)
¢ Air conditioning not desired - this option should be ordered only when a customer does not require air conditioning

* Powerpoints - two in-cab power sources (in addition to optional cigarette lighter) for electrical plug-in accessories

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:44:54 PM Page 7
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westiand, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT

STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD

« Underhood bodybuilder connections accessory power supply - Provides 12V power supply from the battery with two
separate 30 amp fused circuits

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 8:44:54 PM Page 8
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, MI 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 FleetNon-Retail TC4C044 Regular Cab 4WD _

MECHANICAL

* GVWR, 17,500 Ibs. (7938 kg) capacity - GVWR. Maximum GCWR 26,000 Ib. Note: Trucks that are used primarily
to tow a trailer may be liable to Federal Excise Tax (FET). A New Law (Highway Transportation Bill HR3) was
passed on August 10, 2005 - Check with IRS for guidelines

¢ Engine, Vortec 8.1L MD gasoline V8, 325 hp (239 kw) @ 4000 rpm and 450 Ib-ft torque (610 N-m) @ 2,800 rpm. -
Maximum engine speed 5000 rpm. Oil Level Sensor: Warning sensor for low oil levels )

 Air cleaner, dry type

¢ Cooling, anti-freeze protection temperature - -40 degrees F (-40 degrees C)
¢ 75 mph (120 kph) speed governor - Required by the speed rating of the tires ordered
¢ Alternator, AD244 Delco-Remy 150-amp maximum (N/A with ANM Fire and Rescue or YF2 Ambulance Packages)

* Battery, singte AC Delco, 600 CCA, 12V - 115-minute reserve capacity @ 27 degrees C, 600 CCA @ -18 degrees
C grounded directly to starter, (Requires gasoline engine; N/A with ANQ Snow Plow Prep)

* Exhaust, single horizontal - driver side mounted inside frame rail, with gasoline engine stainless-steel exhaust with

catalytic converter, with diesel engines, stainless-steel exhaust, oxidation catalyst, diesel particulate filter and

exhaust gas cooler

Option PTO not required - This option should only be ordered when a customer specifically does not require an

electric hand throttle for use with power-take-off provisions. (Note: Will delete transmission PTO gear.)

Transmission, automatic, Allison 1000 HS/RDS Series 6-speed - With parking pawl and column shift, includes 4th

Generation Electronic Controls and 0.61 overdrive. Torque Rating: 660 Ib-ft (895 N-m) with shift energy

management. Available with a Gross Vehicle Weight up to 19,500 Ibs. (8845 kg) and a Gross Combination Weight

Rating up to 26,000 Ibs. (11,790 kg). To include PTO gear, please order with RPO PTO for Allison 1000 RDS

Rugged Duty Series transmission. Includes transmission-oil cooler located inside radiator. With Option PTX the

truck will be equipped with the Allison 1000 HS Highway Series fransmission. (N/A with ANM Fire and Rescue or

YF2 Ambutance Package)

TranSynd synthetic automatic transmission fluid

Transfer case, New Venture Gear - model NV273 two-speed, electrically actuated, IP mounted switch, includes

shield

Front axie, 8000 Ibs. (3629 kg) capacity - Solid drive axie. Up to 45 degree turn angle, includes 4 piston brake apply
calipers and manual locking hubs

* Front suspension, tapered leaf, 8000 Ibs. (3629 kg) capacity

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:44:54 PM Page 9
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Mi 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: actbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
A EQUIPMENT - 2008 Fleet/Non-Retail TCAC044 Regular Cab 4WD

« Front shock absorber, diameter 1.375" (35mm)
» Front stabilizer bar, Solid bar style, 1.57 (38mm)

* Frontwheels, 19.5" x 6.75" (49.5 cm x 17.1 cm), steel disc - 8-hole. 10,000 Ibs. (4536 kg) capacity, (Requires Q83
steel rear wheel and XTY or XNC front tires)

« Front tire size, 245/70R19.5G - 8090 Ibs. (4123 kg) capacity (Requires KYR 65 mph or KYW 75 mph (120 kph)
road speed govemor, Q82 or RPM front wheels. With R4A Goodyear fire, requires R3H highway traction iread)
 Fronttire manufacturer code, Goodyear (Requires S4A Goodyear)

¢ Front tread, highway traction

« Rear axle, single speed, Dana $110 13,500 Ibs. (6123 kg) capacity - full fleating, includes 2-piston brake applied
calipers

¢ Four-wheel drive

¢ Rear axle ratio, 5.13:1 (Requires HD2 single speed rear axle)

* Rear limited slip differential

¢ Rear suspension, multi-leaf, 13,500 lbs. (6123 kg) capacity

* Rear suspension brackets are riveted to frame in lieu of bolts

* Rear shock absorber not desired (N/A with tapered leaf springs)

« Rear wheels, 19.5" x 6.75" (49.5 cm x 17.1 cm), steel disc - 8-hole, 20,000 Ibs. (9072 kg) capacity (Requires Q82
front wheels and YTY or YNC rear tires)

« Rear fire size, 245/70R19.5G - 17,500 Ibs. (7938 kg) capacity (Requires KYR 65 mph or KYW 75 mph (120 kph)
road speed govemor and Q83 or RPW rear wheels. With S4A Goodyear tire, requires S3H highway traction tread)

» Rear tire manufacturer code, Goodyear (Requires R4A Goodyear)

» Rear fread, highway traction

* Wheelbase, 152" (386.1 cm) - with 84" (213.4 cm) CA and 146" (370.8 cm) CE. includes a 6mm 80,000 psi
(551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Medulus 7.63

« Frame, 8mm - 80,000 psi (551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63
o Fuel tank, single, 40-gallon (151L) fuel capacity - gas or diesel, located behind rear axle with fuel fill neck through

frame rail and a black tethered fuel cap with gasoline engine and green un-tethered fuel cap with diesel engines.
DRIVER SIDE FILL NECK ONLY. NO AUXILIARY PORTS. MINIMUM OVERHANG = 60" (5 FEET)

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:44:54 PM Page 10
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STA‘NPVARVD EQPIPMENT - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD

» Fuel sender assembly. Robust fuel pump
¢ Tethered fuel cap
» Steering, power - ZF variabie ratio power
« Brakes, front, power, 4-wheel disc, 4 channel ABS 4-piston - (See front axle options for more detail)
¢ Brakes, rear, power, 4-wheel disc, 4 channel ABS 2-piston - (See rear axie options for more detail)
* Parking brake, rear in-wheel park brake - hand lever operated
SAFETY
» 4-wheel disc, 4-channel ABS
¢ Air bags, Supplemental Inflatable Restraints not included.
¢ This vehicle does notinclude any air bags
¢ Seat belt warning indicator
¢ Daytime running lamps

Report content is based on current data version referenced. Any performance-related caiculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 8:44:54 PM Page 11
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passenger Vehicles and Trucks Invitation to Bid No. 07118200027 o
APPENDIX B

TRUCK QUESTIONNAIRE FORMS

ALL BIDDERS MUST COMPLETE AND RETURN A QUESTIONNAIRE FORM WITH THE BID FOR EACH
TRUCK ITEM TO BE CONSIDERED FOR AWARD OF THAT ITEM. Bids submitted without an adeguately
completed questionnaire form for EACH TRUCK ITEM will not be considered for award of that item. It
is the responsibility of each bidder to copy this form in sufficient quantity to submit to Purchasing
Operations prior to the scheduled bid due date. A single form may apply to more than one item, simply
list the item numbers to which the questionnaire applies in the appropriate space. If part of the
questionnaire does not apply, simply indicate “not applicable” in those spaces. '

NAME OF BIDDER: _ el Holmen Pordinc Gmc ITEMNO(s). Spec # 395‘%0{!_?(/

MAKE OF TRUCK: Gm c MODEL: CYS520 TcYcoyd GVWR (2500 Ibs.
PAYLOAD: $860 #  we.___ (52" v oa &Y " CE 196"
ENGINE: (GAS - DIESEL) Diesed  MAKE: _6# Jurumse MODEL: LRX, 6.5 SAEH.P. 30O
FUEL TANK(S) CAPACITY: Y0 (GALS. TOTw/TRANSMISSION: L/}W"sw lovo msv é‘W(
SPRING CAP. @ GROUND E'y-l: FRONT L{OOOlbs_R}R 675> Ibs. AUX. __Aﬂ_ ths.
AXLES: FRONT __ 80°C  ibs. REAR__[ 350D Ibs. REAR RATIO __S>/3
ALTERNATOR: ___/SD (//amps. BATTERY Duwt 7SO l/E coa, 5l
TIRE SIZE: FRONTZY3/20€14-56 PR REARZVfﬁomm:R SINGLE DUAL_V  m&s _/
TIRE: MAKE __Govdyzr _ STYLENO.___ 78D MFG.coDE__ X7/ YTY
HOIST: MAKE V]# MODEL VR INSTALLING CO.__ /A
BODY:: MAKE___ ~/A MODEL NI INSTALLING cO._ V74
POWER LIFT GATE: MAKE i MODEL ~K_ CAPACITY __#//H__ibs.
PLATFORM SIZE: A

OTHER EQUIPMENT INSTALLED BY BODY EQUIPMENT SUPPLIER AND/OR COMMENTS

This information must be returned with the bid document to Purchasing Operations, on or before the
bid due date and time. However, if returned separately, it must be received by Purchasing Operations
on or before the bid due date and time, and must comply with the sealed bid instructions as cutiined in
the ITB.

61
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Mich. Spec. # 3958-0114
August 2007

TRUCK: CAB AND CHASSIS
(G.V.W.R. 15,000 LBS., min.)

MODEL-2008 CURRENT NEW

CHEV/GMC
C4500 FORD
C4C042 F-450
G.V.W.R. (Ibs.) 16,500 16,000
Wheelbase (inches) 152 164.8
C.A. (inches) 84 84
Engine: Gasoline 8100 Triton
Type & No. of Cylinders V-8 V-10
Net H.P.-S.A.E. 325 362

Transmission: Automatic:
with maximum capacity transmission oil cooler. Factory installed.

Axle, Min. Cap.-Ibs.

Front 7,000 7,000

Rear 11,000 12,000
Springs, Min. Cap. at Ground

Front-Ibs. each 3,500 2,800

Rear-Ibs. each 5,500 6,000

Tires, Truck, Tubeless, Radial, to meet G.V.W.R. Rear duals, mud and snow.
TO BE STANDARD FACTORY EQUIPPED AS FOLLOWS:

The items listed below are to be supplied on all trucks, even though they may be optional with
the manufacturer. Therefore, these specifications are to be furnished on all vehicles:

12 Volt auxiliary outlet

Air Conditioning - All trucks

Anti-freeze protection, to -30°F.

Arm Rest-Driver's side.

Color-Manufacturers Standard to be selected.

Coolant System-Maximum Size Available, including the Heaviest Duty Radiator
Dome Light.

Electric wiring-All wiring passing through holes in metal or non-metal wearing
surfaces, which could cause wear of the insulation, shall be adequately protected by

NERRNNRRANN™
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rubber or plastic grommets, and/or non-metallic conduit. Ends of all wires shall be
adequately anchored to prevent loosening.

Frame length-on all body installations without hoists the cab to end of frame length shall
be the same length as the body being mounted, plus the length of any setback.

Fuel Tanks, Diesel, with sending unit and magnetic drain plug, on all trucks over 21,000
G.V.W.R., painted Black and labeled “Diesel Fuel Only”.

Hub caps on all pickups and vans up to and including 10,000 G.V.W.R. If not available
from dealer cap nuts shall be furnished.

Keys-(2) sets with code numbers; shall be with vehicle at time of delivery.

Mirrors-All trucks are to be equipped with R.H. and L.H. outside rear-view mirrors to
comply with Michigan laws; all trucks up to and including 15,000 G.V.W.R. shall be
equipped with inside rear-view mirror. In all cases, outside R.H. & L.H. rear view
mirrors shall provide full vision past all body installations. Mirrors shall be of stainless
steel or high impact plastic construction unless denoted otherwise in individual truck
specifications. All West Coast Type or Below Eye Level Camper Style Mirrors shall
have stainless steel or high impact plastic heads, brackets, and hardware.

Mud flaps, Anti-Sail Type, when required, are to be plain, rubber 1/4" thick, without
advertising on either side.

Painting-preclean and metal prep, any bare metal surfaces prior to applying a
compatible red oxide or zinc chromate primer. When painting over a manufacturer's
standard paint, metal prepping and primer may be omitted, provided an acceptable bond
can be achieved.

Equipment mounting- when mounting equipment on truck cab and chassis, all holes
shall be drilled or punched. There shall be no flame cutting or welding on the frame
side rails.

Paint codes-factory paint codes shall be furnished with all vehicles; for all after market
painting both the brand and paint code shall be furnished.

Pre-delivery inspection and servicing.

Radio - AM/FM Manufacturers Standard, Factory Installed

Seat Belts with Shoulder Harness (3-Point Restraint System for Driver & Passenger)
Seats-Split Bench type, unless otherwise specified

Shock absorbers-(Heaviest Duty Available), front all trucks. Rear, up to and including
15,000 G.V.W.R.

Spare tire, or Rim, not to be furnished unless specified. If specified, tires to be of same
mfg., tread design to be same as front tires.

Speed Control, Factory Installed

Steering-Power, Tilt Wheel

Sun visors-dual.

Jack-Furnish on trucks up to and including 12,000 G.V.W.R.

Windshield wipers-dual, intermittent speed electric, with automatic type washers.

All items removed for installation of optional equipment shall be returned to the State of
Michigan.
TO BE EQUIPPED IN COMPLIANCE WITH ALL APPLICABLE FEDERAL MOTOR

VEHICLE SAFETY STANDARDS AND REGULATIONS. ALL VEHICLES MUST BE

EQUIPPED TO COMPLY WITH ALL REQUIREMENTS OF THE MICHIGAN

MOTOR VEHICLE CODE.

Delete: On GM vehicles, OnStar and XM radio are deleted.

-854-



ADDITIONAL OPTIONS:

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this vehicle.

NERRNRANFN

ENEN

Air Conditioning — Factory Installed

Alternator-80 amp., min.

Battery-12 Volt, 600 CCA, minimum.

Brakes-Power.

Fuel capacity-largest available from mfg.

Mirrors-Rear View, Inside. Outside R.H. and L.H., below eye level, extended
reach, swing away type, 51 sg. in., minimum. Installed, with stainless steel or powder
coated steel heads, brackets, and hardware. GMC: Composite Mirror Heads
Spare tire and wheel. GMC: Spare Wheel Only: No Tire Available
Steering-Power,

Wrench-wheel. GMC: No wrench available

ADDITIONAL MDOT OPTIONS: (Note: These options are not included in the MiDEAL price)

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this MDOT vehicle.

NN REEX

Axle Rear Limited slip

Hubs autolocking on front GMC: not available on 2 wd chassis

Keys — (1) additional set (total of 3 sets) with code numbers; shall be with the vehicle at
the time of delivery.

Switches, upfitter for auxillary GMC: panel only — switches available from body upfitter
Throttle, Electronic, High Idle Engine RPM Control.

Towing package: Heaviest duty available from manufacturer GMC: standard

Trailer brake controller, factory installed GMC — Not available
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PRICING SHEET

TRUCK: CAB AND CHASSIS
(G.V.W.R. 15,000 LBS., min.)
Mich. Spec. #3958-0114

Standard Equipped Per above Specification (Including Standard Equipped Cost
options as specified above)

Make: GMC Model: C4500 $22,834.00*
F.O.B. - Dealership
Delivery Cost Per Mile $1.50

Final Point of Assembly: Flint, MI

Dealer Information

Dealer Name: Red Holman Pontiac GMC

Street Address: 35300 Ford Road

City: Westland State: Ml Zip: 48185

Contact Name: Albert Li

Telephone: (800) 482-3032

Cell: (734) 637-6643

E-mail: aclixx@hotmail.com

*Please Note: A vehicle order confirmation sheet is included for each vehicle. These documents
shall include all the *“standard options” as listed for the State of Michigan standard specification.
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; Prepared By:
Spac # 3asy-ony Albert Li

Red Holman Pontiac GMC

35300 Ford Rd
Westland, Mi 48185
Phone: (734) 721-1144
Fax: (734) 721-1780

Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED MODEL - 2008 Fleet/Non-Retail TCAC042 Regular Cab 2WD

Code Description
TC4C042 2008 GMC TC4500 Regular Cab 2WD

SELECTED VEHICLE COLORS - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD
Code Description

- Interior: No color has been selected.

- Exterior 1: No color has been selected.

- Exterior 2: No color has been selected.
SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

CATEGORY

Code Description
PREFERRED EQUIPMENT GROUP
C4C042 CUSTOM/BASE MODEL
GASOLINE ENGINE
LRW VORTEC 8.1L MD GASOLINE V8, 325 HP (239 KW) @ 4000 RPM AND
450 LB-FT TORQUE (610 N-M) @ 2800 RPM.

GVWR

C7R 16,500 LBS. (7484 KG) CAPACITY
EMISSION

FE9 FEDERAL REQUIREMENTS
ALTERNATOR

KG4 AD244, DELCO-REMY 150-AMP MAXIMUM
BATTERY

™1 SINGLE AC DELCO, 600 CCA, 12V
EXHAUST SYSTEM

$28,890.00

$0.00
INC
$0.00

$0.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely

as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 9:19:46 PM
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 FleetiNon-Retail TC4C042 Regular Cab2WD

CATEGORY

Code  Description MSRP
EXHAUST SYSTEM

NB5 SINGLE HORIZONTAL-PASSENGER SIDE MOUNTED INSIDE FRAME INC

RAIL

POWER TAKE OFF

PTX OPTION PTO NOT REQUIRED $0.00
TRANSMISSION

MBV  AUTOMATIC, ALLISON 1000 HS/RDS SERIES 6-SPEED $0.00
TRANSMISSION FLUID

MBT  TRANSYND SYNTHETIC AUTOMATIC TRANSMISSION FLUID INC
TRANSMISSION EQUIPMENT

KNP AUXILIARY TRANSMISSION OIL COOLER $95.00
FRONT AXLE

FM7 7000 LBS. (3175 KG) CAPACITY INC
FRONT SUSPENSION

FK6 TAPERED LEAF, 7000 LBS. (3175 KG) CAPACITY INC
FRONT WHEEL

Qs2 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DISC $37.00
FRONT TIRE

XTN 225/7T0R19.5F $0.00
FRONT TIRE BRAND ‘

R4A GOODYEAR $0.00
FRONT TIRE TREAD

R3C PREMIUM, HIGHWAY $0.00
SINGLE SPEED REAR AXLE

GL4 SINGLE SPEED, 11,000 LBS. (4990 KG) CAPACITY INC
AXLE RATIO

008 4.88:1 . $0.00
REAR SUSPENSION

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 9:19:46 PM Page 2
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbox@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

CATEGORY

Code  Description MSRP
REAR SUSPENSION

GR3  MULTLLEAF, 11,000 LBS. (4990 KG) CAPACITY INC
BOLTED OR RIVETED SUSPENSION

EV8  REAR SUSPENSION BRACKETS ARE RIVETED TO FRAME IN LIEU $0.00

OF BOLTS

REAR SHOCK ABSORBER .

SAN  REAR SHOCK ABSORBER NOT DESIRED $0.00
REAR WHEEL

Q83  19.5"X6.75" (49.5 CM X 17.1 CM), STEEL DISC $74.00
REAR TIRE

YTN  225/70R19.5F $0.00
REAR TIRE BRAND

S4A  GOODYEAR $0.00
REAR TIRE TREAD

S3H  HIGHWAY TRACTION $0.00
SPARE WHEEL

SNF  FRONT $128.00
WHEELBASE

EG9 152" (386.1 CM) $163.00
FUEL TANK

NG6  DUAL, TOTAL FUEL CAPACITY OF 40-GALLONS (151L) $122.00
DRIVER CONVENIENCE PACKAGES :

ZzQ3  DRIVER CONVENIENCE PACKAG $245.00
MISCELLANEOUS CAB EQUIPMENT

N33  TILT-WHEEL ADJUSTABLE STEERING INC

K34  CRUISE CONTROL, INC
AIR CONDITIONING

C60 AR CONDITIONING $852.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 9:19:46 PM Page 3
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Prepared By:

Albert Li-

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclooc@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 FlectiNon-Retail TCAC042 Regular Cab 2WD

CATEGORY
Code Description MSRP.
_INSIDE REARVIEW MIRRORS
D36 INSIDE DAY/NIGHT REARVIEW MIRROR $19.00
DRIVER SEAT
AS4 HIGH-BACK BUCKET, FIXED HEIGHT, MANUAL ADJUSTER INC
PASSENGER SEAT
A59 TWO-PERSON, WITHOUT STORAGE $180.00
AIRBAGS
AL3 SUPPLEMENTAL INFLATABLE RESTRAINTS NOT INCLUDED INC
RADIO
um7 DELCO AM-FM STEREO RADIO $150.00
EXTERIOR MIRRORS
DB5 MANUAL, 102" (259 CM) WIDE LOAD, INTEGRAL ARM, INTEGRAL INC
CONVEX MIRROR
PAINT
zY1 SOLID NON-METALLIC PAINT INC
INTERIOR TRIM
691 VERY DARK PEWTER INC
SEAT TRIM
_Vv VINYL SEAT TRIM INC
ADDITIONAL OPTIONS
vaQ1 FLEET PROCESSING OPTION $0.00
OPTIONS TOTAL $2,065.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 9:19:47 PM Page 4
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Mi 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbo@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

EXTERIOR
* Paint scheme, solid, upper color, Summit White
¢ Paint scheme, solid, lower color, Summit White
o Exterior roof drip moldings
« Bumper, front, steel, 96" (243.8 cm) wide - styled to minimized wall to wall furn diameter painted argent
¢ Steps under cab doors
¢ Front mud flaps
« Integral grille and fenders - The grille is the same color as hood with single halogen headlamps.
* Roof marker lamps
¢ Daytime running lamps
+ Windows, Solar-Ray tinted. Light tinted windshield and side window glass with light transmissity of 70%

« Mirrors, manual, 102" (259 cm) wide load, integral arm, integral convex mirror - black molded composite 12" x 7"
(30.5 cm x 17.8 cm) with 6" x 7" (15.2 cm x 17.8 cm) convex section

* Windshield wipers, 2-speed and intermittent, with pulse washers

* Provisions for mounting front license plate

 Positive door stops

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 9:19:47 PM . Page 5§
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbox@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 FleetiNon-Retail TCAC042 Regular Cab ZWD

INTERIOR

« Seat, driver, high-back bucket, fixed height, manual adjuster - storage in the seat riser with a small lip at the front to
stop contents from sliding out

» Seat, passenger, high-back bucket, fixed height, manual back angle adjuster - storage in the seat riser with a small
lip at the front to stop contents from sliding out

® Seat trim, vinyl, Very Dark Pewter

o Interior trim, Very Dark Pewter (Requires 69V Very Dark Pewter vinyi or 69C Very Dark Pewter cloth)
» Trim console - located next to driver's seat and two cupholders

« Molded vinyl floor covering

e Steering wheel 16"

e Two sided single common key for doors and ignition

¢ Headlamp waming buzzer N
* Warning tone, key-in-ignition

e Tachometer

¢ Electronic engine hour meter

» Engine "Check Gauges" telitale light and buzzer, oil pressure gauge

* Gauges, low oil pressure and coolant level, high coolant and engine oil temperature

* Vinyl door trim panels - with storagé pocket on front doors, beverage holders, and reflector on all doors
« Stepwell storage areas at each door front and rear. Includes storage cover.

e Cloth headliner

* Sunshades, passenger side and driver side, vinyl-covered

* Coat hooks (2) located on cab back panel

» Provisions for stereo - Includes AM/FM antenna, lead wiring for speakers, and separate door chime module (N/A
with ZQ2 power convenience option)
« Air conditioning not desired - this option should be ordered only when a customer does not require air conditioning

* Powerpoints - two in-cab power sources (in addition to optional cigarette lighter) for electrical plug-in accessories

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 9:19:47 PM Page 6
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbo@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT

STANDARD EQUIPMENT -2008 FIeeﬂNon-Refail TC4C042 Regular Cab 2WD

« Underhood bodybuilder connections accessory power supply - Provides 12V power supply from the baitery with two
separate 30 amp fused circuits

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 9:19:47 PM Page 7
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2003 FieetiNon-Retail TC4C042 Regular Gab 2WD

MECHANICAL

« GVWR, 16,500 Ibs. (7484 kg) capacity - GCWR limited to 24,000 Ib. (10,866 kg) (Requires FM7 7000 Ibs. (3175
kg) front axie) NOTE: Trucks that are used primarily to tow a wrailer may be liable to Federal Excise Tax (FET). A
New Law (Highway Transportation Bill HR3) was passed on August 10, 2005 - Check with IRS for guidelines

+ Engine, Vortec 8.1L MD gasoline V8, 325 hp (239 kw) @ 4000 rpm and 450 Ib-ft torque (610 N-m) @ 2,800 rpm. -
Maximum engine speed 5000 rpm. Oil Level Sensor: Warning sensor for low oil levels

« Air cleaner, dry type

« Cooling, anti-freeze protection temperature - -40 degrees F (-40 degrees C)

« Road speed govemor, controlied by the speed rating of the tires ordered. - which will be less than or equal to 85
mph (137 kph); 80 mph (129 kph) with EC9 128" wheelbase/60" CA, ML6 manual transmission and 008 4.88 rear
axle ratio; 75 mph (120 kph) with EC9 128" wheelbase/60" CA, M74 automatic ransmission and HD2 rear axle
Alternator, AD244 Delco-Remy 150-amp maximum (N/A with YW2 wrecker package)

Battery, single AC Delco, 600 CCA, 12V - 115-minute reserve capacity @ 27 degrees C, 600 CCA @ -18 degrees
C grounded directly to starter, (Requires gasoline engine; N/A with ANQ Snow Plow Prep package or YW2 Wrecker
package)

Exhaust, single horizontal - passenger side mounted inside frame rail, with gasoline engine stainless-steel exhaust
with catalytic converter, with diesel engines, stainless-steel exhaust, oxidation catalyst, diesel particulate filter and
exhaust gas cooler

Option PTO not required - This option should only be ordered when a customer specifically does not require an
electric hand throttie for use with power-take-off provisions. (Note: Will delete fransmission PTO gear.)
Transmission, automatic, Allison 1000 HS/RDS Series 6-speed - With parking pawl and column shift, includes 4th
Generation Electronic Controls and 0.61 overdrive. Torque Rating: 660 [b-ft (895 N-m) with shift energy
management. Available with a Gross Vehicle Weight up to 19,500 Ibs. (8845 kg) and a Gross Combination Weight
Rating up to 26,000 ibs. (11,790 kg). To include PTO gear, please order with RPO PTO for Allison 1000 RDS
Rugged Duty Series transmission. Includes transmission-oil cooler located inside radiator. With Option PTX the
truck will be equipped with the Allison 1000 HS Highway Series transmission. (N/A with ANM Fire and Rescue or
YF2 Ambulance Package)

TranSynd synthetic automatic transmission fluid

Front axie, 7000 Ibs. (3175 kg) capacity - I-beam Wide-trac. Up to 53 degree tum angle, includes 4-piston brake
apply calipers. Steering Gear Series: ZF8014

« Front suspension, tapered leaf, 7000 Ibs. (3175 kg) capacity (includes stabilizer)

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 9:19:47 PM Page 8
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4C042 Regular Cab2WD

» Front shock absorber, diameter 1.375" (35mm)
o Front stabilizer bar, 2" x 2" square tube (5 cm x5 cm)
« Front wheels, 19.5" x 6.0" (49.5 cm x 15.2 cm), steel disc - 8-hole. 7280 Ibs. (3302 kg) capacity

« Front tire size, 225/70R19.5F - 7280 Ibs. (3802 kg) capacity, (With R4A Goodyear or R4L Michelin requires R3C
front premium highway tread)

« Front tire manufacturer code, Goodyear (Requires S4A Goodyear)

« Front tread, premium, highway (Requires R4A Goodyear or R4L Michelin)

« Rear axle, single speed, 11,000 Ibs. (4990 kg) capacity - full floating, Includes 2-piston brake applied calipers
« Rear wheel drive

¢ Rear axe ratio, 5.13:1 (Requires gasoline engine)

e Rear suspension, multi-leaf, 11,000 Ibs. (4990 kg) capacity (Requires GL4 single speed rear axie)

» Rear suspension brackets are riveted to frame in lieu of bolts

» Rear shock absorber not desired (N/A with tapered leaf springs)

« Rear wheels, 19.5" x6.0" (49.5 cm x 15.2 cm), steel disc - 8-hole. 14,560 Ibs (6604 kg) capacity

o Rear tire size, 225/70R19.5F - 13,660 Ibs. (6196 kg) capacity, (With S4A Goodyear, requires S3C rear premium
highway fread or S3H rear fraction tread; with S4L Michelin, requires S3C rear premium highway tread or S3J rear
highway traction tread)

« Rear tire manufacturer code, Goodyear (Requires R4A Goodyear)
e Rear fread, premium, highway (Requires S4A Goodyear or S4L Michelin)

 Wheelbase, 128" (325.1 cm) - with 60" (152.4 cm) CA and 100" (254 cm) CE. Includes a 6 mm 80,000 psi
(551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63 (Requires KYW 75 mph (120 kph)
road speed governor and HD2 13,500 Ibs. (6123 kg) capacity rear axie)

Frame, 6mm - 80,000 psi (551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63

Fuel tank, single, 25-gallon (95L) fuel capacity - gas or diesel located midship between the frame rails, with fuel fill
neck through the frame rail (this option uses the mid-frame tank included in the NG6 dual tank option) Tethered
fuel cap is black with gasoline engines, and green un-tethered fuel cap with diesel engines. MINIMUM OVERHANG
= 36" (3 FEET) (Required in YW2 Wrecker Package, standard on 60" (152.4 cm) CA, optional on all other CA's)

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 9:19:47 PM Page 9
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Mi 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STAI\!DARD E(_IU_I?IYI»ENT - 2008 FIeeﬂNopiRgta_il TC4C042 Regu[ar Ca{) 2WD

¢ Fuel sender assembly. Robust fuei pump

* Tethered fuel cap

« Steering, power - ZF variable ratio power

o Brakes, front, power, 4-wheel disc, 4 channel ABS 2-piston - {See front axie options for more detail)
« Brakes, rear, power, 4-wheel disc, 4 channe! ABS 2-piston - (See rear axle options for more detail)
« Parking brake, hand lever operated transmission mounted drum brake

SAFETY
e 4-wheel disc, 4-channel ABS

o Air bags, Supplemental Inflatable Restraints not included.
« This vehicle does not include any air bags

¢ Seat belt wamning indicator

¢ Daytime running lamps

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidefines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 9:19:47 PM ) Page 10
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Passenger Vehicles and Trucks Invitation to Bid No. 07118200027 p

APPENDIX B

TRUCK QUESTIONNAIRE FORMS

ALL BIDDERS MUST COMPLETE AND RETURN A QUESTIONNAIRE FORM WITH THE BID FOR EACH
TRUCK ITEM TO BE CONSIDERED FOR AWARD OF THAT ITEM. Bids submitted without ar: adsquately
completed questionnaire form for EACH TRUCK ITEM will not be considered for award of that item. k
is the responsibility of each bidder to copy this form in sufficient quantity to submit to Purchasing
Operations prior to the scheduled bid due date. A single form may apply to more than one item, simply
list the item numbers to which the questionnaire applies in the appropriate space. If-part of ths
questionnaire does not apply, simply indicate “not applicable” in those spaces. '

NAWE OF BIDDER: el Holmer Pochne _Gc. TEMNO(s). _Spee # 3958 - O)IY

MAKE OF TRUCK: __Gme MODEL: CY4S00 _Tcicov2 GVWR S?JO%S.
PAYLOAD: 9059 W.B. 1s2" /C.A. sY"  cE. 196"
ENGINE: (GAS - DIESEL) Gas MAKE: _&m MODEL: L&, &1 SAEH.P. _3’_&;’/
FUEL TANK(S) CAPACITY: __YO (GALS. TOTAL) TRANSMISSION: Alisor. Ib0o_mBY €50k

SPRING CAP. @ GROUND EACH: FRONT 359 Ibs. REAR_SSDO _ Ibs. AUX. N/AB tos.

AXLES: FRONT ’cho‘/ Ibs. REAR /(000 l ‘}“REAR RATIO - &%

ALTERNATOR: 1S amps. BATTERY 6o cea.

TIRE SIZE: FRONT225/200)45 £ PR REARZZS/ 20014-SFPR SINGLE puaL_ v mas v

TIRE: MAKE Gosd year _ STYLENO. T80 MFG. CODE __ X 771// Y7/NV

HOIST: MAKE MA MODEL 2z INSTALLING CO. ___ /4

BODY: : MAKE VIR MODEL VIR INSTALLING CO. __ WM/A

POWER LIFT GATE: MAKE wh MODEL, M CAPACITY ___~/A ___ibs.
PLATFORM SIZE: VIR

OTHER EQUIPMENT INSTALLED BY BODY EQUIPMENT SUPPLIER AND/OR COMMENTS

This information must be returned with the bid document to Purchasing Operations, on or befere the
bid due date and time. However, if returned separately, it must be received by Purchasing Operations
on or before the bid due date and time, and must comply, with the sealed bid instructions as cutlined in
the ITB.

61
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Mich. Spec. # 3958-0115

August 2007

TRUCK: CAB AND CHASSIS DUAL REAR WHEELS

(G.V.W.R. 15,000 LBS., min.)

MODEL-2008 CURRENT NEW

CHEV/GMC
C4500 FORD
C4C042 F-450SD
G.V.W.R. (Ibs.) 16,500 16,000
Wheelbase (inches) 152 164.8
C.A. (inches) 84 84
Engine: Diesel 6.6L 6.4L
Type & No. of Cylinders V-8 V-8 Turbo
Net H.P.-S.A.E. 300 325

Transmission: Automatic:
with maximum capacity transmission oil cooler. Factory installed.

Axle, Min. Cap.-Ibs.

Front 7,000 7,000

Rear 11,000 12,000
Springs, Min. Cap. at Ground

Front-Ibs. each 3,500 3,000

Rear-Ibs. each 5,500 6,000

Tires, Truck, Tubeless, Radial, to meet G.V.W.R. Rear duals, mud and snow.

TO BE STANDARD FACTORY EQUIPPED AS FOLLOWS:

DODGE
DM4L64

16,500
168.5
84
6.7L

L-6 Turbo
305

7,000
12,000

TBD
TBD

The items listed below are to be supplied on all trucks, even though they may be optional with
the manufacturer. Therefore, these specifications are to be furnished on all vehicles:

12 Volt auxiliary outlet

Air Conditioning - All trucks

Anti-freeze protection, to -30°F.

Arm Rest-Driver's side.
Color-Manufacturers Standard to be selected.

Dome Light.

NERRNNRRANN™

Coolant System-Maximum Size Available, including the Heaviest Duty Radiator

Electric wiring-All wiring passing through holes in metal or non-metal wearing

surfaces, which could cause wear of the insulation, shall be adequately protected by
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rubber or plastic grommets, and/or non-metallic conduit. Ends of all wires shall be
adequately anchored to prevent loosening.

Frame length-on all body installations without hoists the cab to end of frame length shall
be the same length as the body being mounted, plus the length of any setback.

Fuel Tanks, Diesel, with sending unit and magnetic drain plug, on all trucks over 21,000
G.V.W.R., painted Black and labeled “Diesel Fuel Only”.

Hub caps on all pickups and vans up to and including 10,000 G.V.W.R. If not available
from dealer cap nuts shall be furnished.

Keys-(2) sets with code numbers; shall be with vehicle at time of delivery.

Mirrors-All trucks are to be equipped with R.H. and L.H. outside rear-view mirrors to
comply with Michigan laws; all trucks up to and including 15,000 G.V.W.R. shall be
equipped with inside rear-view mirror. In all cases, outside R.H. & L.H. rear view
mirrors shall provide full vision past all body installations. Mirrors shall be of stainless
steel or high impact plastic construction unless denoted otherwise in individual truck
specifications. All West Coast Type or Below Eye Level Camper Style Mirrors shall
have stainless steel or high impact plastic heads, brackets, and hardware.

Mud flaps, Anti-Sail Type, when required, are to be plain, rubber 1/4" thick, without
advertising on either side.

Painting-preclean and metal prep, any bare metal surfaces prior to applying a
compatible red oxide or zinc chromate primer. When painting over a manufacturer's
standard paint, metal prepping and primer may be omitted, provided an acceptable bond
can be achieved.

Equipment mounting- when mounting equipment on truck cab and chassis, all holes
shall be drilled or punched. There shall be no flame cutting or welding on the frame
side rails.

Paint codes-factory paint codes shall be furnished with all vehicles; for all after market
painting both the brand and paint code shall be furnished.

Pre-delivery inspection and servicing.

Radio - AM/FM Manufacturers Standard, Factory Installed

Seat Belts with Shoulder Harness (3-Point Restraint System for Driver & Passenger)
Seats-Split Bench type, unless otherwise specified

Shock absorbers-(Heaviest Duty Available), front all trucks. Rear, up to and including
15,000 G.V.W.R.

Spare tire, or Rim, not to be furnished unless specified. If specified, tires to be of same
mfg., tread design to be same as front tires.

Speed Control, Factory Installed

Steering-Power, Tilt Wheel

Sun visors-dual.

Jack-Furnish on trucks up to and including 12,000 G.V.W.R.

Windshield wipers-dual, intermittent speed electric, with automatic type washers.

All items removed for installation of optional equipment shall be returned to the State of
Michigan.
TO BE EQUIPPED IN COMPLIANCE WITH ALL APPLICABLE FEDERAL MOTOR

VEHICLE SAFETY STANDARDS AND REGULATIONS. ALL VEHICLES MUST BE

EQUIPPED TO COMPLY WITH ALL REQUIREMENTS OF THE MICHIGAN

MOTOR VEHICLE CODE.

Delete: On GM vehicles, OnStar and XM radio are deleted.
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ADDITIONAL OPTIONS:

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this vehicle.

NRNRRNRNRF

RENEN

Air Conditioning — Factory Installed

Alternator- 80 amp., min.

Battery-12 Volt, dual

Brakes-Power.

Fuel capacity-largest available from mfg.

Mirrors-Rear View, Inside. Outside R.H. and L.H., below eye level, extended
reach, swing away type, 51 sg. in., minimum. Installed, with stainless steel or powder
coated steel heads, brackets, and hardware. GMC: composite mirror heads
Spare tire and wheel. GMC: Spare wheel only — No tire

Steering-Power,

Wrench-wheel. GMC: No wrench available

ADDITIONAL MDOT OPTIONS: (Note: These options are not included in the MiDEAL price)

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this MDOT vehicle.

NN R MNREF

Axle Rear Limited slip

Hubs autolocking on front GMC: locking hubs not available on 2 wd chassis

Keys — (1) additional set (total of 3 sets) with code numbers; shall be with the vehicle at
the time of delivery.

Switches, upfitter for auxillary GMC: Panel only — switches available from body
upfitter

Throttle, Electronic, High Idle Engine RPM Control.

Towing package: Heaviest duty available from manufacturer GMC: standard

Trailer brake controller, factory installed GMC: not available
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PRICING SHEET

TRUCK: CAB AND CHASSIS DUAL REAR WHEELS
(G.V.W.R. 15,000 LBS., min.)
Mich. Spec. #3958-0115

Standard Equipped Per above Specification (Including Standard Equipped Cost
options as specified above)

Make: GMC Model: C4500 $ 30,625.00*
F.O.B. - Dealership
Delivery Cost Per Mile $1.50

Final Point of Assembly: Flint, MI

Dealer Information

Dealer Name: Red Holman Pontiac GMC

Street Address: 35300 Ford Road

City: Westland State: Ml Zip: 48185

Contact Name: Albert Li

Telephone: (800) 482-3032

Cell: (734) 637-6643

E-mail: aclixx@hotmail.com

*Please Note: A vehicle order confirmation sheet is included for each vehicle. These documents
shall include all the *“standard options” as listed for the State of Michigan standard specification.
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Vehide Ocler Codiomedion Sheek .
Dpec #3958 -0115 —

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbox@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
SELECTED MODEL & OPTIONS

SELECTED MODEL - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

Code Description MSRP
TC4C042 2008 GMC TC4500 Regular Cab 2WD $28,890.00

SELECTED VEHICLE éOLbRS - 2008 Fleet/Non-Retail TC4C042 Regular Cab2WD

Code Description
- Interior: No color has been selected.
- Exterior 1: No color has been selected.

- Exterior 2: No color has been selected.

SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

CATEGORY

Code Description MSRP
PREFERRED EQUIPMENT GROUP

C4C042 CUSTOM/BASE MODEL $0.00
DIESEL ENGINE

LRX DURAMAX DIESEL 6.6L, 300 HP (223 KW) @ 3000 RPM, 520 LB-FT $9,259.00

(705 N-M) TORQUE @ 1600 RPM

GVWR

C7R 16,500 LBS. (7484 KG) CAPACITY $0.00
EMISSION

FE9 FEDERAL REQUIREMENTS INC
ALTERNATOR

KG4 AD244, DELCO-REMY 150-AMP MAXIMUM $0.00
BATTERY

TNL DUAL AC DELCO, 750 CCA, 12V INC
ENGINE SHUTDOWN

KPJ AUTOMATIC ENGINE SHUTDOWN WITH ALARM INC

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. Al rights reserved.

Customer File:
December 19, 2007 9:10:29 PM Page 1
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclboc@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
;;l_.l;dleD OP_Tiq_NS - 2008 Flee’t(l\‘lqn-‘l‘le;t‘:?\ilr TCACO42 Regular Cab 2WD

CATEGORY

Code  Description MSRP
EXHAUST SYSTEM

NB5 SINGLE HORIZONTAL-PASSENGER SIDE MOUNTED INSIDE FRAME INC

RAIL

POWER TAKE OFF

PTX OPTION PTO NOT REQUIRED $0.00
TRANSMISSION

MBY  AUTOMATIC, ALLISON 1000 HS/RDS SERIES 6-SPEED $0.00
TRANSMISSION FLUID

MBT  TRANSYND SYNTHETIC AUTOMATIC TRANSMISSION FLUID INC
TRANSMISSION EQUIPMENT

KNP  AUXILIARY TRANSMISSION OIL COOLER $95.00
FRONT AXLE

FM7 7000 LBS. (3175 KG) CAPACITY INC
FRONT SUSPENSION

FK6 TAPERED LEAF, 7000 LBS. (3175 KG) CAPACITY INC
FRONT WHEEL

Q82 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DISC $37.00
FRONT TIRE :

XTN 225/T0R19.5F $0.00
FRONT TIRE BRAND

R4A GOODYEAR $0.00
FRONT TIRE TREAD

R3C PREMIUM, HIGHWAY $0.00
SINGLE SPEED REAR AXLE

GL4 SINGLE SPEED, 11,000 LBS. (4990 KG) CAPACITY INC
AXLE RATIO

008 4.88:1 $0.00
REAR SUSPENSION

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 9:10:29 PM Page 2
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734)721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 Flegthon-Ret?i‘Im'l'Q4CQ4? Regular Cab 2WD

CATEGORY

Code Description MSRP
REAR SUSPENSION

GR3 MULTI-LEAF, 11,000 LBS. (4990 KG) CAPACITY INC
BOLTED OR RIVETED SUSPENSION

EV8 REAR SUSPENSION BRACKETS ARE RIVETED TO FRAME IN LIEU $0.00

OF BOLTS

REAR SHOCK ABSORBER

SAN REAR SHOCK ABSORBER NOT DESIRED $0.00
REAR WHEEL

Q83 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DISC $74.00
REAR TIRE

YTN 225[70R19.5F $0.00
REAR TIRE BRAND

S4A GOODYEAR $0.00
REAR TIRE TREAD

S3H HIGHWAY TRACTION $0.00
SPARE WHEEL

SNF FRONT $128.00
WHEELBASE

EG9 152" (386.1 CM) $163.00
FUEL TANK

NG6 DUAL, TOTAL FUEL CAPACITY OF 40-GALLONS (151L) $122.00
DRIVER CONVENIENCE PACKAGES

ZQ3 DRIVER CONVENIENCE PACKAGE $245.00
MISCELLANEOUS CAB EQUIPMENT

N33 TILT-WHEEL ADJUSTABLE STEERING INC

K34 CRUISE CONTROL, INC
AIR CONDITIONING

cé0 AIR CONDITIONING $852.00
Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 9:10:29 PM Page 3
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclboc@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

CATEGORY

Code Description MSRP
INSIDE REARVIEW MIRRORS

D36 INSIDE DAY/NIGHT REARVIEW MIRROR $19.00
DRIVER SEAT

AS4 HIGH-BACK BUCKET, FIXED HEIGHT, MANUAL ADJUSTER INC
PASSENGER SEAT

A59 TWO-PERSON, WITHOUT STORAGE $180.00
AIRBAGS

AL3 SUPPLEMENTAL INFLATABLE RESTRAINTS NOT INCLUDED INC
RADIO

umz DELCO AM-FM STEREO RADIO $150.00
EXTERIOR MIRRORS

DB5 MANUAL, 102" (259 CM) WIDE LOAD, INTEGRAL ARM, INTEGRAL INC

CONVEX MIRROR

PAINT

zZY1 SOLID NON-METALLIC PAINT INC
INTERIOR TRIM

691 VERY DARK PEWTER INC
SEAT TRIM

_V VINYL SEAT TRIM INC
ADDITIONAL OPTIONS

va1 FLEET PROCESSING OPTION $0.00
OPTIONS TOTAL $11,324.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely

as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 9:10:29 PM Page 4
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclxx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 _FlegtJNonfRetail TC40042 Regular Cab ZWD 7

EXTERIOR
* Paint scheme, solid, upper color, Summit White
» Paint scheme, solid, lower color, Summit White
o Exterior roof drip moldings
* Bumper, front, steel, 96" (243.8 cm) wide - styled to minimized wall to wall turn diameter painted argent
¢ Steps under cab doors
* Front mud flaps
« Integral grille and fenders - The grille is the same color as hood with single halogen headlamps.
* Roof marker lamps
¢ Daytime running lamps
» Windows, Solar-Ray tinted. Light tinted windshield and side window glass with light transmissity of 70%

o Mirrors, manual, 102" (259 cm) wide load, integral arm, integral convex mirror - black molded composite 12" x 7"
(30.5 cm x 17.8 cm) with 6" x 7" (15.2 cm x 17.8 cm) convex section

» Windshield wipers, 2-speed and intermittent, with pulse washers
* Provisions for mounting front license plate
¢ Positive door stops

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 9:10:29 PM Page 5
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 FlestiNon-Retail TCAGD42 Regular Cab 2WD

INTERIOR

« Seat, driver, high-back bucket, fixed height, manual adjuster - storage in the seat riser with a small lip at the front to
stop contents from sliding out

« Seat, passenger, high-back bucket, fixed height, manual back angle adjuster - storage in the seat riser with a small
lip at the front to stop contents from sliding out

* Seat trim, vinyl, Very Dark Pewter
« Interior frim, Very Dark Pewter (Requires 69V Very Dark Pewter vinyl or 69C Very Dark Pewter cloth)
« Trim console - located next to driver's seat and two cupholders
* Molded vinyl floor covering
¢ Steering wheel 16"
+ Two sided single common key for doors and ignition
¢ Headlamp warning buzzer
-« Warning tone, key-in-ignition
¢ Tachometer
* Electronic engine hour meter
 Engine "Check Gauges" telltale light and buzzer, oil pressure gauge
« Gauges, low oil pressure and coolant fevel, high coolant and engine oil temperature
« Vinyi door trim panels - with storage pocket on front doors, beverage holders, and reflector on all doors
o Stepwell storage areas at each door front and rear. Inciudes storage cover.
¢ Cloth headliner
¢ Sunshades, passenger side and driver side, vinyl-covered
e Coat hooks (2) located on cab back panel

« Provisions for stereo - Includes AM/FM antenna, lead wiring for speakers, and separate door chime module (N/A
with ZQ2 power convenience option)

* Air conditioning not desired - this option should be ordered only when a customer does not require air conditioning
« Powerpoints - two in-cab power sources (in addition to optional cigarette lighter) for electrical plug-in accessories

P L

A IRERE et

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
@Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 9:10:29 PM Page 6
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734)721-1780
Email: aclbox@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT

STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4C042 Regular Cab 2WD

« Underhood bodybuilder connections accessory power supply - Provides 12V power supply from the battery with two
separate 30 amp fused circuits

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 19, 2007 9:10:29 PM Page 7
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclix@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPENT - 2008 FleotiNon-Retail TC4C042 Regular Cab ZWD

MECHANICAL

« GVWR, 16,500 Ibs. (7484 kg) capacity - GCWR limited to 24,000 Ib. (10,866 kg) (Requires FM7 7000 Ibs. (3175
kg) front axie) NOTE: Trucks that are used primarily to tow a trailer may be liable to Federal Excise Tax (FET). A
New Law (Highway Transportation Bill HR3) was passed on August 10, 2005 - Check with IRS for guidelines

« Engine, Vortec 8.1L MD gasoline V8, 325 hp {239 kw) @ 4000 rpm and 450 Ib-ft torque (610 N-m) @ 2,800 rpm. -
Maximum engine speed 5000 rpm. Oil Level Sensor: Warning sensor for low oil levels

e Air cleaner, dry type

« Cooling, anti-freeze protection temperature - -40 degrees F (-40 degrees C)

« Road speed governor, controlied by the speed rating of the tires ordered. - which will be less than or equal to 85
mph (137 kph); 80 mph (129 kph) with EC9 128" wheelbase/60" CA, ML6 manual transmission and 008 4.88 rear
axle ratio; 75 mph (120 kph) with EC9 128" wheelbase/60" CA, M74 automatic transmission and HD2 rear axle

« Alternator, AD244 Delco-Remy 150-amp maximum (N/A with YW2 wrecker package)

« Battery, single AC Delco, 600 CCA, 12V - 115-minute reserve capacity @ 27 degrees C, 600 CCA @ -18 degrees
C grounded directly to starter, (Requires gasoline engine; N/A with ANQ Snow Plow Prep package or YW2 Wrecker
package)

« Exhaust, single horizontal - passenger side mounted inside frame rail, with gasoline engine stainless-steel exhaust
with catalytic converter, with diesel engines, stainless-steel exhaust, oxidation catalyst, diesel particulate filter and
exhaust gas cooler

« Option PTO not required - This option should only be ordered when a customer specifically does not require an
electric hand throttle for use with power-take-off provisions. (Note: Will delete transmission PTO gear.)

« Transmission, automatic, Allison 1000 HS/RDS Series 6-speed - With parking pawl and column shift, includes 4th
Generation Electronic Controls and 0.61 overdrive. Torque Rafing: 660 Ib-ft (895 N-m) with shift energy
management. Available with a Gross Vehicle Weight up to 19,500 Ibs. (8845 kg) and a Gross Combination Weight
Rating up to 26,000 Ibs. (11,790 kg). To include PTO gear, please order with RPO PTO for Allison 1000 RDS
Rugged Duty Series transmission. Includes transmission-oil cooler located inside radiator. With Option PTX the
truck will be equipped with the Allison 1000 HS Highway Series fransmission. (N/A with ANM Fire and Rescue or
YF2 Ambulance Package)

« TranSynd synthetic automatic transmission fluid

« Front axie, 7000 Ibs. (3175 kg) capacity - -beam Wide-trac. Up to 53 degree turn angle, includes 4-piston brake
apply calipers. Steering Gear Series: ZF8014

. Fron_t syspensioq, tapered leaf, 7000 Ibs. (3175 kg) capacity (includes stabilizer)

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 19, 2007 9:10:29 PM Page 8
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734)721-1780
Email: aclbxx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENTM', 2008 Flget_innfRetail TC4CQ4? Regular ng ZWD ’

* Front shock absorber, diameter 1.375" (35mm)
* Front stabilizer bar, 2" x 2" square tube (5 cm x 5 cm)
* Front wheels, 19.5" x6.0" (49.5 ¢cm x 15.2 cm), steel disc - 8-hole. 7280 Ibs. (3302 kg) capacity

« Front tire size, 225/70R19.5F - 7280 Ibs. (3802 kg) capacity, (With R4A Goodyear or R4L Michelin requires R3C
front premium highway tread)

« Front tire manufacturer code, Goodyear (Requires S4A Goodyear)

+ Front tread, premium, highway (Requires R4A Goodyear or R4L Michelin)

« Rear axle, single speed, 11,000 Ibs. (4990 kg) capacity - full floating, includes 2-piston brake applied calipers
* Rear wheel drive

« Rear axe ratio, 5.13:1 (Requires gasoline engine)

¢ Rear suspension, multi-leaf, 11,000 Ibs. (4990 kg) capacity (Requires GL4 single speed rear axie)

» Rear suspension brackets are riveted to frame in lieu of bolts

¢ Rear shock absorber not desired (N/A with tapered leaf springs)

¢ Rear wheels, 19.5" x 6.0" (49.5 cm x 15.2 cm), steel disc - 8-hole. 14,560 Ibs (6604 kg) capacity

o Rear tire size, 225/70R19.5F - 13,660 Ibs. (6196 kg) capacity, (With S4A Goodyear, requires S3C rear premium
highway tread or S3H rear traction tread; with S4L Michelin, requires S3C rear premium highway tread or S3J rear
highway traction tfread)

* Rear tire manufacturer code, Goodyear (Requires R4A Goodyear)
« Rear tread, premium, highway (Requires S4A Goodyear or S4L Michelin)

* Wheelbase, 128" (325.1 cm) - with 60" (152.4 cm) CA and 100" (254 ¢cm) CE. Includes a 6 mm 80,000 psi
(551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63 (Requires KYW 75 mph (120 kph)
road speed governor and HD2 13,500 Ibs. (6123 kg) capacity rear axe)

* Frame, 6mm - 80,000 psi (551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63

e Fuel tank, single, 25-gallon (95L) fuel capacity - gas or diesel located midship between the frame rails, with fuel fill
neck through the frame rail (this option uses the mid-frame tank included in the NG6 dual tank option) Tethered
fuel cap is black with gasoline engines, and green un-tethered fuel cap with diesel engines. MINIMUM OVERHANG
= 36" (3 FEET) (Required in YW2 Wrecker Package, standard on 60" (152.4 cm) CA, optional on all other CA's)

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Mi 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclxx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQL{II_’_MENT -2008 FIegthon-Rg?il TC4CO4‘2VRegVuvIa‘r Cab ZWD -

« Fuel sender assembly. Robust fuel pump
o Tethered fuel cap
+ Steering, power - ZF variable ratio power
» Brakes, front, power, 4-wheel disc, 4 channel ABS 2-piston - (See front axle options for more detail)
« Brakes, rear, power, 4-wheel disc, 4 channel ABS 2-piston - (See rear axle options for more detail)
« Parking brake, hand lever operated transmission mounted drum brake
SAFETY
» 4-wheel disc, 4-channel ABS
o Air bags, Supplemental inflatable Restraints not included.
¢ This vehicle does not include any air bags
« Seat belt wamning indicator
» Daytime running lamps

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.0, Data updated 12/11/2007 11:05:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
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Passenger Vehicles and Trucks Invitation to Bid No. 07118200027 v

APPENDIX B

TRUCK QUESTIONNAIRE FORMS

ALL BIDDERS MUST COMPLETE AND RETURN A QUESTICNNAIRE FORM WITH THE BID FOR EACH
TRUCK ITEM TO BE CONSIDERED FOR AWARD OF THAT ITEM. Bids submitted without ar adeguaiely
completed questionnaire form for EACH TRUCK ITEM will not be considered for award of that item. }
is the responsibility of each bidder to copy this form in sufficient quantity to submit to Purchasing
Operations prior to the scheduled bid due date. A single form may apply to more than one item, simply
list the item numbers to which the questionnaire applies in the appropriate space. if- part of the

questionnaire does not apply, simply indicate “not applicable” in those spaces.

NAME OF BIDDER: fed Holmen fordine Gme  TTEMNO(s). _Spec # 3455~ 015~

MAKE OF TRUCK: _(Gme MODEL: C¥sep 7tvcovzﬁxym /éSDOijg
PAYLOAD: 5799 ANB. Is2" l/c.A. P4 Y cE_1Y6"

v | [
ENGINE: (GAS - DIESEL) ﬂ“ele MAKE: G Qursmars _ MODEL: LEX, 6. { SAEH.P.300 "
FUEL TANK(S) CAPACITY: __ Y4 D (GALS. TW TRANSMISSION&,//r‘so»\ lovo MBY_& spdd
SPRING CAP. @ GROUND EACHy FRONT __J3SDQ lbLs}EAR SIOO Ibs. AUX_AM/A_ths.
AXLES: FRONT 7000 __Jbs. REAR _/looD Ibs. REARRATIO __ 7-6¢
ALTERNATOR: ___[SD amps. BATTERY _Duad 7500 cca/ o
TIRE SIZE: FRONT225/70018. F pR REAR 225/20121%5fPR SINGLE DUAL V_M&s __
TIRE: MAKE __ Gl y e STYLE NO. 780 MFG.CODE ___ X7/ / Y1/
HOIST: MAKE N/IA MODEL VA INSTALLING CO. ___ ¥/Ad
BODY: : MAKE wI MODEL ___ /A INSTALLING CO.__ #7/4
POWER LIFT GATE: MAKE NM[A__ WODEL___ /& CAPACITY ___W//_ibs.

PLATFORM SIZE: A

OTHER EQUIPMENT INSTALLED BY BODY EQUIPMENT SUPPLIER AND/OR COMMENTS

This information must be returned with the bid document to Purchasing Operations, on or before the
bid due date and time. However, if returned separately, it must be received by Purchasing Operations
on or before the bid due date and time, and must comply, with the sealed bid instructions as cutlined in
the ITB.

61
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Mich. Spec. # 3958-0116
August 2007

TRUCK: CAB AND CHASSIS
(G.V.W.R. 15,000 LBS., min.) (4 x 4)

MODEL-2008 CURRENT NEW

CHEV/GMC FORD
C4aCco44 F-450
G.V.W.R. (Ibs.) 17,500 16,000
Wheelbase (inches) 152 164.8
C.A. (inches) 84 84
Engine: Gasoline 8100 Triton
Type & No. of Cylinders V-8 V-10
Net H.P.-S.A.E. 325 362

Transmission: Automatic:
with maximum capacity transmission oil cooler with P.T.O. Provision. Factory installed.

Axle, Min. Cap.-Ibs.

Front 8,000 7,000

Rear 13,500 12,000
Springs, Min. Cap. at Ground

Front-Ibs. each 4,000 2,800

Rear-Ibs. each 6,750 6,000

Tires, Truck, Tubeless, Radial, to meet G.V.W.R. Rear duals, mud and snow.
TO BE STANDARD FACTORY EQUIPPED AS FOLLOWS:

The items listed below are to be supplied on all trucks, even though they may be optional with
the manufacturer. Therefore, these specifications are to be furnished on all vehicles:

12 Volt auxiliary outlet

Air Conditioning - All trucks

Anti-freeze protection, to -30°F.

Arm Rest-Driver's side.

Color-Manufacturers Standard to be selected.

Coolant System-Maximum Size Available, including the Heaviest Duty Radiator
Dome Light.

Electric wiring-All wiring passing through holes in metal or non-metal wearing
surfaces, which could cause wear of the insulation, shall be adequately protected by

NRNRNNRNRRNEN
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rubber or plastic grommets, and/or non-metallic conduit. Ends of all wires shall be
adequately anchored to prevent loosening.

Frame length-on all body installations without hoists the cab to end of frame length shall
be the same length as the body being mounted, plus the length of any setback.

Fuel Tanks, Diesel, with sending unit and magnetic drain plug, on all trucks over 21,000
G.V.W.R., painted Black and labeled “Diesel Fuel Only”.

Hub caps on all pickups and vans up to and including 10,000 G.V.W.R. If not available
from dealer cap nuts shall be furnished.

Keys-(2) sets with code numbers; shall be with vehicle at time of delivery.

Mirrors-All trucks are to be equipped with R.H. and L.H. outside rear-view mirrors to
comply with Michigan laws; all trucks up to and including 15,000 G.V.W.R. shall be
equipped with inside rear-view mirror. In all cases, outside R.H. & L.H. rear view
mirrors shall provide full vision past all body installations. Mirrors shall be of stainless
steel or high impact plastic construction unless denoted otherwise in individual truck
specifications. All West Coast Type or Below Eye Level Camper Style Mirrors shall
have stainless steel or high impact plastic heads, brackets, and hardware.

Mud flaps, Anti-Sail Type, when required, are to be plain, rubber 1/4" thick, without
advertising on either side.

Painting-preclean and metal prep, any bare metal surfaces prior to applying a
compatible red oxide or zinc chromate primer. When painting over a manufacturer's
standard paint, metal prepping and primer may be omitted, provided an acceptable bond
can be achieved.

Equipment mounting- when mounting equipment on truck cab and chassis, all holes
shall be drilled or punched. There shall be no flame cutting or welding on the frame
side rails.

Paint codes-factory paint codes shall be furnished with all vehicles; for all after market
painting both the brand and paint code shall be furnished.

Pre-delivery inspection and servicing.

Radio - AM/FM Manufacturers Standard, Factory Installed

Seat Belts with Shoulder Harness (3-Point Restraint System for Driver & Passenger)
Seats-Split Bench type, unless otherwise specified

Shock absorbers-(Heaviest Duty Available), front all trucks. Rear, up to and including
15,000 G.V.W.R.

Spare tire, or Rim, not to be furnished unless specified. If specified, tires to be of same
mfg., tread design to be same as front tires.

Speed Control, Factory Installed

Steering-Power, Tilt Wheel

Sun visors-dual.

Jack-Furnish on trucks up to and including 12,000 G.V.W.R.

Windshield wipers-dual, intermittent speed electric, with automatic type washers.

All items removed for installation of optional equipment shall be returned to the State of
Michigan.
TO BE EQUIPPED IN COMPLIANCE WITH ALL APPLICABLE FEDERAL MOTOR

VEHICLE SAFETY STANDARDS AND REGULATIONS. ALL VEHICLES MUST BE

EQUIPPED TO COMPLY WITH ALL REQUIREMENTS OF THE MICHIGAN

MOTOR VEHICLE CODE.

Delete: On GM vehicles, OnStar and XM radio are deleted.
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ADDITIONAL OPTIONS:

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this vehicle.

NRNRRNRNRF

RENEN

Air Conditioning — Factory Installed

Alternator-80 amp., min.

Battery-12 Volt, 600 CCA, minimum.

Brakes-Power.

Fuel capacity-largest available from mfg.

Mirrors-Rear View, Inside. Outside R.H. and L.H., below eye level, extended
reach, swing away type, 51 sg. in., minimum. Installed, with stainless steel or powder
coated steel heads, brackets, and hardware. GMC: Composite Mirror Heads
Spare tire and wheel. GMC: Spare wheel only

Steering-Power,

Wrench-wheel. GMC: wrench not avail

ADDITIONAL MDOT OPTIONS: (Note: These options are not included in the MiDEAL price)

These options are in addition to the options listed above as “STANDARD FACTORY
EQUIPPED” and are to be included on this MDOT vehicle.

NN RRANX

Axle Rear Limited slip

Hubs autolocking on front GMC: manual locking hubs only

Keys — (1) additional set (total of 3 sets) with code numbers; shall be with the vehicle at
the time of delivery.

Switches, upfitter for auxillary GMC: Panel std — switches available from body upfitter
Throttle, Electronic, High Idle Engine RPM Control.

Towing package: Heaviest duty available from manufacturer GMC: Standard

Trailer brake controller, factory installed GMC: Not availabe
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PRICING SHEET

TRUCK: CAB AND CHASSIS
(G.V.W.R. 15,000 LBS., min.) (4 x 4)
Mich. Spec. #3958-0116

Standard Equipped Per above Specification (Including Standard Equipped Cost
options as specified above)

Make: GMC Model: C4500 $28,774.00*
F.O.B. - Dealership
Delivery Cost Per Mile $1.50

Final Point of Assembly: Flint, MI

Dealer Information

Dealer Name: Red Holman Pontiac GMC

Street Address: 35300 Ford Road

City: Westland State: Ml Zip: 48185

Contact Name: Albert Li

Telephone: (800) 482-3032

Cell: (734) 637-6643

E-mail: aclixx@hotmail.com

*Please Note: A vehicle order confirmation sheet is included for each vehicle. These documents
shall include all the *“standard options” as listed for the State of Michigan standard specification.
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\/K’Llc[z Odor Condincdion Sheek .
Spec # 955-0116 AbsrtLl 4

Red Holman Pontiac GMC
35300 Ford Rd

Westland, M! 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbxx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED MODEL - 2003 FlectiNon-Retail TC4C044 Regular Cab 4WD

Code Description RP
TC4C044 2008 GMC TC4500 Regular Cab 4WD $35,860.00

SELECTED VEHICLE COLORS - 2008 Fleet/Non-Retail TC4CO{1§ Regq!ar Cab 4WD -
Code Description
- Interior: No color has been selected.

- Exterior 1: No color has been selected.

- Exterior 2: No color has been selected.

SELECTED OPTIONS - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD

CATEGORY )

Code Description MSRP
PREFERRED EQUIPMENT GROUP

C4C044 CUSTOM/BASE MODEL $0.00
GASOLINE ENGINE

LRW VORTEC 8.1L. MD GASOLINE V8, 325 HP (239 KW) @ 4000 RPM AND $0.00

450 LB-FT TORQUE (610 N-M) @ 2800 RPM.

GVWR

GZX 17,500 LBS. (7938 KG) CAPACITY INC
EMISSION

FE9 FEDERAL REQUIREMENTS INC
ROAD SPEED GOVERNOR )

KYW 75 MPH (120 KPH) SPEED GOVERNOR INC
ALTERNATOR }

KG4 AD244, DELCO-REMY 150-AMP MAXIMUM $0.00
BATTERY

™1 SINGLE AC DELCO, 600 CCA, 12V $0.00

Report content is based on current data version referenced. Any performance-telated calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.2, Data updated 12/25/2007 10:41:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
Customer File:

December 27, 2007 11:10:42 PM Page 1
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclixx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OFTIONS - 2008 FleetiNon-Retal TCAGD44 Regular Cab 4D

CATEGORY
Code Description
EXHAUST SYSTEM

NB5S SINGLE HORIZONTAL-DRIVER SIDE MOUNTED INSIDE FRAME RAIL,
POWER TAKE OFF

PTO ELECTRONIC ACTIVATION SWITCH, (ELECTRIC HAND THROTTLE),
IP MOUNTED

TRANSMISSION

MBV AUTOMATIC, ALLISON 1000 HS/RDS SERIES 6-SPEED
TRANSMISSION FLUID

MBT TRANSYND SYNTHETIC AUTOMATIC TRANSMISSION FLUID
TRANSMISSION EQUIPMENT

KNP AUXILIARY TRANSMISSION OIL COOLER
TRANSFER CASE

NP1 NEW VENTURE GEAR-MODEL NV273 TWO-SPEED

FRONT AXLE
G38 8000 LBS. (3629 KG) CAPACITY
FRONT SUSPENSION
FSN TAPERED LEAF, 8000 LBS. (3629 KG) CAPACITY

FRONT STABILIZER BAR

F59 STABILIZER BAR
FRONT WHEEL

Q82 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DISC
FRONT TIRE

XTY 245/70R19.5G
FRONT TIRE BRAND

R4A GOODYEAR
FRONT TIRE TREAD

R3H HIGHWAY TRACTION
SINGLE SPEED REAR AXLE

INC

$225.00

$0.00
INC
$95.00
INC
$0.00
$0.00
INC
$0.00
$0.00
$0.00

INC

Report content is based on current data version referenced. Any performance-related calculations are offered solely

as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.2, Data updated 12/25/2007 10:41:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. Al rights reserved.
Customer File:

December 27, 2007 11:10:42 PM : Page 2
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbox@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 FleetiNon-Retail TCAC044 Regular Cab 4D

CATEGORY

Code Description MSRP
SINGLE SPEED REAR AXLE

HD2 SINGLE SPEED, DANA S110 13,500 LBS. (6123 KG) CAPACITY INC
AXLE RATIO

058 5.13:1 INC
TRACTION CONTROL

G80 REAR LIMITED SLIP DIFFERENTIAL INC
REAR SUSPENSION )

GR4 MULTI-LEAF, 13,500 LBS. (6123 KG) CAPACITY INC
BOLTED OR RIVETED SUSPENSION :

EV8 REAR SUSPENSION BRACKETS ARE RIVETED TO FRAME IN LIEU $0.00

OF BOLTS

REAR SHOCK ABSORBER

SAN REAR SHOCK ABSORBER NOT DESIRED $0.00
REAR WHEEL

Q83 19.5" X 6.75" (49.5 CM X 17.1 CM), STEEL DISC $0.00
REAR TIRE

YTY 245/70R19.5G $0.00
REAR TIRE BRAND

S4A GOODYEAR $0.00
REAR TIRE TREAD

S3H HIGHWAY TRACTION INC
SPARE WHEEL

SNF FRONT $128.00
WHEELBASE

EG9 152" (386.1 CM) $0.00
FUEL TANK

NH4 SINGLE, 40-GALLON (151L) FUEL CAPACITY INC
PARKING BRAKE

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.2, Data updated 12/25/2007 10:41:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.

Customer File:
December 27, 2007 11:10:42 PM g Page 3
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclxx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OFTIONS - 2008 FlootNon-RetailTCACD44 Regular Cab 4WD

CATEGORY

Code Description MSRP
PARKING BRAKE

J69 REAR IN-WHEEL PARK BRAKE INC
DRIVER CONVENIENCE PACKAGES

ZQ3  DRIVER CONVENIENCE PACKAGE $155.00
MISCELLANEOUS CAB EQUIPMENT

N33 TILT-WHEEL ADJUSTABLE STEERING INC

K34 CRUISE CONTROL, INC
AIR CONDITIONING

C60 AIR CONDITIONING $852.00
INSIDE REARVIEW MIRRORS

D36 INSIDE DAY/NIGHT REARVIEW MIRROR $19.00
DRIVER SEAT

AS4 HIGH-BACK BUCKET, FIXED HEIGHT, MANUAL ADJUSTER INC
PASSENGER SEAT

A59 TWO-PERSON, WITHOUT STORAGE $180.00
AIRBAGS

AL3 SUPPLEMENTAL INFLATABLE RESTRAINTS NOT INCLUDED INC
RADIO

UMm7 DELCO AM-FM STEREO RADIO $150.00
EXTERIOR MIRRORS

DB5 MANUAL, 102" (259 CM) WIDE LOAD, INTEGRAL ARM, INTEGRAL INC

CONVEX MIRROR

PAINT

Y1 SOLID NON-METALLIC PAINT INC
INTERIOR TRIM

691 VERY DARK PEWTER INC
SEAT TRIM

_V VINYL SEAT TRIM INC

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.2, Data updated 12/25/2007 10:41:00 AM
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Customer File:
December 27, 2007 11:10:42 PM Page 4

-890-



Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

SELECTED MODEL & OPTIONS
SELECTED OPTIONS - 2008 FestNon-Retall TC4C044 Regular Cab 4WD

CATEGORY

Code Description MSRP
ADDITIONAL OPTIONS

vQi1 FLEET PROCESSING OPTION $0.00
OPTIONS TOTAL $1,804.00

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.2, Data updated 12/25/2007 10:41:00 AM
©Copyright 1986-2005 Chrome Systems Corporation. All rights reserved.
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd
Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fieet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPENT - 2008 FleetNor-Retail TCACO44 Reguiar Cab 4WD

EXTERIOR
» Paint scheme, solid, upper color, Summit White
« Paint scheme, solid, lower color, Summit White
¢ Exterior roof drip moldings
« Bumper, front, steel, 96" (243.8 cm) wide - styled to minimized wall to wall turn diameter painted argent
« Steps under cab doors
* Front mud flaps
* Integral grille and fenders - The grille is the same color as hood with single halogen headlamps.
¢ Roof marker lamps
¢ Daytime running lamps
« Windows, Solar-Ray tinted. Light tinted windshield and side window glass with light transmissity of 70%

« Mirrors, manual, 162" (259 cm) wide load, integral arm, integral convex mirror - black molded composite 12" x 7"
(30.5 cm x 17.8 cm) with 6" x 7" (15.2 cm x 17.8 em) convex section

« Windshield wipers, 2-speed and intermittent, with pulse washers

« Provisions for mounting front license plate

* Positive door stops

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.

GM AutoBook, Data Version: 133.2, Data updated 12/25/2007 10:41:00 AM
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclibx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 FlectNon-Retail TC4C044 Regular Cab $WD

INTERIOR

« Seat, driver, high-back bucket, fixed height, manual adjuster - storage in the seat riser with a small lip at the front to
stop contents from sliding out

« Seat, passenger, high-back bucket, fixed height, manual back angle adjuster - storage in the seat riser with a small
lip at the front to stop contents from sliding out

o Seat trim, vinyl, Very Dark Pewter

« Interior frim, Very Dark Pewter (Requires 69V Very Dark Pewter vinyl or 69C Very Dark Pewter cloth)
» Trim console - located next to driver's seat and two cupholders

* Molded vinyl floor covering

» Steering wheel 16"

« Two sided single common key for doors and ignition

e Headlamp warning buzzer

* Warning tone, key-in-ignition

e Tachometer

¢ Electronic engine hour meter

* Engine "Check Gauges" telltale light and buzzer, oil pressure gauge

» Gauges, low oil pressure and coolant level, high coolant and engine oil temperature

* Vinyl door trim panels - with storage pocket on front doors, beverage holders, and reflector on all doors
» Stepwell storage areas at each door front and rear. Includes storage cover.

o Cloth headliner

* Sunshades, passenger side and driver side, vinyl-covered

¢ Coat hooks (2) located on cab back panel

 Provisions for stereo - Includes AM/FM antenna, lead wiring for speakers, and separate door chime module (N/A
with ZQ2 power convenience option):

« Air conditioning not desired - this option should be ordered only when a customer does not require air conditioning
* Powerpoints - two in-cab power sources (in addition to optional cigarette lighter) for electrical plug-in accessories

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.
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Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westiand, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPHENT - 2008 FieotNon-Retal TCACO44 Regular Cab 4WD.

« Underhood bodybuilder connections accessory power supply - Provides 12V power supply from the battery with two
separate 30 amp fused circuits

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbox@hotmail.com

2008 Fleet/Non-Retail GMC TC4500

STANDARD EQUIPMENT
STANDAVRI?VEQUIPVNIENTW-V 2008 Fleet/Non-Retail Tcgcoa,f Regular Cab 4WD

-

MECHANICAL

GVWR, 17,500 Ibs. (7938 kg) capacity - GVWR. Maximum GCWR 26,000 Ib. Note: Trucks that are used primarily
to tow a trailer may be liable to Federal Excise Tax (FET). A New Law (Highway Transportation Bill HR3) was
passed on August 10, 2005 - Check with IRS for guidelines

Engine, Vortec 8.1L MD gasoline V8, 325 hp (239 kw) @ 4000 rpm and 450 Ib-ft torque (610 N-m) @ 2,800 rpm. -
Maximum engine speed 5000 rpm. Oil Level Sensor: Warning sensor for low oil levels

Air cleaner, dry type

Cooling, anti-freeze protection temperature - -40 degrees F (-40 degrees C)
75 mph (120 kph) speed governor - Required by the speed rating of the tires ordered
Alternator, AD244 Delco-Remy 150-amp maximum (N/A with ANM Fire and Rescue or YF2 Ambulance Packages)

Battery, single AC Delco, 600 CCA, 12V - 115-minute reserve capacity @ 27 degrees C, 600 CCA @ -18 degrees
C grounded directiy to starter, (Requires gasoline engine; N/A with ANQ Snow Plow Prep)

Exhaust, single horizontal - driver side mounted inside frame rail, with gasoline engine stainless-steel exhaust with
catalytic converter, with diesel engines, stainless-steel exhaust, oxidation catalyst, diesel particulate filter and
exhaust gas cooler

Option PTO not required - This option should only be ordered when a customer specifically does not require an
electric hand throttle for use with pewer-take-off provisions. (Note: Will delete transmission PTO gear.)
Transmission, automatic, Allison 1000 HS/RDS Series 6-speed - With parking pawl and column shift, includes 4th
Generation Electronic Controls and 0.61 overdrive. Torque Rating: 660 Ib-ft (895 N-m) with shift energy
management. Available with a Gross Vehicle Weight up to 19,500 Ibs. (8845 kg) and a Gross Combination Weight
Rating up to 26,000 Ibs. (11,790 kg). To include PTO gear, please order with RPO PTO for Allison 1000 RDS
Rugged Duty Series transmission. Includes fransmission-oil cooler located inside radiator. With Option PTX the
truck will be equipped with the Allison 1000 HS Highway Series transmission. (N/A with ANM Fire and Rescue or
YF2 Ambulance Package)

TranSynd synthetic automatic transmission fluid

Transfer case, New Venture Gear - model NV273 two-speed, electrically actuated, IP mounted switch, includes
shield

Front axle, 8000 Ibs. (3629 kg) capacity - Solid drive axle. Up to 45 degree turn angle, includes 4 piston brake apply
calipers and manual locking hubs

Front suspension, tapered leaf, 8000 Ibs. (3629 kg) capacity

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.
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Prepared By:

Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclbx@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD

* Frontshock absorber, diameter 1.375" (35mm)

« Front stabilizer bar, Solid bar styte, 1.5" (38mm)

* Front wheels, 19.5" x6.75" (49.5 cm x 17.1 cm), steel disc - 8-hole. 10,000 Ibs. (4536 kg) capacity, (Requires Q83
steel rear wheel and XTY or XNC front tires)

« Front tire size, 245/70R19.5G - 9090 ibs. (4123 kg) capacity (Requires KYR 65 mph or KYW 75 mph (120 kph)
road speed governor, Q82 or RPM front wheels. With R4A Goodyear fire, requires R3H highway traction fread)
« Front tire manufacturer code, Goodyear (Requires S4A Goodyear)

* Front fread, highway traction

« Rear axle, single speed, Dana S110 13,500 Ibs. (6123 kg) capacity - full floating, includes 2-piston brake applied
calipers

¢ Four-wheel drive

e Rear axle ratio, 5.13:1 (Requires HD2 single speed rear axie)

* Rear limited slip differential

¢ Rear suspension, multi-leaf, 13,500 ibs. (6123 kg) capacity

* Rear suspension brackets are riveted to frame in lieu of bolts

* Rear shock absorber not desired (N/A with tapered leaf springs)

o Rear wheels, 19.5" x 6.75" (49.5 cm x 17.1 cm), steel disc - 8-hole, 20,000 Ibs. (9072 kg) capacity (Requires Q82
front wheels and YTY or YNC rear tires)

* Rear fire size, 245/70R19.5G - 17,500 Ibs. (7938 kg) capacity (Requires KYR 65 mph or KYW 75 mph (120 kph)
road speed governor and Q83 or RPW rear wheels. With S4A Goodyear tire, requires S3H highway traction tread)

* Rear tire manufacturer code, Goodyear (Requires R4A Goodyear)

¢ Rear fread, highway traction

* Wheelbase, 152" (386.1 cm) - with 84" (213.4 cm) CA and 146" (370.8 cm) CE. Includes a 6mm 80,000 psi
(551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63

¢ Frame, 8mm - 80,000 psi (551,600 kPa) yield strength, steel frame, RBM: 610,400 Section Modulus 7.63
* Fuel tank, single, 40-gallon (151L) fuel capacity - gas or diesel, located behind rear axle with fuel fill neck through

frame rait and a black tethered fuel cap with gasoline engine and green un-tethered fuel cap with diesel engines.
DRIVER SIDE FILL NECK ONLY. NO AUXILIARY PORTS. MINIMUM OVERHANG = 60" (5 FEET)

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.
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Albert Li

Red Holman Pontiac GMC
35300 Ford Rd

Westland, Ml 48185
Phone: (734) 721-1144
Fax: (734) 721-1780
Email: aclix@hotmail.com

2008 Fleet/Non-Retail GMC TC4500
STANDARD EQUIPMENT
STANDARD EQUIPMENT - 2008 Fleet/Non-Retail TC4C044 Regular Cab 4WD

¢ Fuel sender assembly. Robust fuel pump
» Tethered fuel cap
¢ Steering, power - ZF variable ratio power
 Brakes, front, power, 4-wheel disc, 4 channel ABS 4-piston - (See front axle options for more detail)
* Brakes, rear, power, 4-wheel disc, 4 channel ABS 2-piston - (See rear axle options for more detait)
* Parking brake, rear in-wheel park brake - hand lever operated
SAFETY
¢ 4-wheel disc, 4-channel ABS
* Air bags, Supplemental Inflatable Restraints not included.’
* This vehicle does notinciude any air bags
¢ Seat belt warning indicator
¢ Daytime running lamps

Report content is based on current data version referenced. Any performance-related calculations are offered solely
as guidelines. Actual unit performance will depend on your operating conditions.
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Passenger Vehicles and Trucks ) ) . jnvitation to Bid No. 07118200027 %
APPENDIX B

TRUCK QUESTIONNAIRE FORMS

ALL BIDDERS MUST COMPLETE AND RETURN A QUESTIONNAIRE FORM WITH THE BID FOR EACH -
TRUCK ITEM TO BE CONSIDERED FOR AWARD OF THAT ITEM. Bids submitted without an adequately
completed questionnaire form for EACH TRUCK ITEM will not be -considered for award of that itern. It
is the responsibility of each bidder to copy this form in sufficient quantity to submit to Purchasing
Operations prior to the scheduled bid due date. A single form may apply to more than one item, simply
list the item numbers to which the questionnaire applies in the appropriate space. Ifpart of the

questionnaire does not apply, simply indicate “not applicable” in those spaces.

NAME OF BIDDER: [led Holmen Poatre Gme iTEMNO(S). j:oec_ & 395%-0i1%
MAKE OF TRUCK: _Gm e MODEL: (Y500 - TCYCoyd GVWR _| 7500 Ibs.
PAYLOAD: 146 # we._ Is2" - ca 8945 e 146"
ENGINE: (GAS - DIESEL) (s MAKE: _Gmn MODEL: LW, §.IsAE H.P._E_Z_J-_L/J
FUEL TANK(S) CAPACITY: __ 40O (GALS. TOTAL) TRANSMISSION: A/l/so~ 1000 M8V &yl
SPRING CAF. @ GROUND EACH: FRONT Vw%ym 6750 Ips. AUX. _1/4_ ibs,
AXLES: FRONT J@O\/ s. REAR __[3520" Ibs. REARRATIO __ S (X
ALTERNATOR: ___ /SO~ amps. BATTERY _40O wa /
TIRE SIZE: FRONTZY5/%221456 PR REAR 245/7&/45¢ PR SINGLE DUAL__v_ M&s
TIRE: MAKE ___Gomlyesr ___ STYLENO.__T8Y MFG. CODE XTY/VTY
HOIST: MAKE____ M4 MODEL VIp INSTALLING CO. ___ W/A
BODY: : MAKE N A MODEL VA INSTALLING CO.__W/#
POWER LIFT GATE: MAKE____ M# MODEL MR capacITY __ /A ibs.
PLATFORM SIZE: wIA

OTHER EQUIPMENT INSTALLED BY BODY EQUIPMENT SUPPLIER AND/OR COMMENTS

This information must be returned with the bid document to Purchasing Oberations, on or befere the
bid due date and time. However, if returned separately, it must be received by Purchasing Operations
on or before the bid due date and time, &nd must comply with the sealed bid instructions as eutiined in

the ITB.
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	C4500 cut-away dual rear
	C4500 cab/chassis 14,500 lbs
	C4500 Cab/chassis rear dual 14,500 lbs
	C4500 cab/chassis dual rear 14,500 lbs
	C4500 Cab/chassis dual rear 14,500 lbs
	C4500 Cab/Chassis 15,000 lbs
	C4500 Cab/chassis dual rear 15,000 lbs



